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A.



AM Icon. The icon (A) is lighted when radio is set to the AM operating mode.



B.



Channel Number. It shows the channel number or the frequency band ID code.



C. Digital Signal Meter. 5-bar Signal Meter (C) indicates the strength of the received signal (from S0 to S9+30) in the receive mode.



CBM-450 27MHz PROGRAMMABLE MULTI-STANDARD MOBILE CB MONITOR - ROAD WATCHER



D.



ANL Icon. The Icon (D) is lighted when the ANL (Automatic Noise Limiter) is enabled.



E.



HL Icon. Not available on this model.



Thank you for purchasing this new CB Monitor receiver ! You will be pleased to discover the multiple advantages of been informed of "What's going on the road" while you are driving you vehicle, by listening to the interesting radio communication among truck drivers and other Citizen Band users. A great way to improve your traveling and driving confort !



F.



ATT Icon. Not available on this model.



G.



FM Icon. The icon (G) is lighted when radio is set to the FM operating mode.



Please carefully read this owner’s manual before using the product. Before using this receiver, please check that the radio has been programmed on the frequency bands used in the country where the product is used. If not, please change the frequency band programming, as it is described in this owner’s manual. This receiver is factory pre-programmed on the CE European frequency band (CEPT 40CH FM).



CONTENT OF THE PACKAGING Please check that all the following items are contained in the packaging :
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7. BUSY Indicator. This green color LED indicator is lighted when radio is receiving one communication and the squelch is open (radio is not in the automatic mute mode). 8. AS/SQUELCH Control SQUELCH CONTROL (SQUELCH manual adjustment) The SQUELCH control allows to silent the receiver by cutting the background noise, when no signals are received. Turn the knob clockwise until the background noise is cut. Turn the knob counter clockwise (SQUELCH opening) in order to listen to the weakest signals. HL AS CONTROL (SQUELCH fixed setting) The AS function allows to automatically silent the receiver, avoding the SQUELCH manual adjustment. A fixed SQUELCH threshold is factory pre-set. To enable the fixed SQUELCH function, turn the knob fully counter clockwise to the AS position, until a click noise is heard.



main unit (receiver) car mounting bracket with accessories (hardware, knobs, etc.) mobile antenna with magnet base and connector owner’s manual 1



5-6. Down / Up Keys. Press to select the operating channel. By keeping a key pressed, the quick channel selection mode will be enabled.



9. OFF / VOLUME Control Switches radio ON and OFF and adjust the receiver volume to the desired level. To adjust the receiver volume if no signals are received on the channel, open the SQUELCH and then adjust the receiver volume using the background noise as a reference.
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REAR PANEL HL
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EXT SPKR
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ANTENNA DC 13.2V



FRONT PANEL 1. A/F Key (AM/FM selection) The AM/FM operating mode selection is possible only when both the AM and FM modes are available in the selected band, otherwise the AM/FM selection is not possible. 2. ANL Key (Automatic Noise Limiter) Enable the ANL (Automatic Noise Limiter) function to reduce electric or electromagnetic noise or interference on the used channel. The ANL icon (D) is lighted to confirm that the ANL function is enabled. Press again the ANL key (2) to disable the function. 3. EMG key (Emergency Channels) Press to quickly access to the two pre-programmed emergency channels (CH9 / CH19). Each time this key is pressed, radio will select CH9, then CH19, then again the normal operating channel. CH9 and CH19 are the two most used channels by truck drivers. 4. LCD Display Large size LCD display with blue color backlight function for best readability in darkness. It indicates the operating channel number, the operating mode, all the programmed settings and all the enabled functions.



LCD DISPLAY



A



B
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10.



EXT (External Speaker) Jack. Connection for external speaker (optional).



11.



ANTENNA Connector. Antenna connector. Refer to the section INSTALLATION.



12. 13.2VDC POWER CORD. 13.2VDC power cord input. The power cord is complete with lighter adaptor plug.



INSTALLATION Before installing the main unit in the vehicle, check and select the most convenient HL the radio will be easy to reach and comfortable to operate, without location, in order that disturbing or interfering with the vehicle drive. Use the supplied bracket and hardware to install the radio. The bracket screws must be well tightened in order not to become loosen with the vehicle vibrations. The car mounting bracket can be installed over or below the radio and the radio may be inclined as desired according to the specific type of installation (under dashboard or track cabin roof installation).



Installation of the Main Unit Before connecting the radio to the vehicle electric system, make sure that radio is switched off, with the OFF/VOLUME (9) knob completely turned counter clockwise at OFF position. Connect the lighter adaptor plug (12) to the 12VDC socket of the vehicle. Fuse is located inside the lighter adaptor plug. To replace the fuse unscrew the cap of the plug, remove the fuse and the spring then reinstall all parts by first inserting the spring and then the new fuse.
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Installing and connecting the supplied mobile Magnet Antenna A 27 MHz mobile antenna with magnet base and 4m RG-58/U is included in the kit. Please pay attention to correctly placing the magnet antenna on the vehicle top. The magnet antenna must be firmly attached to the vehicle metal body. Before attaching the antenna on the car body, carefully clean both the bottom side of the antenna base and the car body surface. Connect the antenna connector (D) to the antenna outlet (11) located on the rear side of the radio. Antenna must be usually placed on the highest part of the vehicle, free from nearby metal parts and as far as possible from any possible source of electric or electromagnetic noice. The antenna cable must not be damaged in its way to the radio.



Parts description A



A. Whip Whip with protective rubber cup.



UK/CE CHANNELS SELECTION (FREQUENCY BAND "U") The "U" band (UK/CE band) includes both UK and CE channels, this band is for use in the UK. If a UK channel is selected, the display (4) will show the channel number (B) and the indication "U". If a CEPT channel is selected the display (4) will show the channel number (B) and the indication "C".



SPECIFICATIONS General Channels Frequency range Frequency control Operating temperature DC input voltage Size / Weight



Refer to the frequency bands table 27 MHz Citizen Band P.L.L. -10°/+55°C 13.2Vdc ±15% 115 (L) x 43 (H) x 165 (D) mm / 350 gr.



Receiver



B. Magnet base Antenna magnet base to be placed on any iron or steel surface, with no need to drill any hole on the vehicle body.



System IF Sensitivity Audio output Current drain



C. RG-58/U Cable RG-58/U cable, 4m long.



B



Double conversion, CPU controlled super-heterodine 1° 10.695 MHz / 2° 455 KHz 0.5µV 2.5W - 8% distortion at 1 KHz 350mA (stand-by)



USER INFORMATION In accordance with art. 13 of the Legislative Decree of 25th July 2005, no. 15 ”Implementation of Directives 2002/95/EC, 2002/96/EC and 2003/108/EC, relative to reduction of the use of hazardous substances in electrical and electronic equipment, in addition to waste disposal”.



D. RF Connector RCA connector. Connect to the antenna outlet (11), located on the rear side of the radio. C D



WARNING !!! The Magnet Antenna included in this set has been designed to withstand a vehicle speed of maximum 130 km/h (no front wind condition). Do not exceed this speed when the antenna is installed, to prevent antenna from being torn away from the vehicle and causing possible damage to other drivers !



The crossed bin symbol shown on the equipment indicates that at the end of its working life the product must be collected separately from other waste. The user must therefore take the above equipment to the appropriate differentiated collection centres for electronic and electro technical waste, or return it to the dealer when purchasing a new appliance of equivalent type, in a ratio of one to one. Appropriate differentiated waste collection for subsequent recycling, treatment and environment-friendly disposal of the discarded equipment helps to prevent possible negative environmental and health effects and encourages recycling of the component materials of the equipment. Illegal disposal of the product by the user will be punished by application of the administrative fines provided for by the legislative decree no. 22/1997 (article 50 and following of the legislative decree no. 22/1997).



FREQUENCY BANDS TABLE The receiver INTEK CBM-450 includes an advanced multi-standard programmable circuit, which allows to program different frequency bands, specifications and operating modes, in conformity with the regulations in the country where the product is used. 9 programmable frequency bands are available, as per the below table :



DECLARATION OF CONFORMITY FREQUENCY BAND ID CODE E1 I2 dE d2 EU CE



ITALY/SPAIN ITALY GERMANY GERMANY EUROPE/FRANCE CEPT



U



UK



PL PD



POLAND POLAND



COUNTRY



SPECIFICATIONS (Channels, Operating Modes) 40CH AM / FM 36CH AM / FM 80CH FM - 12CH AM 40CH FM - 12CH AM 40CH FM - 40CH AM 40CH FM 40CH FM UK FREQUENCIES 40CH FM CEPT FREQUENCIES 40CH AM / FM POLISH FREQUENCIES 40CH AM / FM POLISH FREQUENCIES



DECLARATION OF CONFORMITY With the present declaration, we certify that the following products :



INTEK CBM-450 comply with all the technical regulations applicable to the above mentioned products in accordance with the EC Directives 2006/95/EC, 2004/108/EC, 99/5/EC. Type of product :



CB Receiver



Details of applied standards :



EN 300 433-1/-2, EN 300 135-1/-2 EN 301 489-1, EN 301 489-13 EN 60065



Manufacturer :



INTEK S.R.L. Via G. Marconi, 16 20090 Segrate, Italy Tel. 39-02-26950451 / Fax. 39-02-26952185 E-mail : [email protected]



FREQUENCY BAND SELECTION / PROGRAMMING The receiver has to be programmed on the CB frequency band used in the country where the product is used. When radio is switched ON, the current programmed frequency band code will be displayed (blinking) for about 3 seconds. To program a different frequency band, proceed as follows : 1) Turn OFF the radio. 2) Press and keep pressed the UP key (6), then turn ON the radio using the OFF/VOLUME knob (9). 3) The current frequency band code (B) will blink on the LCD display (4). 4) Now select the new desired frequency band code by pressing the UP (6) or DN (5) key. 5) Wait for about 5 seconds to confirm and store the new selected frequency band code.



Segrate, 19/12/2011



dr. Vittorio Zanetti (General Manager)



CH



RoHS 2002/95/EC
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... may impair transceiver performance and invalidate the warranty. ...... Declare on our sole responsibility that this equipment complies with the essential ...










 








User Manual 

Nothing is more important than your time and money. When you buy radios online ... Our promise: to give you the best shopping experience. Strong partnerships ...










 








User Manual 

Read the entire manual carefully before using the HDM97Pocket . â€¢ Keep the ...... Delivery Content. Pos. Description. Version. Standard Option. 1. HDM97Pocket meter BL, BM, BN, BO, BP, BQ. âœ“ .... meter will accept the probe in the future.










 








User manual 

including the associated memory cards, to ensure the video reception and recording are working .... Improper operation will cause the device to crash. ○ Don't ...










 








User Manual 

Reinforcement of the leading edge and trailing edge: Polyester/Mylar 25 mm .... value of Polar Curves and will be better able to understand the importance of.










 








User Manual 

Improper disposal may endanger the environment or cause personal injury. ... Refer all communications to the nearest Ingersoll Rand Office or distributor.










 








User Manual 

utiliza una herramienta motorizada puede provocar una lesión corporal grave. Utilice un equipo de seguridad. Utilice siempre protección ocular. El uso de ...










 








User manual 

8 déc. 2015 - accessible for test gauge connection, ..... Insert the tab of the terminal block cover ... dryer frame to the neutral conductor at the terminal block.










 








USER MANUAL 

En este caso, tanto la base como la llave deberÃ¡n estar desconectadas del auricular. 11. ...... mark and logos are owned by the Bluetooth SiG, inc. and any use.










 








User Manual 

For additional information, refer to Cordless Impact Wrench Safety Manual Form 04581146, Battery Charger Safety Information Manual. Form 10567832 and ...










 








User Manual 

operate (during this procedure, the machine's fan and motors are operating). 5. Use the ... In general, when the fan output is increased the snowflakes produced ...










 








User Manual 

ventilation, allow a free air space of at least 20 cm around the sides and top of the unit. â€¢Never aim the output ... you choose, do not allow the unit to have more than a 25 degree angle of inclination. Z-1200II ... Technical Specifications. Model










 








User manual 

User manual. MIDI/Audio control surface with motorized fader for production ..... plus, en appuyant sur la touche « Master », le fader se retournera pour contrôler.










 








User manual 

The optional driving warning signals, including any visual or audible reminding signals, .... 2. Loop Recording ï¼šOff / 1 Minute/ 2Minutes / 3 Minutes/ 5 Minutes ...










 








User manual 

If your shaver does not come with a fet Clean System, it refers ... Note: If there is a protective foil on the display, remove it before you use the shaver for the first ...










 








user manual 

AVANT D'UTILISER VOTRE FOUR : 1. Veuillez lire attentivement cette notice. 2. Assurez-vous que le four est dÃ©branchÃ© et que le minuteur est sur la position.










 








User Manual 

A Battery is an electric energy storage device used as the power source for .... Service must only be performed by an Authorized Ingersoll Rand Servicenter or ...










 








user manual 

Aug 17, 2008 - Skydiving is a dangerous activity that can result in serious or even fatal injury. To reduce these risks, it is necessary to have training and ...










 








User Manual 

Only use Ingersoll Rand charger with Ingersoll Rand IQV12 Series Li-Ion ..... Tête hexagonale à changement rapide. Vitesse à vide tr/min. 0-2700. W1110.










 








User Manual 

3.You should post the required notices of recordation to occupants inside the vehicle, if voices or ..... marche et passe en mode vidÃ©o - il va commencer Ã  enregistrer. .... Langage : Anglais / FranÃ§ais / Allemand / Italien / Espagnol / Chinois ..










 








User Manual 

This transmitter must not be co-located or operating in conjunction with any other .... OEMs will request Summit Semiconductor to provide them with a software ...
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16 mai 2013 - LEFT. FRONT. CENTER. FRONT. RIGHT. FRONT. LEFT. SUB. WOOFER. REAR. RIGHT. REAR. LEFT. SUB-. WOOFER. REAR. RIGHT. REAR. LEFT. EN Connect the home theater. FR Branchez le cinÃ©ma maison. ES ConexiÃ³n del Home Theater. 2. HTB5544D_F7_UM_V1










 








User Manual 

Add an instance of the RIR impulse loader inside Revalver. ... sound of the speakers as we captured them, engage the high resolution switch, and turn down the.










 








User Manual 

WARNING. This equipment has been tested and found to comply with the limits for a ... equipment off and on, the user is encouraged to try correct the interference by one or ..... In order to send alphabets with correct case, the scanner needs to know
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