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V Cable Measurements

Tests originally performed by Ben Duncan Research in UK. These measurements show that the quality of the SUPRA. Cables is on level with a Military spec. 
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A/V Cable Measurements



These measurements show that the quality of the SUPRA Cables is on level with a Military spec. (MIL) cable and even outperforms it on velocity. A Time-Domain Reflection (TDR) tester* detailedly analyses the response and impedance match of a cable and the connectors used, using a pulse that rises in 50 pS**. In pictures 2 to 5, the 2nd step-up shows the effect of the 75 ohm (video standard) cabling and connectors operating in a standard 50 ohm test system. In 2 & 3, the tidy ’rectangularity’ of the step shows that the impedance of the 75 ohm section is quite purely resistive, i.e. nearly ideal. H Pict. 1 shows reference with special GR-connectioned 50 ohm load, acting as a near pure resistance at all frequencies to above 2GHz (high RF).
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BNC is better than RCA on digital interconnects. The physical dimensions of the RCA connector prevent it from having exactly 75 Ohm characteristic impedance. Therefore the BNC connected version is always preferred when there is a choice.



Pict. 5 shows Trico with phono/RCA plugs fitted. It could be any of the other cables. The RCA plugs’ inconstant impedance match at high RF causes reflections (seen as ’positive spiking’), this kind of behaviour being precisely why BNC plugs were invented in the 1940s as serious RF coax connectors, to replace the ’failed’ first generation plugs, namely RCA and UHF types. Thus the RCA was re-cycled as an audio plug. The tested Supra Cables



Pict. 2 shows the response of Supra Trico. See below for explanation of the 2nd step.



Pict. 3 shows the response of Supra AV-3. See below also.



Pict. 4 shows response of RG179, a top-grade, 75 ohm coax made to US Military standard MIL-C-17D. Note that the two Supra cables perform similarly cleanly. Note also that all are fitted with 75 ohm BNC plugs. The timing of the steps (10ns** per L-R div) shows that the electrical length of the Supra cables (in pictures 2 & 3) is shorter than the reference, by about 14%. As the cable lengths were physically matched to within 0.2%, this shows that signal speed in the Supra cables must be higher - meaning closer to the speed of E-M waves in air.



Supra Trico



Supra AV-3



*Originally devised & made in 60s by HP, today known as Agilent. ** pS = picosecs = millionth-millionth’s (1/1000,000,000,000th ’s of 1 second). In air and ideal, air-insulated cables, EM waves travel 1m in about 3300pS (3.3nS). In all plastic-insulated cables, the lower speed increases the time to travel 1m by some 140 to 150%. Tests originally performed by Ben Duncan Research in UK.
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AT&T Corporation v Saudi Cable Co - NADR 

15 mai 2000 - LORD WOOLF MR : Introduction. 1. This is an appeal by AT&T Corporation ("AT&T") and Lucent Technologies Inc. ("Lucent") (collectively called.
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Photometric Measurements 

All LEDs on x y. 1936 lm. 0.272. 0.189. Red x y. 481 lm. 0.687. 0.306. Green x y. 624 lm. 0.120. 0.635. Blue x y. 119 lm. 0.156. 0.025. White x y. 841 lm. 0.308.
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cable information 

The port is a combination RS-232C and parallel port selectable from the front panel menu. The cable connections recuired for the RS-232 or parallel connector ...
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Cable-operated_ailer 

the rigging load, using the maximum flight load ... A number of aircraft have cable- ..... Max temperature change from the assembly temperature; in this case.
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Coaxial Cable 

16. EUPEN CABLE INC. 800-419-5100 www.eupen.us ... a) Single bending, in (cm). 2.8 (7) b) 15 repeated bends, in (cm). 4.7 (12). â€¢ Maximum pulling strength ...
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ispDOWNLOAD Cable 

For Programming Lattice ISP Devices. 1 dlcable_11. TM. TM. Features. â€¢ CABLE AND PARALLEL PORT ADAPTER FACILITATE. IN-SYSTEM PROGRAMMING ...
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Cable FlexWrap 

les Ã©quipements et les cÃ¢bles. CaractÃ©ristiques: Les cÃ´tÃ©s faciles Ã  ouvrir permettent d'ajouter des cÃ¢bles et d'en enlever sans devoir dÃ©mÃªler tous les cÃ¢bles. ProtÃ¨ge les cÃ¢bles. Les cÃ¢bles ne forment plus un amas dÃ©sorganisÃ© et n'en
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diode measurements electronic measurements dbid tgyo 
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Photometric measurements 

x y. 326 lm. 0.252. 0.225. Red x y. 49 lm. 0.691. 0.301. Green x y. 136 lm. 0.156. 0.703. Blue x y. 22 lm. 0.156. 0.032. White x y. 144 lm. 0.316. 0.335. UV. IR.
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measurements - millimeterwave 

ESAT-Telemic lab, where measuring equipment up to 50 GHz is available. Measurements were done on a ... A second-hand gold-plated adapter. Conclusion: a ...
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documents/Fairing measurements 4 
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Photometric Measurements - Cameolight 

Illuminance (full on) [lux]. Beam width (1/2 peak) [cm]. Beam width (1/10 peak) [cm]. Beam angle. (1/2 peak): 17,9°. Field angle. (1/10 peak): 29,6°. Distance (m).
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Manual Hdmi-cable 

Handmatige HDMI-kabeladapter voor alle iPhone en iPad. (Nederlands). Hoe te gebruiken: • Sluit de HDMI-connector aan op een tv of monitor;. • sluit de ...
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Manual Hdmi-cable 

Handmatige HDMI-kabeladapter voor alle iPhone en iPad. (Nederlands). Hoe te gebruiken: • Sluit de HDMI-connector aan op een tv of monitor;. • sluit de ...
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Liasse fiscale SILEC CABLE 

VJ. VK. TOTAUX. Ã‰TAT DES DETTES. Montant brut. 1. A 1 an au plus. 2. A plus d'1 an et 5 ans au plus. 3. A plus de 5 ans. 4. Ã‰tat et autres collectivitÃ©s.
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Liasse fiscale AXON CABLE 

informations sur plus de 8 millions d'entreprises, avec un accès à l'ensemble des annonces ... Il s'agit d'une liasse fiscale reconstituée à partir ..... 24 107 401.
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montage sur cable - Octopart 

GAINE RETRACTABLE. 5 9. 7. > FERRULÃ‹ l'Ã¢me, le diÃ©lecÃ®rique eÃ® la tresse. broche ou |a douille Ã  l'Ã©tain en le diÃ©lectrique. SERTISSAGE DE LA TRESSE.
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documents/Fairing measurements 5 
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documents/Fairing measurements 6 
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documents/Fairing measurements 8 
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1 c x x = âˆ’ 2 c v = v v = 0 x â‰  . 2 x v v x v v v x v v x xv v = + â‡” = + 

a b c. +. = called "Pythagorean triples"? Because if they were the lengths of a triangle's sides, according to Pythagoras' theorem (its converse*), this triangle ...
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Liasse fiscale PLANETE CABLE 

CrÃ©ances rattachÃ©es Ã  des participations. BB. BC. Autres titres immobilisÃ©s. BD. BE ... 1 348 000. 20 596 000. 59 000. 20 537 000. 43 169 000. 16 650 000.
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Coaxial Cable FSJ4-50B 

www.andrew.com. This Specification Sheet is for reference only and is subject to change without notice. Copyright Â© 2002 by Andrew Corporation, Printed in ...
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ispDOWNLOAD Cable Data Sheet 

ispDOWNLOAD Cable. Download Cable for In-System Programming of the. ispLSIÂ®, ispGALÂ®, ispGDXâ„¢ and ispGDSâ„¢ Device Families. 1 dlcable_06. TM.
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