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Notes 1, U, V, W for the controller output terminals, and connecting with the motor.Prohibited the controller input and output terminals reversed, otherwise it will cause damage to the controller. 2, the controller has high voltage filter capacitor storage.Processing, 3 minutes after power to operate.The controller, there is no need for the user to change the part of the reservation, please do not attempt to remove the controller.For changes, please entrusted to professionals. 3, remember, do not pressure test on the controller.If you need to pressure test the motor, please disconnect the motor and controller completely after. 4, this guide is intended for air-cooled series of motors.Detailed installation instructions please see the product manual 4, the product installation. This manual details the BS series controller's features, specifications, installation, use and control of routine maintenance, please put the controller near safekeeping.To better use your BS series controller, please read these instructions carefully.
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Manual Introduction Rare earth permanent magnet brushless DC motor and controller from the motor body composition, is a typical mechatronic product.Motor stator windings made of three-phase star connection, the motor rotor by a NdFeB permanent magnet material.Air gap formed in the rotor generated NS-class and white square wave magnetic field, in order to winding accurate motor commutation, the motor is equipped with position sensors, as the polarity of the rotor position signal.Its main features are as follows: 1, high efficiency: brushless DC motor rotor that no copper loss nor iron loss, its more efficient than induction motors with the capacity of 5% -12%. 2, high power factor: brushless DC motor without power drawn from the exciting current, power factor close to 1. 3, starting torque, starting current small: brushless DC motor and adjust the mechanical properties and control of his shock when the DC power cabinet similar to the corresponding features, his large starting torque, starting current, wide speed rangebut there is no disadvantage caused by brush commutator, electronic exchange to replace the mechanical commutation. 4, high output electric motors: motor size and the same maximum operating speed than the asynchronous motor output increased by 30%. 5, adaptability: brushless DC motor speed and set the actual speed of the steadystate error, no more than set the speed of ± 1%. Basic parameters See nameplate motor and controller Work Rare earth permanent magnet brushless DC motor and controller from the motor of the main component, is a typical mechatronic product.Controller from the power electronic devices and integrated circuits, etc., whose function is to accept the motor start, stop, brake signals to control the motor start, stop,Braking; receiving the signal and Reversible position sensor signal to control the inverter off the power tube to produce a continuous torque; receiving speed command and speed feedback signals used to control and adjust the speed; to provide protection and display.The principle diagram shown in Figure 1: P A T1 +
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Fourth, the product installation 1. Check the product Before installing the controller, you should confirm the following matters.For questions, should be established and with the company. Purchased product and ordering content match? Purchased products damaged in shipping or not? The company's controller models, the symbols are defined as follows, please carefully identify correctly.



P, N-side DC power supply were connected positive and negative.U, V, W end of the motor three-phase line terminal, respectively, with matching motor leads U (yellow), V (green), W (blue) terminals are connected to the corresponding. (2) motor position sensor wiring: Products with position sensor wire at both ends of motor and controller, respectively, can be received (across all five core connectors). (3) Control circuit wiring: The control box or the accelerator connected to the controller, on eight core connectors can be. "External control line" terminals are configured in the control panel, "external control line" port for the 8-core connectors.



Control circuit terminal function: Terminal No. Terminal description type terminal function 1 empty legs Control System Letter No. 2 RUN-run, stop the run command and COM shorted COM disconnect with stop 3 COM-control directive, the public input signal common terminal COM 4 F/R- reverse order and then reverse the short-COM Tel: 0086-021-25909010 E-Mail: [email protected]
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COM disconnect with the forward 5 RESET-Reset command and COM shorted effective, state of the reset for fault Model Intend Lose Into 6 V + for the foot to provide +5 V power supply 7 Vin regulate motor speed signal input, the output signal to an external pedal. 8 GND 6,7 feet of land
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5, specific instructions (1) the sensor cable (5 core shielded cable) connection between the controller and motor, and correctly connect the power and controller P, N lines and the connection between the controller and motor. (2) the accelerator is connected with the controller, after check, electricity, regulating motor speed accelerator can be realized. 6, Notes and daily inspection 1 Note (1) controller U, V, W output of the controller, must not be receiving the terminal on the power. (2) controller U, V, W and supporting electrical leads to U (yellow), V (green), W (blue) terminals corresponding phase, and must not take the wrong order, or will cause controller damage.Also pay attention to the motor turning and U, V, W independent of the connection order can only be adjusted by the controller. (3) When powered, non-implementation of the wiring, inspection and other operations. (4) the power is off, use the instrument to confirm the controller P, N terminal end of capacitor discharge, before implementation of the operation, otherwise there is risk of electric shock. (5) the human body would severely damage the internal MOSFET electrostatic electrostatic sensitive devices such as, do not touch the printed circuit board and internal devices such as IGBT, or it may damage the device or cause damage. * Warning: This product is exceeded within the safe range of voltage, general officers do not remove any cover parts close to the inner parts, to ensure safety. This machine is responsible for maintenance by a qualified professional. 2, routine examination Be sure to check before running the following: Any screw, nut loose Installation site conditions: altitude not more than 1000m, ambient temperature at -20 ℃ ~ +40 ℃, to prevent the iron, water droplets and other things fall into the controller. Abnormal vibration Abnormal temperature 3, daily and periodic inspection items Check the target controller controller and motor controller Check item input voltage conductor wiring terminals Check the contents of the main circuit input voltage is normal skin is damaged wiring terminals for damage control
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m Multimode Fan Speed Central Variateur de vitesse multimodes 

m Multimode Fan Speed Central Variateur de vitesse multimodes. Rev' l'Â° Designed for single phase 120 Voc induction motor tons up to 750 Watts. ConÃ§u pour ...
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MODULES VARIATEUR (STAND-ALONE) 

7) La fonction mÃ©moire signifie que le variateur se rappellera quelle Ã©tait la valeur fixÃ©e. ..... the respective channel goes into DEFAULT mode (= Conventional.
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Read and Save Ebook commandes intelligentes de la generatrice asynchrone double alimentee reglage classique commande floue as. PDF for free at Online ...
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Save As PDF Ebook commande floue dune generatrice asynchrone double etoile utilise dun systeme eolien a vitesse variable today. And You can Read Online ...
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Vitesse par Ã©quipes 

9 dÃ©c. 2017 - 282 PERKINS Shane Alan. 284 YAKUSHEVSKIY Pavel. SILVER. 2 FRA - France. 17.691. 30.572. 12.881. 43.736. 13.164. 61.734. 220 HELAL ...










 


[image: alt]





Internet haute vitesse +Voix 

NOUVEAUX CLIENTS. Entente de 2 ou 3 ans pour le service Internet haute vitesse d'ACN. Tarifs compÃ©titifs pour les appels internationaux. Le mÃªme service qu'avec votre fournisseur actuel, mais Ã  un prix vraiment compÃ©titif. Les frais de rÃ©siliati
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et de modules LED conçus pour une tension constante. Différentes combinaisons sont possibles pour contrôler les bandeaux de LED, par exemple : 4x ...
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Le seul vrai variateur de vitesse pour pompe à lait vous permettant d'exploiter votre système de refroidissement le plus efficace possible. Crée un débit de lait ...










 


[image: alt]





EfficacitÃ©, vitesse, qualitÃ©. 

vaille selon le Â« principe du rotor- stator Â». Sur une bague de support, le stator, des plaquettes coupantes homogÃ¨nes en carbure sont mon- tÃ©es de maniÃ¨re fixe ...
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HP Deskjet D1660 Guard vitesse de remplacement 

HP Deskjet D1660 Guard vitesse de remplacement. Remplacer la garde de vitesse pour amÃ©liorer la durabilitÃ© et la performance imprimante. RÃ©digÃ© par: Justin ...
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Vitesse de vente des parutions bimestrielles - MLP 

La vitesse de vente des publications par pÃ©riodicitÃ© (H, BM, M, BT et T) est dÃ©coupÃ©e selon 3 phases de vie, dÃ©crites ci-dessous. Phase 1. Phase 2. Phase 3**.
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Servo-variateur MotiFlex e100 - ABB Group 

équipement ne contient aucune pièce réparable par l'utilisateur ; toute ... La partie métallique du boîtier du MotiFlex e100 présente des arêtes et coins ... ABB déconseille l'utilisation de fils d'alimentation de transformateur « Delta à colonnes.
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Vitesse - Ex2 - BATTEUR SANS LIMITE 

Aurélien Knaub batteursanslimite.com. – l'idée ici est d'habituer vos doigts et vos poignets à des mouvements très rapides. – n'hésitez pas à faire cet exercice très rapidement : 20 voire 30 BPM au dessus de votre vitesse de croisière. D G D G D G D 
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Holmes Blizzard Fan Oscillation de vitesse de remplacement 

25 janv. 2017 - La face avant de la cage du ventilateur est maintenant en mesure d'être retiré en soulevant l' ... Il y a une laveuse située derrière chaque écrou.
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