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VCR SONY SLV-E830B

Mon databook m'indique que c'est un MOSFET Ã  enrichissement, type N, VMOS, 800V,. 2A, 30W .... The AN8028 is an IC for controlling the switching power. 
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VCR SONY SLV-E830B Suite à une coupure de courant (secteur 230VAC), le scope ne s'allume plus. Ce scope est équipé d'une alim MITSUMI SR826. Sur la table, cette alim, à la mise sous tension fait un seul tic. Elle est constituée de deux cartes, dont une soudée à l'équerre sur la première. La carte verticale est enfermée dans un boîtier métallique qui sert de blindage. Pour accéder à celle-ci, il faut dessouder les six pattes de masse du couvercle de blindage. Une fois enlevé le couvercle, on ne peut faire que quelques mesures, la présence d'une coque de protection en plastique gênant l'accès aux points de mesures. Cette coque n'est pas du plus heureux effet, elle obstrue 50% des trous de ventilation du couvercle de blindage. Sur la carte horizontale, on peut mesurer le +310V sur le pont redresseur (le + sur la cathode de D101, le - sur l'anode de D102). Je relève +327V pour une tension secteur 234VAC. Cela indique bien que l'alim (le découpage) ne fonctionne pas. Contrôle de la tension +Vcc de l'iC151 (p7) : +8.7V. Cela signifie que les résistances de start R151, R152, R153 ne sont pas coupées. Je contrôle le +310V sur le drain de Q151 : +326V, cela indique que le primaire du transfo T151 n'est pas coupé. Je vérifie à l'aide d'un oscillo la présence du pulse de découpage à la mise sous tension sur le p6 de l'iC151. Elle est OK. Aucune réaction sur le drain de Q151. Ce dernier est certainement HS. Pour le vérifier il faut le dessouder, donc il faut enlever la coque de protection. C'est un FS2KM-16A. Mon databook m'indique que c'est un MOSFET à enrichissement, type N, VMOS, 800V, 2A, 30W, 6ohms(1A), en boîtier TO220 isolé. L'équivalent proposé est le BUK446-800. Pour enlever la coque de protection, il faut dessouder la carte verticale.



Après avoir dessoudé Q151, le contrôle au testeur de jonction de mon multimètre n'indique rien d'anormal, Mais au traceur de courbes le comportement du FS2KM-16A est curieux. Il est certainement H.S.



Pour comparer, voici les courbes d'un BUZ80 en bon état :



N'ayant pas de BUK446-800 en stock, je monte un BUZ80A. Par précaution, je remplace C153 (47µF, 50V, 85°C) malgré qu'il fasse 42.3µF, soit -10%, ce qui est convenable pour un condo électrolytique et C154 (1µF, 50V, 85°C), celui-ci fait 0.9µF (-10%). Je monte des 63V, 105°C. Maintenant, sur la table l'alim fait tic, tic, tic, etc… Reconnectée sur la carte principale, elle démarre et tout est ok.



Fait à Metz le 15-01-2004 par J.M
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POWER BLOCK SR826 (SWITCHING REGULATOR) SCHEMATIC DIAGRAM — Ref. No. SR826 Board; 9,000 Series —
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SWITCHING REGULATOR SR826



AN8028



Self-excitation RCC Artificial Resonance Type Power-supply Supporting IC for AC-DC Converter Control ■ Overview The AN8028 is an IC for controlling the switching power supply, employing the RCC artificial resonance type control method. It is compact, equipped only with the necessary minimum functions. The maximum ON period and the minimum OFF period can be separately set by using the external capacitor and resistor respectively. It is suitable for the power supply of AV equipments.
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■ Block Diagram
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1.4±0.3 30˚
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■ Features • Operating supply voltage range :Stop voltage (8.6V typ.) to 34V • Output block employing the totem pole system • Power MOS-FET can be directly driven. (Output peak current : ±1A max.) • Small pre-start operating current (95µA typ.) allows the start resistor to be small-sized. • Pulse-by-pulse overcurrent protection function built-in • Incorporated circuit preventing malfunction under low voltage (Start/Stop : 14.9/8.6V) • Overvoltage protective function built-in (external reset allowed) • Timer latch function built-in • Frequency (VF) control function built-in • 9-pin SIP package (overseas production allowed) employed
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■ Absolute Maximum Ratings (Ta=25˚C) Parameter
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■ Operating Supply Voltage Range Parameter Supply voltage
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■ Pin Descriptions Pin name



Pin No.
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Terminal description Transformer reset detection terminal When the transformer reset is detected and “L” is inputted into the terminal, it makes the output of the IC (VOUT) “H” However, it ignores “L” signal, which is under the minimum offtime determined in the TOFF. Terminal connecting the resistance and capacitance which determine the minimum off-time (“L”) of the IC output (VOUT) For the minimum off-time (tOFF), the reference calculation is as follows : tOFF=2.2 × C × R C : External capacitance R : External resistance
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Terminal connecting the capacitance which determines the maximum ontime (“H”) of the IC output For the maximum on-time (tON), the reference calculation is as follows : tON=6500 × C C : External capacitance
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Input terminal for detection of the pulse-by-pulse overcurrent protection Normally, it is recommended that filter be added.
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■ Pin Descriptions (cont.) Pin name



Pin No.



I/O



Terminal description



Internal equivalent circuit VCC
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VOUT



O



Output terminal for direct drive of the power MOS FET It uses the totem pole type output. The maximum rating of the output current : (Peak)±1A (DC)±150mA



VCC



Power supply voltage application terminal It monitors the supply voltage and has the operation threshold of start/stop/OVP reset.



TIM/OVP



Double functions : OVP (Overvoltage protection) and timer latch terminal OVP When the overvoltage signal of the supply voltage is received and “H” is inputted in the terminal, it turns off the circuit and at the same time keeps this condition (latch). To reset the OVP latch, the VCC should be decreased under the release voltage. Timer larch It detects the output voltage fall due to the overcurrent condition of the power supply output with the current level IFB-inputted. When the IIFB decreases under the current of certain value, the charging current flows in the capacitor which is connected to this terminal. Then, when the capacitor is charged up to the threshold voltage of the OVP, the OVP works so that the IC could keep the operation stop condition.
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Terminal connecting the photocoupler for error voltage feedback of the power supply output Cancellation of about 180µA is possible for the photocoupler dark current. TON



FB



























des documents recommandant







[image: alt]





Adjustments (VCR) 

c. Adjust VR305 so that the value of between. Syn. terminal and 100% white may be 2Â±0.1. Vp-p. Waveform. Fig. 6. 2) FM Carrier Frequency Adjustment. MODE.
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AKAI VCR USER GUIDE PDF 

Get akai vcr user guide PDF file for free from our online collection ... So depending on what exactly you are searching, you will be able to choose article ebooks.
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VCR using the LWB-1 

Edit Serial Parameters will allow the Serial Port to be set up. ... A double click or a selection from the drop down list will show the virtual control panel. Note.
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akai vcr user guide pdf 

Basic Science, Album For The Young Piano Solo With A Cd Of Performances, Alexandra David Neel. Portrait Of An Adventurer, All Fall Down Megan Hart, ...
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Fonction - Sony 

1 janv. 2012 - Angle rainurÃ© orientÃ© comme sur l'illustration, insÃ©rez la carte mÃ©moire jusqu'au dÃ©clic. Fente de carte mÃ©moire 1. VÃ©rifiez que l'angle rainurÃ© ...
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Sony ICX204AL 

fe re n c e . 3 . T h e b o tto m. â€œ C. â€� o f th e p a c k a g e. , a n d th e to p o f th e c o v e. r g la s s. â€œ D. â€� a re th e h e ig h t re fe re n c e . 4 . T h e c e n te. r o f th e e.
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1 - Sony 

2 Make sure the built-in flash of your camera is in the down position. If your camera has a ... When using the flash in self-timer shooting, make sure that charging is completed ... camera flash and the subject and try a test flash again. 6 Make ...
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multistandard on-screen display for vcr, pay-tv, satellite ... - Dontronics 

No. Name. Type. Description. 1. YOUT. Analog Output This pin outputs the luma to allow the user to notch filter it. This pin may be connected to the YIN input for ...
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Stereo Turntable System - Sony 

Stereo. Turntable System. Operating Instructions ... and maintenance (servicing) instructions .... Before going through the check list below, first make sure that:.
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Multi Disc Player - Sony 

The monitor connected to the REAR VIDEO. OUT is active while the car ..... Available functions differ depending on the format, regardless of disc type. The format ...
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Quick Start Guide - Sony 

Connect to the Internet to automatically activate Windows. Wired connection. Connect your computer and router with a. LAN cable. Wi-FiÂ® (Wireless LAN) connection. 1 Open the charms by pointing to the top right corner of the screen, then move the poi
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Active Speaker System - Sony 

N'installez pas les enceintes sur un plan incliné. • N'installez pas votre ... Bien que ce système soit doté d'un blindage magnétique, il est possible que l'image de ...
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Sony Ericsson Open 

Apr 6, 2008 - LARCHERDE BRITO, Michelle. 44. E. VESNINA. S. PEER [16] ... WILLIAMS, Serena. USA. USA. WILLIAMS, Venus. 64. Rank. Rank. Pts. 1. 1. 9.
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SONY Video H Mechanism 

SOLUTION: To solve the problems mentioned above, an H Mecha- nism Maintenance Kit has been made available. Composition of the kit: Loading Gear T, ...
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AM Tuner - Sony UK 

analogique DAB). Sortie numÃ©rique. Borne: Coaxiale et optique. FrÃ©quence d'Ã©chantillonnage: 48kHz. Sortie RDI. Optique. Borne d'antenne. 75Î©, femelle F.
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Sony Pictures Classics 

Fresh Highway Worker JONNIE LOUIS BROWN ..... In 2010 she appeared opposite Ben ... Brown; The Wiz (as Dorothy); The Boyfriend; and Babes in Arms.
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Home Theatre System - Sony 

GAME*. Produces powerful and realistic sound, suited for playing video games. MUSIC* ...... Permet de rÃ©duire la gamme dynamique du son de la plage.
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Stereo Headphones - Sony 

135 g (4.8 oz), without cord / Supplied accessories: Operating. Instructions (1). * IEC = International Electrotechnical Commission. Design and specifications are ...
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Sony HDR FX1 

Developing scenes smoothly â€“ Shot transition . ..... tongue among the options. 0:00:00. [ MENU ] : .... The recording time, date, and the camera settings data are ...
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Sony Xperia Z5C Teardown 

3 dÃ©c. 2016 - LCD de sortie connecteur flex et flex connecteur principal. la carte mÃ¨re sÃ©parÃ©e du logement intermÃ©diaire.. Sony Xperia Z5C Teardown.
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MiniDisc Deck - Sony 

Appuyez sur cette touche pour afficher Edit Menu ou ..... Remarque. L'affichage apparaît avec le format sélectionné dans chacun des ...... une erreur mécanique.
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Wireless Surround Kit - Sony 

expuestos a la luz solar directa, con mucho polvo, muy hÃºmedos o extremadamente frÃos. â€¢ Tenga cuidado al colocar el sistema en suelos tratados de manera ...
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Home Theatre System - Sony 

longtemps qu'il est raccordé à la prise secteur, même ... comme sur une étagère ou un meuble TV intégré. ..... Index des composants et des commandes suite ...
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L350 OP - Sony UK 

Atténuation rapide du son. Appuyez sur (ATT). “ATT-ON” clignote momentanément puis l'indication “ATT” s'affiche. Pour restaurer le niveau précédent du ...
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