






[image: PDFHALL.COM]






Menu





	 maison
	 Ajouter le document
	 Signe
	 Créer un compte







































VCR using the LWB-1

Edit Serial Parameters will allow the Serial Port to be set up. ... A double click or a selection from the drop down list will show the virtual control panel. Note. 

















 Télécharger le PDF 






 457KB taille
 0 téléchargements
 273 vues






 commentaire





 Report
























The TSL Tally and UMD Configuring Program



Infra-Red Control of STB/VCR using the LWB-1



Television Systems Limited.



Vanwall Road, Maidenhead, Berkshire, SL6 4UB Telephone +44 (0)1628 676200, FAX +44 (0)1628 676299



IRD



1



6



Contents 1.0



Introduction



2.0



Adding LWB-1 boxes to the System



3.0



The LWB-1



IRD



2



6



1.0



Introduction



Infra red control of all normal functions of Set Top Boxes (STBs) or other IR-controlled devices is possible using LWB-2boxes. These boxes have two hard-wires IR tails and the boxes may be connected to any of the ports on the TM1/TM2. Note that power will need to be provided to the LWB-1. Note that currently no TSL hardware panels can be used for control. It is important that the IR transmitter is placed exactly over the IR receiver on the device being controlled as the power from the IR transmitter is intentionally very low. When the LWB-1 tail (transmitter) has been assigned to a graphical icon (representing a STB) which has been entered onto the desktop (User view) , a click on the icon will show a virtual panel on the desktop. All the usual functions will be available as though the usual handset were used. 2.0



Adding LWB-1 boxes to the System



To add a LWB-1 to the system, go Offline and to the New System Icon and click on Add New Component. Select IR Control.



Give the Object a Name and click OK.
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Set the number of devices on the system. Press Apply. Edit Serial Parameters will allow the Serial Port to be set up. Select RS422.



The Remote Protocol Port is for connection of third party panels or commands. Click on the LWB-1 object in the main tree.



Note that the program has assigned the addresses. Double click on one Index line
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Select the Type. Initially, leave the Delay between commands set to 10. The Name is optional but will help to identify units in a large system.



Choose the device type to be controlled. Note the two IR hardwired tails on the LWB-1 may be set to dissimilar types. Go to the User view and using the RH mouse button enter a monitor, VTR or IRD unit. Right click on the graphic and select Assign. A quad split may be made and each monitor quadrant may be separately controlled, if required.
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In this instance a LWB-1 o/p has been assigned to a monitor that would be showing the actual STB picture o/p. A double click or a selection from the drop down list will show the virtual control panel.



Note. The virtual panel will be different for different STBs.
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3.0



The LWB-1



LWB-1 Connector D15 PLUG PINS



FUNCTION



6,7,8



Supply +12v to +24v



9,10,11



Supply 0v



1



Receive data RX+ (B)



2



Receive data RX- (A)



5



Tally 1



4



Tally 2



13



Tally 3



14



Tally 4



15



Chassis



A source of +12v to +24v will be required. Connectors on the TMx hardware. RS 422 CONNECTORS D9 SOCKETS
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0v
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0v
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TX-



7



TX+



3



RX+



8



RX-
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0v



9



0v



5



-



7
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Instruction for programming the TSL LWB-1 Boxes The Programme



that can be found on the CD ROM should be copied to a



new directory on a Windows PC running Windows XP. 1. Plug the Cat 5 connector into any TMx Display Port to pick up volts. 2. Plug the D9 connector into a serial port on the PC. 3. Plug the D15 connector into the LWB-2socket. 4. Double click on Lwbaddr.exe to run the program and follow the on-screen instructions. 5. The addressing is Decimal. 6. The Winsoft software, used for configuring the SC-1 will report on the maximum number of LWB-2boxes that the system can support.



Cable for changing the address of the LWB-1. D15F LWB-1



D9F Computer Comms Port



RJ 45 Connector for Power



13



2



-



2



3



-



9



5



1



10



-



2



7



-



7



8



-



8



The cables may be joined in the D15 connector. Power may be taken from any RJ45 display outlet.
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Adjustments (VCR) 

c. Adjust VR305 so that the value of between. Syn. terminal and 100% white may be 2Â±0.1. Vp-p. Waveform. Fig. 6. 2) FM Carrier Frequency Adjustment. MODE.
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VCR SONY SLV-E830B 

Mon databook m'indique que c'est un MOSFET Ã  enrichissement, type N, VMOS, 800V,. 2A, 30W .... The AN8028 is an IC for controlling the switching power.
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AKAI VCR USER GUIDE PDF 

Get akai vcr user guide PDF file for free from our online collection ... So depending on what exactly you are searching, you will be able to choose article ebooks.
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akai vcr user guide pdf 

Basic Science, Album For The Young Piano Solo With A Cd Of Performances, Alexandra David Neel. Portrait Of An Adventurer, All Fall Down Megan Hart, ...
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Using the Air Conditioner 

instrucciones para uso del inspector local. • IMPORTANTE – Observe todos los códigos y órdenes de ley. • Nota al instalador – Asegúrese de dejar estas.
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Using the ROM Monitor 

... Console Download. Procedure Using ROMmon at the following URL: ... Downloading Files over the Router Console Port (xmodem), page 15. â€¢ Modifying the ...
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Using the JavaFX UI Controls - The-Eye.eu! 

Listings 6 - 11 - mass makes it past the threshold you just don't know when you'll be finished. Once ...... we create a very simple Pong-style game that requires animating a ...... Caution In the discussion that follows, we mention Java classes in ..
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Using the JavaFX UI Controls - The-Eye.eu! 

Listings 6 - 11 - Java Posse interview: â€œJavaFX is sort of a code word for reinventing client ... Java Network Launching Protocol (JNLP) support as well as improved ...... FX Experience: A blog maintained by Oracle JavaFX Engineers Richard ..... .w
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Complete the story using the Past 

J.K. Rowling is the author of the Harry Potter books. J. K.'s name is Joanne Kathleen. ... 6. bus / by / morning / school / she / this / to / went. 7. Australia / in / last ...
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Installing & using the NetSurf SDK 

Little Emacs-like (no lisp) editor by Fabrice. Bellard (QEMU, FFmpegâ€¦) â—‹ export PATH=/opt/netsurf/m68k-atari- mint/cross/bin":$PATH". â—‹ ./configure --enable- ...
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multistandard on-screen display for vcr, pay-tv, satellite ... - Dontronics 

No. Name. Type. Description. 1. YOUT. Analog Output This pin outputs the luma to allow the user to notch filter it. This pin may be connected to the YIN input for ...
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Using the STM32F101xx and STM32F103xx DMA controller 

Jun 29, 2007 - with burst mode (during the periods when the DMA performs peripheral data transfer), the .... However, this may not be true for some ... This mechanism allows to implement simple fast parallel synchronous interfaces without.
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Joint Data-Channel Estimation using the Particle 

tector based on the decision-feedback sequence estimation (DFSE) algorithm. ..... drawing technique, we use a tree-search algorithm to explore the space of the ...
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Microcontroller Projects Using the Basic Stamp - Size 

Jun 4, 2002 - Microcontroller Projects. Using the Basic Stamp ...... Chapter 9 Morse Code Projects. ..... This makes for very simple software, but it has the ...
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Programming using the Arduino IDE - Leanpub 

their processors, the folks over at Raspberry PI have developed a very cheap (~$45) board that is ...... From within the tool one can select all the options that.
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IGBT Loss Calculation Using the Thermal Module 

As an illustration, Semikon's 3-phase IGBT Module SEMiX151GD066HDs (600V, 150A) is ... Enter the transistor switching energy losses characteristics: Fig.
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USING TIE WRAPS IN THE ENGINE COMPARTMENT 

keep the tape from adhering to itself while sitting on the shelf. The plastic is discarded when using the tape. â€�Better than some panel-mounted gearâ€œ. â€œIt won't ...
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Using the SAW resonator interrogation unit 

March 16, 2011. C. Droit & al. Using the SAW resonator interrogation unit. 1 / 12 ... principles. Communication protocol. Analysis of received frame. Parameter.
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The Linux Development Platform Configuring, Using ... - LinuxInsight 

2003 Pearson Education, Inc. Publishing as ... 10 9 8 7 6 5 4 3 2 1. ISBN 0-13-009115-4. Pearson Education LTD. Pearson Education Australia PTY, Limited.
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using the dryer installation troubleshooting tips. . . . . 24 

custom settings can be set while a cycle is in progress. To store a My Cycle ...... Replacement of house fuses or resetting of circuit breakers. â–¡ Products which ...
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using the washer installation troubleshooting tips. . . . . 24 

Cycle status lights: Shows whether the washer is in the Delay, Fill, Soak (on some ... insertion into drain. Drain hose. Cable tie. Standpipe. Washer back. Drain.
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Basic Software Configuration Using the Setup Command 

Class B network is 172.1.0.0, 16 subnet bits; mask is /16. The configuration is displayed: The following configuration command script was created: hostname ...
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Using the C5 connecting cable. MASK 3K85K 

MASK 3K85K. Elprosys Sp z.o.o. Automotive electronics, programming, chip tuning. 44-102 Gliwice, 140 TarnogÃ³rska St., phone (+48 32) 301-2-301, fax (+48 ...
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Tutorial for using the Qualistar with Dataviewer 

Nov 14, 2003 - How do I View a Phasor Diagram? .... Pressing and releasing the left mouse button in the graph moves the vertical time cursor. The bar chart ...
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