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ventilateur d'aération loprofiletm modèle lp110 - Broan

D'AÉRATION LOPROFILETM. MODÈLE LP110. SPÉCIFICATION TYPE. • Le ventilateur doit être un modèle Broan LP110. • Le ventilateur devra être doté d'un ... 
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SPECIFICATION SHEET



MODEL LP110 LOPROFILE VENTILATION FAN TM



DESCRIPTION



TYPICAL SPECIFICATION



BLOWER: • Plug-in, permanently lubricated motor - engineered for continuous operation • Dynamically balanced centrifugal blower wheel for quiet, efficient performance • Low RPM for quiet operation



• Fan shall be Broan Model LP110.



HOUSING: • Rugged, galvanized steel construction • Metal, 4” oval duct connector with no metallic clatter • 4” height allows for 2” x 4” wall or ceiling installation • Sturdy, easy, mounting directly to stud or joist • Can be mounted in flat ceilings, sloped ceilings up to 12/12 pitch, and walls GRILLE: • Polymeric construction • Innovative design - the result of extensive research with designers and consumers



• Fan shall have corrosion resistant galvanized steel housing. It shall be ducted to a roof or wall cap using 4” round ductwork. • Blower assembly shall be removable, have a centrifugaltype blower wheel and a permanently lubricated motor designed for continuous operation. • Metal damper/duct connector shall be included. • Air delivery shall be no less than 110 CFM and sound level no greater than 1.5 Sones. All air and sound ratings shall be certified by HVI. • Fan shall be ENERGY STAR® qualified and have an energy efficient permanent split capacitor motor. • Fan shall be U.L. Listed for use over bathtubs and showers when connected to a GFCI protected branch circuit (ceiling mount only).



CONTROLS (Purchase separately): • Refer to Broan’s catalog for a complete line of accessories to effectively adapt this fan to your construction requirements. U.L. Listed for use over bathtubs and showers when connected to a GFCI protected branch circuit (ceiling mount only). 1-Year Warranty Model LP110H: Rough-in housings for LP110F finish assemblies (packed 4 per carton). LP110H housings include slide channels and mounting brackets. Model LP110F: Finish assemblies for LP110H rough-in housings (packed 4 per carton). LP110F finish assemblies include blower assembly and grille.
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PERFORMANCE RATINGS



MODEL LP110 LOPROFILE VENTILATION FAN TM



HVI PERFORMANCE Airflow (CFM)



0.1 Ps - Static Pressure (inH2O) Sound Power Efficacy (Sones) (Watts) (CFM/Watt)



110



1.5



30.6



0.25 Ps Airflow (CFM)



3.7



90



HVI-2100 CERTIFIED RATINGS comply with new testing technologies and procedures prescribed by the Home Ventilating Institute, for off-the-shelf products, as they are available to consumers. Product performance is rated at 0.1 in. static pressure, based on tests conducted in a state-of-the-art test laboratory. Sones are a measure of humanlyperceived loudness, based on laboratory measurements.
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LP110 0.3



AIR FLOW PERFORMANCE



Shipping Model Weight 



LP110 



MODEL LP110 0.9



10.2 lbs.



OVAL DUCT CONNECTOR FOR 4” ROUND DUCT



Static Pressure (in. w.g.)
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LP80 & LP110 - Broan 

Esta unidad puede instalarse sobre una tina o ducha (en el cielo raso solamente) siempre que se conecte a un GFCI (interruptor accionado por pérdida de ...
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English - Broan 

mounted to the adjacent structure, use #8 (M4) sheet metal screws or 1/4” .... fil d'acier à suspension de calibre 12 (3 mm) au minimum. ... ARTICLE N° PIÈCE.
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light - Broan 

Metal, 6â€� round damper/duct connector with no metallic clatter. â€¢ 7-5/8â€� ... Both the fan and LED light can be put on one switch. ... 3-Year Warranty. PRODUCT ...
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Modle de CV - hitcv.com 

Labour law. 1995 DESS SPIA â€“ BAC+5 - University of Bordeaux I ... Relational and commercial sense. 2003 : - SDP methodology. 2000 : - Complex sale.
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Ventilateur ... - SupplyHouse.com 

13. Door Assembly. 422582. Hanging Kit, Fit120H. 422617. Kit, Chain. 404261. Wiring Diagram. 422576. Installation Manual. 424522. * If the first set of digits (can be between 7 and. 10 digits long) of your serial number is #2476132 or lower, your rep
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Ventilateur ... - Fantech 

16. BOM #. Description. SHR150R. (99214). 1. R2E 190 Radical, Rep. Kit ... Temperature Probe. 40286. 16. Door Assembly. 422806. Kit, Chain. 404261.










 


[image: alt]





Ventilateur ... - Fantech 

Kit, Drain Plug. 40315. 11. Auto-Transformer. 411963. 12. Control Switch. 410213. 13. Screw, Set, Slotted, 8-32x5/16”. 412836. 14. Cap, w/Tab, Plastic, Tapered.
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Ventilateur ... - Fantech 

SHR150R. (79050). 1. R2E 190 Radical, Rep. Kit. 405520. 405520. 2. Electrostatic Filters Kit 8.5â€� x 15â€�. 402041. 402041. 3. Heat Recovery Cell 9â€� x 9â€� x 15â€�. 422785. 422785. 4. Capacitors 8uF. 410012. 410012. 5. Kit,PCB Replacement,Board,AC
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Ventilateur ... - Fantech 

10 | Parts List / Liste des pièces. Flex 100H ES. Heat Recovery Ventilator/Ventilateur récupérateur de chaleur. 14. 15. 10. 13. 11. 12. 12. 11. 1. 2. 3. 4. 5. 7. 9. 16. 17. 19. 5. 6. 8. 18. BOM #. Description. FLEX100H ES ... chiffres) de votre numér
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Modle de communication SFMu-2007 

Abstract. When phase-transition materials are fully constituted of daughter grains and when there is neither residual parent phase nor precipitation around the ...
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Modle de communication SFMu-2007 

Examination of the strain distribution around a crack in Ge has confirmed both the precision and accuracy of the method. The technique has been used in the ...
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Light - Broan 

For quiet and efficient operation, long life, and attractive appearance. - lower or remove ..... Ventilador / Luz Serie FlexTM SOLAMENTE: No utilice un control de.
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Light - Broan 

%HUMIDITY has been factory set at 80% for most shower applications. If fan is not responding to .... Ce produit ne peut pas Ãªtre posÃ© dans un mur. 3. Pour Ã©viter ...
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Light - Broan 

Before servicing or cleaning unit, switch power off at service panel ... WALL CAP*. (with built-in damper). 6-IN. ROUND. ELBOWS*. 6-IN. ROUND. DUCT*. FAN.
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antero - clda1 series - Broan 

FOR INDOOR USE ONLY. PERFORMANCE. Duct Orientation. Size. Damper. Sones. CFM. Normal Medium. High. Normal Medium. High. Vertical - Rectangular.
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Modle de communication SFMu-2007 

Disclinations in Decahedral Gold Nanoparticles: Strain Distributions by ... Recently, novel synthesis techniques have allowed precise control over the sizes and ...
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glacier - bcsek1 series - Broan 

926 West State Street, Hartford, WI 53027. | 1 800-558-1711 | www.broan.com. Venmar Ventilation ULC. | 550 Lemire Blvd., Drummondville, QC Canada J2C ...
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Broan Elite E662 

Broan-NuTone LLC, 926 West State Street, Hartford, WI 53027 (1-800-637-1453) ... SMOTHER FLAMES with a close-fitting lid, ..... Remove (3) screws holding both side ... 8.3.1 From inside the hood, secure the blower to the adaptor plate.
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RMPE Series - Broan 

Use with approved cord-connection kit only. 12. Please read ... Run conductors (2-wire plus ground) from ... Replace with Type GU10, MR16 shielded,. 120V ...
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Remplacement du ventilateur 

En utilisant votre main, tirer les fils d'antenne noir et blanc vers le haut. .... (comme sur la photo) et peler le film, laissant environ un cm de haut, bord gauche ...
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Easy installation - Broan 

when connected to a GFCI (Ground Fault Circuit Interrupter) - protected branch circuit. 8. .... For quiet and efficient operation, long life and attractive appearance ...










 


[image: alt]





glacier - bcdj1 series - Broan 

HVI-2100 CERTIFIED RATINGS comply with new testing technologies and procedures prescribed by the Home Ventilating Institute, for off- the-shelf products, as ... 1-year. 3-year (LED modules only). (See installation manual for full warranty text.) FOR 
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model 80l - Broan 

so the above limitation or exclusion may not apply to you. This warranty gives you specific legal rights, and you may also have other rights, which vary from state ...










 


[image: alt]





glacier - bcdj1 series - Broan 

GLACIER - BCDJ1 SERIES. Under-Cabinet. GLACIER. HVI-2100 CERTIFIED RATINGS comply with new testing technologies and procedures prescribed by the ...
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