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Vintner 1 Light Outdoor Hanging Lantern - The Home Depot

Place the shade inside the decorative frame and install the brackets to the decorative frame using the bracket screws. Place the decorative frame over the threaded pipe and socket assembly and secure them together using the finial. Follow enclosed supplement installation instructions for electrical and fixture installation ... 
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Installation Instructions for



OL10111



Vintner 1 Light Outdoor Hanging Lantern



OL10111



Outdoor GENERAL PRODUCT INFORMATION: These fixtures are intended to be installed utilizing NEC compliant junction boxes.



This product may be dimmed with a standard incandescent dimmer.



CAUTION - RISK OF FIRE This product must be installed in accordance with the applicable installation code by a person familiar with the construction and operation of the product and the hazards involved.



This instruction shows a typical installation.



Use minimum 90°c supply conductors.



This product is safety listed for damp locations.
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Screw the fixture cover onto the top of the socket assembly.



2



Screw the lamp into the socket. Refer to the label on the lamp socket for Max Wattage information.



3



Screw the short end of the threaded pipe to the bottom of the socket assembly.



4



Place the shade inside the decorative frame and install the brackets to the decorative frame using the bracket screws.



5



Place the decorative frame over the threaded pipe and socket assembly and secure them together using the finial.



6



Follow enclosed supplement installation instructions for electrical and fixture installation onto house junction box. 1



1.1



ATTENTION : RISQUE D'INCENDIE Ce produit doit être installé conformément au code d'installation en vigueur par une personne familière avec la construction et l'exploitation du produit et les risques qu'il entraîne.



Utiliser les conducteurs d'alimentation supérieure à 90° c. 1A 6
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2 AMPOULE
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5 1



Vissez le couvercle de luminaire sur le dessus de l'ensemble de douille.



2



Visser la ampoule dans la douille. Reportez-vous à l'étiquette sur la douille de la lampe pour obtenir des informations Max Puissance.



3



Vissez l'extrémité courte de la tuyau fileté au fond de l'ensemble de douille.



4



Placez l'abat-jour à l'intérieur du cadre décorative et installer les supports de cadre décorative à l'aide des vis de montage.



5



Placez le cadre décorative sur le tuyau fileté et la douille fileté montage et fixez-les ensemble en utilisant le fleuron.



6



Suivez les instructions d'installation de suppléments fermés pour l'installation électrique et luminaire sur une boîte de jonction de la maison.
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PRECAUCIÓN: RIESGO DE INCENDIO Este producto debe instalarse de acuerdo con el código de instalación aplicable por una persona familiarizada con la construcción y operación del producto y los riesgos que conllevan.



Utilizar conductores de suministro mínimo 90° c. 1A 6



CUBIERTA DE LA LÁMPARA
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Atornille la cubierta de la lámpara en la parte superior de la asamblea de enchufe.



2



Atornille la bombilla en el enchufe. Consulte la etiqueta del casquillo de la lámpara para obtener información Max Potencia.



3



Atornille el extremo corto de la tubo roscado a la parte inferior de la asamblea de enchufe.



4



Coloque la pantalla dentro del marco decorativo y instalar los soportes al marco decorativo usando los tornillos del soporte.



5



Coloque el marco decorativo sobre el tubo roscado y asamblea de enchufe y asegurarlos juntos usando el finial.



6



Siga las instrucciones de instalación de suplementos cerrados para la instalación eléctrica y el accesorio sobre la caja de junctura de la casa.



3



SAVE THESE INSTRUCTIONS!
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Shepherd 1 Light Outdoor Hanging Lantern 

Install all glass panels by carefully sliding them into the fixture and securing them using the clips. Place the shade and spacer over the socket and secure them in ...
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Vintner 1 Light Outdoor Post 

Connect the black fixture wire to the hot power line wire with a wire nut. Secure the fixture to the post with the post screws making sure to neatly tuck in all wiring.
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Vintner 1 Light Outdoor Wall 

Fije la parte superior del brazo a la cubierta de la lÃ¡mpara colocando una arandela ... coloque el capuchon decorativo empujÃ¡ndola en el brazo completamente.










 


[image: alt]





Londontowne Outdoor Hanging Lantern (LED) - DOCUMENTOP.COM 

7400 Linder Ave, Skokie, IL 60077. 800.969.3347 www.Feiss.com. Â© 2015 Feiss.All rights reserved.The "Feiss" graphic is a registered trademark of Feiss. Feiss reserves the right to change specifications for product improvements without notification. 
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Lumiere' 1 Light Outdoor Wall Lantern 

CAUTION - RISK OF FIRE. This product must be installed in accordance with the applicable installation code by a person familiar with the construction and operation of the product and the hazards involved. Use minimum 90Â°c supply conductors. 2. CAP N
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Londontowne Outdoor Hanging Lantern (LED) 

Placez le couvercle et la rondelle sur le attache et les fixer en vissant l'Ã©crou moletÃ© sur l'attache, puis vissez la boucle de luminaire sur l'attache. Suivez les ...
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Wembley Park 3 Light Outdoor Wall Lantern 

Placer le couvercle de le luminaire, grande coupe dÃ©coratif, petite coupe dÃ©coratif et la rondelle sur la tuyau filetÃ©e, puis fixez-les en place en serrant le fleuron.
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River North 1 Light Outdoor Wall Lantern - Feiss 

Vissez l'ampoule dans la douille. Lire l'Ã©tiquette sur la douille de lampe pour informations Max Wattage. Installer le cadre sur le luminaire en le fixant en place avec les vis de luminaire. Placez le couvercle et le joint (non inclus pour OL9804) d
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Prarielands 5 Light Island - The Home Depot 

ENSEMBLE DE CADRE. 4. 4. VIS DE. LUMINAIRE. LANGUETTES. 3. 9. 7. 7. 7. 7. SUIVEUR. DE BOUGIE. 5. 15. 14. 6. 13. 13. 9. 1A. AMPOULE. VIS DE. ANCRE. PLAQUE DE MONTAGE. ECROU HEX. RONDELLE. DAIS. TIGE. 2. MISE EN GARDE RISQUE. INCENDIE. -. D'. Ce produi
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Hartsville 6 Light Chandelier - The Home Depot 

5. CAUTION RISK OF FIRE. -. This product must be installed in accordance with the applicable installation code by a person familiar with the construction and operation of the product and the hazards involved. Use minimum 90Â°c supply conductors. 4. L
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Ventilation Fan with Light - The Home Depot 

and the American Society for Heating, Refrigeration and Air Conditioning. Engineers (ASHRAE), and the local code authorities. C. When cutting or drilling into ...
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Vintner 1 Light Mini-Pendant 

Vintner 1 Light Mini-Pendant. Pendant. G. P. I. : ENERAL RODUCT NFORMATION. These fixtures are intended to be installed utilizing NEC compliant junction ...
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Explode 1 - The Home Depot 

ELECTRODE. ELECTRODE. 1. 29. 35651-208. CHASSIS. TABLETTE INFERIEURE. 1. 31. 35033-206. TANK RETAINER. SERVITEUR DU RESERVOIR. 1. 33.
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Wireless Outdoor Lantern + Speaker - UserManual.wiki 

Do not block any ventilation openings. Install in accordance with the ... Contact your local government for disposal or recycling practices in your area.
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McHenry Outdoor Lantern (LED) 

Pour ModÃ¨le OL12802 Seulement: visser l'Ã©crou capuchon sur la plaque arriÃ¨re du luminaire. Installez le diffuseur en les faisant glisser dans le montage Ã  partir ...
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Estes Outdoor Lantern - Feiss 

7400 Linder Ave, Skokie, 60077. IL. 800.969.3347 www.Feiss.com. © 2016 Feiss.All rights reserved.The "Feiss" graphic is a registered trademark of Feiss.
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Warranty - The Home Depot 

(3) Scellez le mur autour du rac- cord filetÃ© Ã  l'aide d'un agent d'Ã©tanchÃ©itÃ©. Si le mur n'est pas scellÃ©, l'eau pourrait Ã©ventuellement causer des dommages. (4) Installez le bec. Serrez la vis Ã  l'aide d'une clÃ© .... Tampoco se deben utili
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386kWh - The Home Depot 

Labels with yellow numbers are based on the same test procedures. $47. â€¢Your cost will ... Federal law prohibits removal of this label before consumer purchase.
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PN1248 - The Home Depot 

Otez la vis de la poignÃ©e avec un tournevis. 3. Otez le bouton ... Avec une pression du doigt mettez le couvercle de la poignÃ©e en place. 2916 BRISTOL CIRCLE.
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English - The Home Depot 

3. Remove plastic divider by pulling it away from back of device (Figure 1). 4. Wire receptacle first. Follow Installation Instructions for Cat. No. 689 (through Step 2) .... Recessed Duplex Receptacle and 6 QuickPortÂ® Ports .... Le cas Ã©chÃ©ant, s
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danger - The Home Depot 

d'utilisation. 40905-002-02. 09/2006. Lexington, KY, USA. 30 A General Duty Safety Switches. Interrupteurs de sÃ©curitÃ© universels de 30 A. Replaces / Remplace 40905-002-01 02/2003. Class. Classe. Type. Type. Series. SÃ©rie. 3130. 1. E02. Retain for










 


[image: alt]





Untitled - The Home Depot 

ADVERTENCIA - SI CON ESTE APLIQUE SE USAN DISPOSITIVOS DE CONTROL ESPECIALES, DEBE SEGUIR LAS INSTRUCCIONES. DETALLADAMENTE ...
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warning - The Home Depot 

Use slot or hole in levelling flange to secure the bar hanger bracket to the .... to black; and green or bare copper wire (from electrical service) to bare copper wire ...
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Incandescent ... - The Home Depot 

(Total CFL Wattage = 48 W), you may add up to 300 W of incandescent or halogen lighting. For assistance, please visit www.lutron.com/dimcflled or call. LutronÂ® ...
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