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Viper FilmStream Camera Specifications

FilmStream adapter. (LDK 5490/00) ... 2" viewfinder and FilmStream adapter ... S/N ratio. 54 dB in Y (typical, video modes). â€¢ Modulation depth. 40% at 27 MHz. 
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Specifications and Technical Information



Viper FilmStream Camera and



FilmStream adapter (LDK 5490/00) GENERAL • Power requirements • Power consumption • Operating temperature • Storage temperature • Weight • Dimensions • Viewfinder CRT • Color LCD viewfinder • 2" Viewfinder resolution • Video modes CAMERA SECTION • Pick-up device • Picture elements • •



Aspect ratio Frame rates



• • • • •



Smear Optical system Optical filters on 1st wheel Optical filters on 2nd wheel Electronic filters



• • •



Digital quantisation Digital Signal Processing Sensitivity



• • • • •



Gain S/N ratio Modulation depth Exposure control Variable shutter



DC 12 Volts Approx. 44 Watts incl. 2" viewfinder and FilmStream adapter -20°C to 40°C (-4°F to 113°F) -20°C to 60°C (-4°F to 140°F) Approx. 4.3 kg (9.6 lbs.) incl. 2" viewfinder and Compact adapter See drawings 2" in YUV or RGB mode, does not work in FilmStream mode >600 TV lines (center) YUV (“422”), RGB (“444”), and FilmStream



+



3x 2/3" HD-DPM ™ CCDs 9.2 million pixels 1920 (H) x 4320 (V) effective 16:9 (all formats) or 2.37:1 (1080P mode) - 1080p: 23.98, 24, 25, 29.97, 30 fps (segmented frame output) - 1080p: 23.98 fps with employed 3:2 pull-down available as: 1080i59.94 - 1080i: 50, 59.94, 60 Hz - 720p: 23.98, 24, 25, 29.97, 30 fps with employed 2:2/3:2 frame repeat available as respectively: 59.94, 60, 50, 59.94, 60 Hz - 720p: 50, 59.94, 60 Hz No vertical smear F1.4 prism system Clear, 1/4 ND, 1/16 ND, 1/64 ND Clear, 4-point star, 6-point star, soft-focus 3200 K, 4700 K, 5600 K, 7200 K, FL, 2 AWB presets, Continues Auto White, Color Filter (all not active in FilmStream mode) 12-bits A-to-D 22-bits accuracy (not active in FilmStream mode) 2000 lux at F9.0 (typical, 1080p24 video modes). See “Frequently Asked Questions” document for ASA information -6 dB to +12 dB in 3 dB steps (user definable presets, in video modes) 54 dB in Y (typical, video modes) 40% at 27 MHz Down to 1/1000 sec. approx. 50 to 310 degrees
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CONNECTORS CAMERA HEAD • Front microphone In • Viewfinder • Lens • Control input
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1x XLR-3 female, balanced, +48V 20 pin connector (or Record start/viewfinder zoom remote control), 12 pin connector 9 pin, RS-232 compatible



CONNECTORS LDK 5490 FILMSTREAM ADAPTER • Dual-link HD-SDI out BNC 2x, SMPTE 372M, 0.8 Vp-p, 75 Ω , 1.5 Gb/s (for full res RGB or FilmStream, 10bits) • HD-SDI out YUV output (becomes YUV viewing output in FilmStream mode) • Video CVBS out BNC 1x, 1.0 Vp-p, 75 Ω • DC 12 Volts in XLR-4 male • DC 12 Volts out Unregulated power output • LCP Connection to LCP-100 • 26pin connector Record start, return video, genlock in (HD tri-level sync., 0.6 Vp-p, 75 Ω), DC-in, camera control, record confirm, CVBS, audio out



CONNECTOR INFORMATION VIPER FILMSTREAM CAMERA



Lens connector 1 2 3 4 5 6 7 8 9 10 11 12 Hirose 12-pin female; panel view



Ext. Video On/Off VTR Trigger switch – batt Momentary Iris Iris Control + batt Iris Follow Lens Servo Range Extender Zoom Follow Focus Follow Spare



Specifications and Technical Information



Copyright © THOMSON multimedia 2002 - All rights reserved



Viewfinder Connector



Hirose 20-pin female; panel view



1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20



–80V (reserved) n.c. GND INTN-D VF ext video n.c. VF video ret SDA-D SCL-D VF ext video ret GND VF video Pb VF ret Pr VF ret GND + batt + batt Pb VF Pr VF Shield



RS232 connector



1 2 3 4 5 6 7 8 9



9-pin subD female; panel view



Spare RS-RXD RS-TXD RS-DTR RS-DGND RS-DSR RS-RTS RS-CTS +12V out
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Audio microphone connector



1 2 3



Audio Screen Audio In Audio Return



Balance, +48V Phantom Power Microphone impedance >200 ohm



XLR 3-pin female, panel view



CONNECTOR INFORMATION FILMSTREAM ADAPTER DC 12Volt Output



1 2 3



+batt, unregulated –batt, unregulated housing



Fisher 3-pin female, panel view DC Power input



1 2 3 4



XLR-4 male, panelview



GND GND (sense) +battery (sense) +battery
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LCP connector 1 1 1 1 1 1 1 1 1 1 1 1



nc RXD TXD nc GND nc nc nc +batt (+2V) (–2V) Housing (connected to shield)



Hirose 12-pin male; panel view Multi-core connector Pin#



name



1



cvbs



2



cvbs_ret



remark



Pin# 14



name



remark



power_sense



15



rec_confirm



3



16



ext_ref_ret



4



17



housing



shield



5



18



playback



playback video recorder to camera



6



19



playback_ret



7



20



rec_save



21



ext_ref



8 mic_x



recorder to camera



camera to recorder



9



mic_x



10



mic_y



mic_y



23



rxd



camera control



11



mic_shield



mic_shield



24



txd



camera control



12



rec_start



A



+batt



power battery



13



batt_alarm



B



-batt



power ground



recorder to camera



22



Specifications and Technical Information



Copyright © THOMSON multimedia 2002 - All rights reserved



DIMENSIONS



The use of this specification is subject to certain legal conditions: This specification, including but not limited to all information, recommendations, logos or designs, or products or services contained herein, are provided "AS IS", without any warranties or representations, express or implied, including but not limited to warranties that any products or services are necessarily available, are merchantable, are fit for a particular purpose, may be used without infringing the rights of third parties, or that the information provided is complete, correct or up to date. THOMSON in its discretion may review this specification and make changes or deletions at any time without advance notice. To the maximum extent permitted by law, THOMSON and its subsidiaries and contractors disclaim liability for any and all costs and damages resulting directly or indirectly from your use of or reliance on this specification, including but not limited to direct or consequential, special, indirect, or incidental damages. Various elements (including but not limited to trademarks, service marks, designs, logos, and copyrighted material) shown in this specification are protected by the intellectual property or other rights of THOMSON or its subsidiaries. You agree to use this specification only for your personal, non-commercial use and not to copy, modify, or retransmit in any form the contents of this specification to any third party without THOMSON's express advance written permission.
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Viper FilmStream Camera System 

requirements of blue- and green-screen photography.the output capabilities fit well .... the art network and deliver the best content possible for your advertisers.
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Viper FilmStream Camera - Grass Valley 

camera by measuring the camera-to-object distance and setting the lens. The camera .... these outputs using the color temperature switch on the camera, thus creating an ... an easy transition from shooting with traditional film cameras. i was impress
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Viper FilmStream Camera - Grass Valley 

one designed from the ground up to capture every detail you need for brilliant ... Like a professional 35 mm film camera, you focus the Viper FilmStream camera ...










 


[image: alt]





Viper FilmStream Camera: Frequently Asked Questions 

and use your light meter. Another ... correction at all for white balance, gain, linear matrix, gamma ... processing can be changed, and you capture â€œlinear in lightâ€œ,.
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Facts about the Viper FilmStream Camera - Grass Valley 

Can I record FilmStream on HD-Tape recorders like Voodoo, HD-D5, HD-Cam or. DVCPRO HD? No. FilmStream needs transparent, full bandwidth RGB 4:4:4 to ...
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The FilmStream Interface of the Viper FilmStream ... - Grass Valley 

output of CCD + A/D converter: linear out, 12 bit 0..4093 black level set at 64 sensor max level set at 3840 log curve and B/W clip log curve (=Cineon Curve):.
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3rd VIPER 

Mar 25, 2018 - phenomena improvements, a link between the ideal porous media properties and a feasible porous standard or meta- material has to be built ...
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VIPER - IRIT 

Cependant, des langages comme Java qui sont mi-compilÃ©s/mi- interprÃ©tÃ©s ...... Ces connexions utilisent une combinaison de RPC (Remote Procedure Call),.
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Telecast Viper 

Apr 1, 1999 - The wavelength of light will determine the angle of refraction through a prism. .... Dual audio cards installed in slots 5 through 8 connect to XLR ...
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VIPER - IRIT 

Cependant, des langages comme Java qui sont mi-compilÃ©s/mi- interprÃ©tÃ©s ...... Ces connexions utilisent une combinaison de RPC (Remote Procedure Call),.
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FilmStream Interface Specification 

Kelvin) the following table applies: LINEAR 12 bit LEVEL. Red. Green. Blue sensor black ... 64 after the antilog curve. This is a virtual camera signal as if it was.
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Specifications: 

This instruction manual is designed to help you build a great flying aeroplane. ... They will also be able to advise on any insurance and safety regulations that ...
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Specifications 

Specifications subject to change without notice, and may not apply to every country. O: U.K. model. Page 3. KX250: Dimensions. Overall length. Overall width.
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Specifications 

OVERVIEW. The Shure SM57 unidirectional dynamic microphone is excep- tional for musical instrument pickup or for vocals. With its bright, clean sound and ...
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Specifications: 

4) Connect ignition module to pickup line of engine. Secure with Safety Clip, safety wire, tape or other method. Ensure the plugs will not come apart from vibra-.
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viper 1.28 & 1.6 

IMPORTANT: Always clear sand and rust from system. - Remove valve top by lifting arm and rotating top 1/8 turn counterclockwise. - While holding a container ...
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viper 1.28 & 1.6 

Beulen de reservoir. Tornillo de tanque. '(2) Rubber Washer. Rendelle en caoutchouc. Arandela de some. '(4) Plastic Wing Nut. Ecrou papillon en plastique.
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viper 1.28 & 1.6 

down on the three points of contact...bevel washer (G) and two channel pads (H). ... Make sure refill tube adaptor is attached to the top of the flush valve overflow ...
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viper 1.28 & 1.6 

iN EL BRI NTE PARA NERIA liAPRIETE L. MANUALMENTE! iEL AJpSTE EXCESIVO PUEDE RAJAR LA VALVULA Y ESTO. ANULARA LA GARANTIA! . Asegurese de que el adaptador del tubo de Ilenado estÃ© conectado a la parte superior del tubo de rebalse de la valvula de de
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The Viper Exposed - BroadcastStore.com 

a) Grains in a film are equivalent to pixels in a CCD, they are the smallest individual areas that ... whole transfer curve and an additional 1 to 2 stop exposure range can be used. NB: See ... The total adjustment range available is approximately ..
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3rd VIPER - SFA 

tion techniques, up to advanced system designs and industrial applications. During three days, lectures ... MSc and PhD students, engineers and researchers interested in vibroacoustics of ... Deadline for registration : 25th March 2018 contact.
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viper 50ds - TS Industrie 

31 aoÃ»t 2016 - Plage de programme active .... marche AV ameneur sont dÃ©sormais activÃ©s, vous pouvez relÃ¢- cher le bouton et ..... Acoustique garantie (Lwa).
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organ specifications 

Trumpet 8'. Trompette de FÃªte 8'. Tremolo (prepared). Gt 16', Gt 4', Unison Off. PEDAL. Untersatz 32' (electronic). Contrebasse 16' (Open Wood). Bourdon 16'.
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2 - Specifications 

Gearshift pattern Left foot operated return system 1-N-2-3-4-OD. Final drive gear oil .... Output Shaft Damper spring free length 60.82 (2,394) 570 (2.24). Stift O,0. ... (At 20Â° C/ Wire .... N-m (kg-m, ft-lb) S N-m (kg-m, ft-lb). 5 Å¿r Colt & C Ut 
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