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TECHNICAL SERVICE POINTER Brands Affected



For Immediate Attention of Your Service Department  Kitchen Products



Technical Service Pointer #: W10547922 Action Required: Mandatory Release Date: October, 2012



STAINLESS STEEL UNDERCOUNTER DISHWASHER Outlet Hose Clamp Replacement Kit Models: JDB3200AWS0 JDB3600AWX5 JDB3650AWF5 JDB3650AWR5 JDB3650AWY5 JDB8000AWB0 JDB8000AWS0 JDB8200AWP0



JDB8200AWS0 JDB8700AWP0 JDB8700AWS0 KUDE20IXBL6 KUDE20IXBL8 KUDE20IXSS4 KUDE20IXSS6 KUDE20IXSS8



KUDE20IXWH6 KUDE20IXWH8 KUDE40FXBL5 KUDE40FXPA4 KUDE40FXSP5 KUDE40FXSS5 KUDE40FXWH5 KUDE48FXBL4



KUDE48FXSS4 KUDE50CXSS6 KUDE50CXSS8 KUDE60FXBL4 KUDE60FXPA3 KUDE60FXSS4 KUDE60FXWH4 KUDE60HXSS4



KUDE60SXSS2 KUDE60SXSS3 KUDE70FXPA3 KUDE70FXSS4 KUDL15FXBL5 KUDL15FXSS5 KUDL15FXWH5



Serial Numbers: Serial Number Range: F20100000 to F21399999



Concern: Leak potential between wash motor and sump



Cause: Outlet hose clamp to sump may not be properly crimped. This is the hose clamp on the sump side of the small hose (pressure side of wash motor).



Correction: Replace existing outlet Hose Clamp with new service replacement clamp using Kit # W10548435. Be certain to follow the instructions included with the kit.



 Call 800-442-5708 with model number, serial number, and description of issue for repair authorization.



 If approved, Whirlpool will provide the parts and labor free of charge. ALL POINTERS ONLINE: https://www.servicematters.com/



Reference all Parts and Labor charges to R31606.



To receive pointers by email, or to edit or delete a current email address, go to https://www.servicebench.com/



Page 1 ® Registered trademark of Whirlpool, U.S.A., KitchenAid, U.S.A., Jenn-Air, U.S.A., or Maytag Properties, LLC or its related companies. ®MAGIC CHEF is a registered trademark of CNA International, used under license. © 2011 All rights reserved.



Pour communication immédiate au département Service BULLETIN TECHNIQUE Produits de cuisine Bulletin technique n° : W10547922 D’INSTALLATION Action : Obligatoire Date de publication : Octobre 2012



Marques concernées



LAVE-VAISSELLE INOX SOUS PLAN DE TRAVAIL Ensemble de remplacement du collier de tuyau flexible de sortie Modèles : JDB3200AWS0 JDB3600AWX5 JDB3650AWF5 JDB3650AWR5 JDB3650AWY5 JDB8000AWB0 JDB8000AWS0 JDB8200AWP0



JDB8200AWS0 JDB8700AWP0 JDB8700AWS0 KUDE20IXBL6 KUDE20IXBL8 KUDE20IXSS4 KUDE20IXSS6 KUDE20IXSS8



KUDE20IXWH6 KUDE20IXWH8 KUDE40FXBL5 KUDE40FXPA4 KUDE40FXSP5 KUDE40FXSS5 KUDE40FXWH5 KUDE48FXBL4



KUDE48FXSS4 KUDE50CXSS6 KUDE50CXSS8 KUDE60FXBL4 KUDE60FXPA3 KUDE60FXSS4 KUDE60FXWH4 KUDE60HXSS4



KUDE60SXSS2 KUDE60SXSS3 KUDE70FXPA3 KUDE70FXSS4 KUDL15FXBL5 KUDL15FXSS5 KUDL15FXWH5



Numéros de série : Numéros de série compris entre : F20100000 à F21399999



Problème : Fuite possible entre moteur de lavage et fond de cuve



Cause : Le collier de serrage du tuyau flexible de sortie n’est pas correctement serti. Il s’agit du collier du petit tuyau côté fond de cuve (côté sous pression du moteur de lavage).



Correction : Remplacer le collier existant du tuyau de sortie par le collier neuf de service de l’ensemble n° W10548435. Suivre scrupuleusement les instructions fournies avec l’ensemble. TOUS LES BULLETINS EN LIGNE : https://www.servicematters.com/ Pour recevoir les bulletins par courriel, ou pour modifier ou supprimer une adresse de courriel, consulter https://www.servicebench.com/



 Appeler le 800-442-5708 avec n° de modèle, n° de série et description du problème pour obtenir une autorisation de réparation.



 Si elle est approuvée, Whirlpool fournit sans frais pièces et main d’œuvre. Associer tous les frais de pièces et main d’œuvre à la référence R31606.



Page 1 ® Marque déposée de Whirlpool, U.S.A., KitchenAid, U.S.A., Jenn-Air, U.S.A., Maytag Properties, LLC ou ses sociétés affiliées. ®MAGIC CHEF est une marque déposée de CNA International, utilisée sous licence. © 2011 Tous droits réservés.



BOLETÍN DE SERVICIO TÉCNICO Marcas afectadas



Para la atención inmediata de su departamento de servicio  Productos de cocina



Boletín de servicio técnico N°: W10547922 Acción requerida: Obligatorio Fecha de publicación: Octubre de 2012



LAVAVAJILLAS DE ACERO INOXIDABLE EMPOTRADA DEBAJO DEL MOSTRADOR Juego de repuesto de abrazadera para la manguera de salida Modelos: JDB3200AWS0 JDB3600AWX5 JDB3650AWF5 JDB3650AWR5 JDB3650AWY5 JDB8000AWB0 JDB8000AWS0 JDB8200AWP0



JDB8200AWS0 JDB8700AWP0 JDB8700AWS0 KUDE20IXBL6 KUDE20IXBL8 KUDE20IXSS4 KUDE20IXSS6 KUDE20IXSS8



KUDE20IXWH6 KUDE20IXWH8 KUDE40FXBL5 KUDE40FXPA4 KUDE40FXSP5 KUDE40FXSS5 KUDE40FXWH5 KUDE48FXBL4



KUDE48FXSS4 KUDE50CXSS6 KUDE50CXSS8 KUDE60FXBL4 KUDE60FXPA3 KUDE60FXSS4 KUDE60FXWH4 KUDE60HXSS4



KUDE60SXSS2 KUDE60SXSS3 KUDE70FXPA3 KUDE70FXSS4 KUDL15FXBL5 KUDL15FXSS5 KUDL15FXWH5



Números de serie: Rango de números de serie: F20100000 a F21399999



Queja: Es posible que haya fugas entre el motor de lavado y el sumidero



Causa: Es posible que no se haya prensado debidamente la abrazadera de la manguera de salida al sumidero. Se trata de la abrazadera de la manguera que se encuentra en el lado del sumidero de la manguera pequeña (lado de presión del motor de lavado).



Corrección: Reemplace la abrazadera de la manguera de salida con la nueva abrazadera de repuesto usando el juego N° W10548435. Cerciórese de seguir las instrucciones que se incluyen con el juego.



TODOS LOS BOLETINES EN LÍNEA: https://www.servicematters.com/ Para recibir boletines por correo electrónico o para editar o borrar una dirección de correo electrónico usada actualmente, visite https://www.servicebench.com/



 Llame al 800-442-5708 teniendo a mano el número de modelo, número de serie y la descripción del problema para obtener autorización para la reparación.



 Si la misma se aprueba, Whirlpool proveerá las piezas y la mano de obra sin cargo. Para todos los cargos por piezas y mano de obra, use el número de referencia R31606.



Página 1 ®Marca registrada de Whirlpool U.S.A., KitchenAid U.S.A., Jenn-Air U.S.A., o de Maytag Properties, LLC o sus compañías asociadas. ®MAGIC CHEF es una marca registrada de CNA International, usada bajo licencia. © 2011 Todos los derechos reservados.
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installation instructions undercounter dishwasher stainless steel tub 

We have provided many important safety messages in this manual and on your appliance. Always read ..... connect your power supply cord to 16-gauge dishwasher wiring. Remove the ... Connect wires black to black and white to white, using UL. Listed/CSA
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installation instructions undercounter dishwasher stainless steel ... - Ikea 

and in conformance with the National Electrical Code, ANSI/NFPA. 70 - latest edition and all local ..... elbow to the water supply line prior to installing the unit into the cabinet opening. ...... d'une intervention de dépannage. □. Disjoncteur ouve
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W10536944 - KitchenAid Undercounter Dishwasher ... - Whirlpool Parts 

To receive pointers by email, or to edit or delete a current email address, go ... LAVE-VAISSELLE SOUS PLAN DE TRAVAIL KITCHENAID. Sensibilité de ...
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W10545045 - Plastic Tall Tub Undercounter ... - Whirlpool Parts 

To receive pointers by email, or to edit or delete a current email address, go ... Problème : Dans certaines circonstances, le lave-vaisselle peut laisser ...
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stainless steel 

Scie d ' horloger Ã©p. 0, 35 mm a Cale de rÃ©glage, rÃ©f. 63. - Positionneur 133. - Calibre 55+56. â€” Montage de positionnement 1.29. â€” Scalpel de dÃ©nudaqe 1.10.
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STAINLESS STEEL BAR 

Welding should preferably be made using Avesta. Sheffield 248 SV welding consumables. Austenitic material of T316L type can be used provided lower.
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QuickPortÂ® Stainless Steel Wallplate - Leviton 

Read and understand all instructions. Follow all warnings and instructions marked on the product. 2. Do not use this product near waterâ€”e.g., near a tub, wash.










 


[image: alt]





installation instructions undercounter dishwasher ... - Whirlpool Outlet 

You can be killed or seriously injured if you don't immediately. You can be killed or ... Make sure pipes, wires and drain hose are within the shaded area shown in the .... See â€œProduct and Cabinet Opening Dimensionsâ€� section. Wood cabinet: ...
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Waring® Commercial Sous Vide Stainless Steel 

NSF. 10.5" x 24.25" x 23.5". Limited 1 Year. Ordering. Information. Description. Catalog # Std. Pkg. Ship Wt. (lbs.) Cubic Feet. UPC Code. 16L Sous Vide. WSV16.
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W10657156 - All Stainless Steel Appliances - Corrosion ... 

To receive pointers by email, or to edit or delete a current email address, go to ... tablettes lave-vaisselle Affresh® (W10282479) dans deux (2) pintes d'eau tiède ...
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Stainless Steel Submersible Effluent and Sewage Pumps 

Vent sewage or septic tank according to local codes. In the United ...... 432. 333. 254. 178. 98. â€“. â€“. â€“. 9,1 m. DsW100m2. 549. 492. 416. 341. 269. 189. 45. â€“.
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Stainless Steel in 0.5 M H2SO4 

passive film corresponds most probably to a mixed Fe/Cr oxide/hydroxide enriched in Cr3 +, with a ... a film-free surface (as at a break in the film) and the film.
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Linder 18 inches Stainless steel machete 

Oct 21, 2003 - of a norton stone. Need more test to really tell, but this is quite OK for me. Steel. The steel is easy to sharpen, and seems to show a good ...
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Stainless Steel Submersible Effluent and ... - CWS Environmental 

C. To reduce risk of electric shock, take care when changing fuses or resetting ..... 101P1560. 101P1560 ...... de corriente eléctrica a su casa. Verifique para.
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W10689408 - Maytag, KitchenAid & Whirlpool 27 ... - Whirlpool Parts 

micro-ondes de 27” et 30”. Maytag, KitchenAid et Whirlpool. Modèles : Voir le tableau des modèles sur la page suivante. : Problème : Le four est bloqué au ...
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installation instructions undercounter dishwasher ... - Whirlpool Outlet 

All safety messages will tell you what the potential hazard is, tell you how to reduce the chance of injury, ..... Using a pair of pliers, bend the tab down to secure the bracket in .... Check that dishwasher is still level front-to-back and side-to-
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W10622771A - Whirlpool Parts 

NOTE: The oven door needs to be closed during Baking/Broiling and TESTING : Gas Ranges: If the door is open during a bake or broil cooking cycle, the bake ...
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W10475713A - Stainless Steel Dishwashers - Vent ... - ApplianceBlog 

To receive pointers by email, or to edit or delete a current email address, go ... (Ignorez tous les codes d'erreur de l'évent si le lave- vaisselle n'a pas d'évent.).
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Stainless Steel Slow Cooker User's Guide 

Do not place near a hot gas or electric burner, or in a heated oven. ..... dos. • Interrumpa cualquier operación del aparato si falla o si se cae o se daña de alguna ...
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Reelcraft Series D80000 Stainless Steel Hose Reels 

S600724. S600724. S600724. S600724. S600724. S600724. S600724. S600724. 13 Ratchet, flow casting. 1. 261306-2. 261306-2. 261306-1. 261306-1. 261306-2. 261306-2. 261306-2. 261306-2. 261306-1. 261306-1. 14 Sheave assembly. 1. 600723. 600723. 600723. 60
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W10692944 - Maytag, KitchenAid & Whirlpool 27 ... - Whirlpool Parts 

Convection fan blade d-shaft mounting may be deformed if installed ... tightened the cap nut and the blade has rounded out again, redo all steps and retest!!
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W10666199 - KitchenAid, Maytag and Whirlpool ... - Whirlpool Parts 

Erratic User Interface operation. Cause: Moisture migration or liquid spills into Dotyk board (Deli User Interface Board) may cause the communication circuit on ...
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Whirlpool & Maytag Double Wall Ovens - Whirlpool Parts 

VÃ©rifier que le fusible thermique en ligne derriÃ¨re le tableau de commande est bien emboÃ®tÃ© ... orifices de montage illustrÃ©s et qu'il ne touche aucune surface.
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Reelcraft Series D80000 Stainless Steel Hose Reels 

Reelcraft Industries, Inc. â€¢ 2842 E Business Hwy 30, Columbia City, IN 46725. Ph: 800-444-3134 / 260-248-8188 â€¢ Fax: 800-444-4587 / 260-248-2605. Customer Service: 855-634-9109 â€¢ [email protected] â€¢ www.reelcraft.com ... CAUTION: Use fl
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