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TECHNICAL  SERVICE  POINTER



For Immediate Attention of Your Service Department Technical Service Pointer #: W10657156 Action Required: Informational  Release Date: November, 2013



 Kitchen Products  Laundry Products  Refrigeration Products



ALL STAINLESS STEEL APPLIANCES 



  Brands Affected



Corrosion Concerns with Stainless Steel Appliances   Overview:  Stainless steel is highly resistant to staining and corrosion. Chromium is a  compound in stainless steel that forms a thin layer of oxidation over the stainless  steel surface that helps resists corrosion and staining. If that protective layer is  damaged, the stainless steel will be susceptible to corrosion.    



It is important to note that corrosion forming on stainless steel is not a defect in  materials or workmanship and therefore not covered by the product warranty. In  most cases, corrosion on stainless steel can be easily removed if not left untreated  for long periods of time. The main cause is when grease, food soils, or other  foreign materials are transferred to the surface and left to eventually break down  the oxidation layer protecting the stainless steel. Most of the time, it is these  foreign materials that are discoloring the surface and not the actual stainless steel.  Corrosion can be avoided by regular cleaning of the surface using either a good  Stainless Steel cleaner or simple soap and water followed by thorough drying.  



      However, in some circumstances, a more aggressive cleaning may be required to      remove stains and corrosion. First of all, do NOT use all‐purpose cleaners on    stainless steel due to potential high chloride content, which has been proven to      damage the protective chromium oxide layer on stainless steel.  One very effective    method to clean stainless steel is using Affresh® cleaner and a Mr. Clean® Magic      Eraser sponge. Dissolve two (2) dishwasher Affresh® tablets (W10282479) in two    (2) quarts of warm water. Using gloves dip the Mr. Clean® Magic Eraser sponge in      the Affresh® mixture and proceed to clean the stainless steel surface. Refer to the    pictures below showing the dishwasher door panel before and after cleaning.                   Before picture of    dishwasher door panel        After cleaning door panel    with Affresh and Mr. Clean    Magic Eraser sponge.  ALL POINTERS ONLINE:   https://www.servicematters.com/    To receive pointers by email, or to edit  or delete a current email address, go to   https://www.servicebench.com/
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BULLETIN  TECHNIQUE 



Pour communication immédiate au département Service Bulletin technique n° : W10657156 Action : À titre informatif  Date de publication : Novembre 2013



 Produits de cuisine  Produits de buanderie  Produits de réfrigération



TOUS LES APPAREILS EN ACIER INOXYDABLE 



Marques concernées



Problèmes de corrosion avec les appareils en acier inoxydable   Résumé :



                                                  TOUS LES BULLETINS EN LIGNE :   https://www.servicematters.com/    Pour recevoir les bulletins par courriel,  ou pour  modifier ou supprimer une  adresse de courriel, consulter   https://www.servicebench.com/



L'acier inoxydable est hautement résistant aux taches et à la corrosion. Le chrome entre  dans la composition de l'acier inoxydable, et forme une fine couche d'oxydation sur la  surface de l'acier inoxydable, qui le rend plus résistant à la corrosion et aux taches. Si cette  couche protective est endommagée, l'acier inoxydable est susceptible de se corroder.     Il est important de noter que la corrosion qui se forme sur l'acier inoxydable n'est pas un  vice de matériaux ni de main‐d’œuvre, et par conséquent, n'est pas couverte par la  garantie du produit. Dans la plupart des cas, la corrosion sur acier inoxydable peut être  nettoyée facilement si elle n'a pas été laissée telle quelle durant une longue période. La  corrosion se forme principalement lorsque la surface de l'acier inoxydable est  durablement souillée de graisse, de saleté alimentaire ou d'autres matières étrangères qui  finissent par décomposer la couche d'oxydation protectrice. La plupart du temps, la  décoloration de la surface est causée par ces matières étrangères, et non par l'acier  inoxydable lui‐même. La corrosion peut être évitée en nettoyant régulièrement la surface,  soit à l'aide d'un bon nettoyant pour acier inoxydable, soit en utilisant simplement de  l'eau et du savon, et en séchant soigneusement ensuite.     Toutefois, dans certaines circonstances, un nettoyage plus agressif peut être nécessaire  pour ôter les taches et la corrosion. Premièrement, NE PAS utiliser de nettoyants tout‐ usage sur de l'acier inoxydable. Certains d'entre eux possèdent une haute teneur en  chlorure qui endommagera la couche protectrice d'oxydation de chrome sur l'acier  inoxydable.  L'utilisation de nettoyant Affresh® et d'une éponge Effaceur Magique Mr.  Clean® se révèle très efficace pour nettoyer l'acier inoxydable. Dissoudre deux (2)  tablettes lave‐vaisselle Affresh® (W10282479) dans deux (2) pintes d’eau tiède. Enfiler des  gants, puis tremper une éponge Effaceur Magique Mr. Clean® dans le mélange Affresh® et  nettoyer la surface en acier inoxydable. Les photos ci‐dessous montrent le panneau de la  porte d'un lave‐vaisselle avant et après nettoyage.  



    Photo du panneau de la  porte d'un lave‐vaisselle  Après nettoyage du  panneau de la porte avec  une mixture Affresh et une  éponge Effaceur Magique  Mr. Clean.
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TODOS LOS ELECTRODOMÉSTICOS DE ACERO INOXIDABLE  Problemas de corrosión con electrodomésticos de acero  inoxidable   



Descripción: El acero inoxidable es altamente resistente a manchas y corrosión. El cromo es un  componente del acero inoxidable que forma una capa fina de oxidación sobre la  superficie del acero inoxidable que ayuda a resistir manchas y corrosión. Si se daña esa  capa protectora, el acero inoxidable quedará susceptible a la corrosión.   



                                                  TODOS LOS BOLETINES EN LÍNEA:   https://www.servicematters.com/    Para recibir boletines por correo  electrónico o para editar o borrar una  dirección electrónica actual, vaya a   https://www.servicebench.com/



Cabe aclarar que la corrosión que se forma en el acero inoxidable no es un defecto de los  materiales ni la mano de obra y, por lo tanto, no la cubre la garantía del producto. La  mayor parte de los casos de corrosión en el acero inoxidable puede quitarse con facilidad  si no permanece sin tratar durante periodos largos de tiempo. La principal causa es  cuando la grasa, suciedad u otras sustancias extrañas se transfieren a la superficie y se  dejan allí lo que termina arruinando la capa de oxidación que protege el acero inoxidable.  La mayoría de las veces, son estas sustancias extrañas las que decoloran la superficie y no  el acero inoxidable en sí. La corrosión puede evitarse con la limpieza regular de la  superficie utilizando un buen limpiador de acero inoxidable o jabón común y agua  seguido de un secado completo.    



Sin embargo, en algunas circunstancias, una limpieza más profunda puede ser necesaria  para quitar manchas y corrosión. Principalmente, NO use limpiadores multiuso sobre acero  inoxidable debido al alto contenido potencial de cloruro, ya que está comprobado que  daña la capa protectora de óxido de cromo sobre el acero inoxidable. Un método muy  eficaz de limpieza de acero inoxidable es utilizar el limpiador Affresh® y la esponja mágica  de limpieza Mr. Clean®. Disuelva dos (2) pastillas de lavavajillas Affresh® (W10282479) en  1,9 L de agua tibia. Usando guantes, sumerja la esponja mágica de limpieza Mr. Clean® en  la mezcla de Affresh® y proceda con la limpieza de la superficie de acero inoxidable. Vea las  imágenes a continuación que muestran el panel de la puerta de la lavavajillas antes y  después de la limpieza.    



         



Imagen anterior del panel de la  puerta de la lavavajillas  Después de limpiar el panel de  la puerta con Affresh y la  esponja mágica de limpieza Mr.  Clean.
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stainless steel 

Scie d ' horloger Ã©p. 0, 35 mm a Cale de rÃ©glage, rÃ©f. 63. - Positionneur 133. - Calibre 55+56. â€” Montage de positionnement 1.29. â€” Scalpel de dÃ©nudaqe 1.10.










 








STAINLESS STEEL BAR 

Welding should preferably be made using Avesta. Sheffield 248 SV welding consumables. Austenitic material of T316L type can be used provided lower.










 








QuickPortÂ® Stainless Steel Wallplate - Leviton 

Read and understand all instructions. Follow all warnings and instructions marked on the product. 2. Do not use this product near waterâ€”e.g., near a tub, wash.










 








Waring® Commercial Sous Vide Stainless Steel 

NSF. 10.5" x 24.25" x 23.5". Limited 1 Year. Ordering. Information. Description. Catalog # Std. Pkg. Ship Wt. (lbs.) Cubic Feet. UPC Code. 16L Sous Vide. WSV16.










 








Stainless Steel Submersible Effluent and Sewage Pumps 

Vent sewage or septic tank according to local codes. In the United ...... 432. 333. 254. 178. 98. â€“. â€“. â€“. 9,1 m. DsW100m2. 549. 492. 416. 341. 269. 189. 45. â€“.










 








Stainless Steel in 0.5 M H2SO4 

passive film corresponds most probably to a mixed Fe/Cr oxide/hydroxide enriched in Cr3 +, with a ... a film-free surface (as at a break in the film) and the film.










 








Linder 18 inches Stainless steel machete 

Oct 21, 2003 - of a norton stone. Need more test to really tell, but this is quite OK for me. Steel. The steel is easy to sharpen, and seems to show a good ...










 








installation instructions undercounter dishwasher stainless steel tub 

We have provided many important safety messages in this manual and on your appliance. Always read ..... connect your power supply cord to 16-gauge dishwasher wiring. Remove the ... Connect wires black to black and white to white, using UL. Listed/CSA










 








Stainless Steel Submersible Effluent and ... - CWS Environmental 

C. To reduce risk of electric shock, take care when changing fuses or resetting ..... 101P1560. 101P1560 ...... de corriente eléctrica a su casa. Verifique para.










 








W10547922 - Stainless Steel Undercounter ... - Whirlpool Parts 

To receive pointers by email, or to edit or delete a current email address, go ... LAVE-VAISSELLE INOX SOUS PLAN DE TRAVAIL. Ensemble de remplacement ...










 








A Corrosion Control Test For Steel 

Metal corrosion is a problem anywhere there is mois- ture. In Hawaii the ... and is warmer than in temperate zones, making it more active chemically. The trade ...










 








W10475713A - Stainless Steel Dishwashers - Vent ... - ApplianceBlog 

To receive pointers by email, or to edit or delete a current email address, go ... (Ignorez tous les codes d'erreur de l'évent si le lave- vaisselle n'a pas d'évent.).










 








installation instructions undercounter dishwasher stainless steel ... - Ikea 

and in conformance with the National Electrical Code, ANSI/NFPA. 70 - latest edition and all local ..... elbow to the water supply line prior to installing the unit into the cabinet opening. ...... d'une intervention de dépannage. □. Disjoncteur ouve










 








Stainless Steel Slow Cooker User's Guide 

Do not place near a hot gas or electric burner, or in a heated oven. ..... dos. • Interrumpa cualquier operación del aparato si falla o si se cae o se daña de alguna ...










 








Reelcraft Series D80000 Stainless Steel Hose Reels 

S600724. S600724. S600724. S600724. S600724. S600724. S600724. S600724. 13 Ratchet, flow casting. 1. 261306-2. 261306-2. 261306-1. 261306-1. 261306-2. 261306-2. 261306-2. 261306-2. 261306-1. 261306-1. 14 Sheave assembly. 1. 600723. 600723. 600723. 60










 








Reelcraft Series D80000 Stainless Steel Hose Reels 

Reelcraft Industries, Inc. â€¢ 2842 E Business Hwy 30, Columbia City, IN 46725. Ph: 800-444-3134 / 260-248-8188 â€¢ Fax: 800-444-4587 / 260-248-2605. Customer Service: 855-634-9109 â€¢ [email protected] â€¢ www.reelcraft.com ... CAUTION: Use fl










 








Stainless Steel Submersible Effluent and ... - CWS Environmental 

Instalación/Operación/Piezas. Para mayor información sobre el funcionamiento, instalación o mantenimiento de la bomba: Llame al 1-888-987-8677. Espanol ...










 








NanoTeK Protection for Chrome & Stainless Steel .fr 

This product is based on chemical nano-technology and protects chrome and stainless steel materials from dirt adhesion through its water and oil repellant ...










 








The Pitting Corrosion of Stainless Steels (Further insights) 

The sulphide inclusions play a major role in pitting initiation on iron alloys, and among them ...... Intermetallic (Fe, Nb) phases are also observed. b : Steel B. Ti ...










 








commercial stainless steel manual citrus juicer dbid 5ais 












 








Reelcraft Series 5000 Stainless Steel Hose Reels AWS 

Una manguera flexible de coneccion tiene que ser usada entre la entrada de la manguera de el carretel y la fuente de abastecimiento para prevenir un posible desalineamiento y enlazamiento. LUBRICACION: El resorte del carretel de la manguera y el coji










 








4-150-api-601-304;lamon stainless steel steam gasket 

16-25953-1301XX-2682 16-25953-1301XX-2682 PACO PUMP C/W MOTOR SS .01. 2. 0.02. STORES CRIB. STANDARD ELECTRIC. PAR18395B3. N/A.










 








Reelcraft Stainless Steel Series H Hose Reels - Zoro.com 

Series H Stainless Steel Hand Crank Hose Reels. Medium Pressure Model Numbers: HS18000 M. HS28000 M. HS29005 M. HS18000 M-S. HS28000 M-S.










 








Stainless Steel Submersible Effluent and Sewage ... - Myers Pumps 

the seal plate (DE40PC1 and DE50PC1) or pump body. (DSW40P1 through DSW100M2). 10. Slide the lower bearing holder off of the shaft and pop the oil seal ...
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