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warning - Amre Supply

36H and 36J two stage models. TO CONVERT FROM L.P. TO NATURAL GAS. 1. Remove regulator cover screw. 2. Remove regulator adjustment screw ... 

















 Télécharger le PDF 






 387KB taille
 3 téléchargements
 295 vues






 commentaire





 Report
























F92-0656 & F92-0935 Regulated L.P. to Natural Gas Conversion Kits



INSTALLATION INSTRUCTIONS FAILURE TO READ AND FOLLOW ALL INSTRUCTIONS CAREFULLY BEFORE INSTALLING OR OPERATING THIS CONTROL COULD CAUSE PERSONAL INJURY AND/OR PROPERTY DAMAGE.



APPLICATION



! WARNING This conversion kit shall be installed by a qualified service agency in accordance with the manufacturer's instructions and all applicable codes and requirements of the authority having jurisdiction. If the information in these instructions is not followed exactly, a fire, explosion, or production of carbon monoxide may result, causing property damage, personal injury, or loss of life. The qualified service agency performing the work assumes the responsibility for the proper conversion of this appliance with this kit.



Regulator Cover Screw Plastic Regulator Adjustment Screw Regulator Spring



Regulator Cover Screw Regulator Sleeve



Regulator Spring Regulator Sleeve
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Figure 1. 36C and 36D Models



These regulated L.P. Gas to regulated Natural Gas conversion kits allow the 36C, 36D, 36E, 36G, 36H and 36J Series gas valves to be used on natural gas applications. These con ver sion kits ar e ffor or use on all sing le sta g e, ffast ast and conv ersion are single stag slo w open models and 36G o sta ge slow 36G,, 36H and 36J tw two stag models models..



TO CONVERT FROM L.P. TO NATURAL GAS



1. Remove regulator cover screw. 2. Remove regulator adjustment screw (beneath the cover screw). 3. Remove L.P. regulator spring from regulator sleeve. 4. Insert the natural gas regulator spring (provided in the conversion kit) into the regulator sleeve. Plastic Regulator 5. Replace the regulator adjustment screw. Then adjust the Adjustment outlet pressure to the appliance manufacturer's specified Screw outlet pressure. 6. Replace the regulator cover screw. 7. Attach the WARNING label (provided in the kit) to the gas valve where it can be readily seen. Also attach the small round NAT. GAS label to the top of the regulator cover screw. 8. If present, pilot burner is to be used, the pilot orifice must be replaced.



Figure 2. 36E, 36G and 36J Conversion back to L.P. Gas use may be made at a later Single Stage date by retaining the L.P. spring (removed in step 3, above) Models and following the same procedures (except for burner pressure given in step 5).



Regulator Cover Screw Plastic Regulator Adjustment Screw Regulator Spring



If low outlet pressure greater than 5" W.C. is required, use an additional kit to convert low pressure.



If low outlet pressure greater than 5" W.C. is required, use an additional kit to Regulator convert low pressure. Cover Screw Plastic Regulator Adjustment Screw Regulator Spring



! WARNING VALVE CONVERTED FOR USE ON NATURAL GAS. IMPROPER OPERATION COULD RESULT IN DEATH OR SERIOUS INJURY.



Natural Gas Regulator ! MISE EN GARDE Spring SOUPAPE CONVERTIE POUR USAGE Figure 3. 36G and 36J 2-Stage models



SUR GAZ NATUREL. UN FONCTIONNEMENT INAPPROPRIÉ PEUT PROVOQUER LA MORT OU DES BLESSURES GRAVES.



Figure 4. 36H Single Stage and 2-Stage models
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WARNING Label



NAT GAS



Natural Gas Label



Figure 5. Contents of kit



PART NO. 37-5380B Replaces 37-5380A 0640



F92-0656 et F92-0935 Nécessaires de conversion gaz de pétrole liquéfié régulé en gaz naturel régulé



INSTRUCTIONS RELATIVES AU MONTAGE L’OMISSION DE LIRE ET DE SUIVRE TOUTES LES INSTRUCTIONS SOIGNEUSEMENT AVANT DE MONTER OU D’UTILISER CETTE COMMANDE PEUT PROVOQUER DES LÉSIONS CORPORELLES ET/ OU DES DOMMAGES MATÉRIELS.



APPLICATION



! MISE EN GARDE Ce nécessaire de conversion devra être monté par une agence de service qualifiée conformément aux instructions du fabricant ainsi qu’à tous les codes et exigences applicables de l’autorité ayant juridiction. Si les informations contenues dans ces instructions ne sont pas suivies à la lettre, il peut s’ensuivre un incendie, une explosion ou la production de monoxyde de carbone, causant ainsi des dommages matériels, des lésions corporelles ou la mort. L’agence de service qualifiée effectuant le travail assume la responsabilité de la conversion appropriée de cet appareil à l’aide de ce nécessaire.



Vis de réglage en plastique du régulateur Ressort du régulateur
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Vis-couvercle du régulateur



Manchon du régulateur



Vis-couvercle du régulateur



Vis de réglage en plastique du régulateur



Ressort du régulateur



Ces nécessaires de conversion gaz de pétrole liquéfié régulé en gaz naturel régulé permettent l’utilisation des soupapes de gaz 36C, 36D, 36E, 36G, 36H et 36J sur les applications de gaz naturel. Ces nécessaires de conversion ne sont destinés à être utilisés que sur tous les modèles à un étage, à ouverture rapide et lente ainsi que les 36G, 36H et 36J à deux étages.



CONVERSION DU GAZ DE PÉTROLE LIQUÉFIÉ AU GAZ NATUREL 1. 2. 3. 4. 5.



Manchon du régulateur



T



6. 7.



Figure 1. Modèle 36C et 36D



Figure 2. Modèle 36E, 36G et 36J à étage simple



8.



Vis-couvercle du régulateur Vis de réglage en plastique du régulateur



La reconversion à l’utilisation gaz de pétrole liquéfié peut être faite subséquemment en conservant le ressort gaz de pétrole liquéfié (retiré dans l’étape 3, ci-dessus) et en suivant les mêmes procédures (sauf pour la pression du brûleur indiquée à l’étape 5).



Si la pression de sortie minimale doit être supérieure à 5 po CE, utiliser une autre trousse pour ajuster la pression.



Ressort du régulateur



Figure 3. Modèle 36G et 36J à deux étages



Retirer la vis-couvercle du régulateur. Retirer la vis de réglage du régulateur (sous la vis- couvercle). Retirer le ressort du régulateur de gaz de pétrole liquéfié du manchon du régulateur. Insérer le ressort du régulateur de gaz naturel (compris dans le nécessaire de conversion) dans le manchon du régulateur. Remettre la vis de réglage du régulateur en place. Régler ensuite cette vis à une colonne d’eau de 8,9 cm (ou autre réglage désiré) tout en surveillant la pression du brûleur. Remettre la vis-couvercle du régulateur en place. Fixer l’étiquette de mise en garde (comprise dans le nécessaire) sur la soupape de gaz là où elle peut être vue facilement. Fixer également la petite étiquette ronde NAT GAS sur le dessus de la vis-couvercle du régulateur. Si la veilleuse actuelle doit être utilisée, l’orifice de celle-ci doit être remis en place.



Si la pression de sortie minimale doit être supérieure à 5 po CE, utiliser une autre trousse pour ajuster la pression.



! WARNING Vis-couvercle du régulateur Vis de réglage en plastique du régulateur Ressort du régulateur



VALVE CONVERTED FOR USE ON NATURAL GAS. IMPROPER OPERATION COULD RESULT IN DEATH OR SERIOUS INJURY.



Ressort du régulateur ! MISE EN GARDE gaz naturel SOUPAPE CONVERTIE POUR USAGE SUR GAZ NATUREL. UN FONCTIONNEMENT INAPPROPRIÉ PEUT PROVOQUER LA MORT OU DES BLESSURES GRAVES.



Étiquette de MISE EN GARDE



NAT GAS



Étiquette Gaz naturel



Figure 5. Contenu du nécessaire



Figure 4. Modèle 36H à étage simple et à deux étages
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REF. 37-5380B Remplace le 37-5380A 0640
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Untitled - Amre Supply 

Fill the replacement cartridge with water from the tap to allow for better flow from the dispenser immediately after installation. Filter Bypass Plug. You must use ...
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installation instructions - Amre Supply 

4 janv. 2013 - jonction en utilisant la visserie fournie ou des vis tire-fond. Utilisez n'importe quelle combinaison de boÃ®tes de jonction pour un montage.
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installation instructions - Amre Supply 

4 mai 2013 - ... a problem not covered sufficiently for user's purpose, please contact ..... CECI CRÉERA UN JOINT IMPERMÉABLE ENTRE LA SURFACE DE ... mastic d'étanchéité ou du ruban Téflon (non fournis) sur le raccord ... REMARQUE: Les spécifications
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08231 rev. I - Amre Supply 

P1951M. 400. 260. II. PM390. 390. 260. I. PM500. 500. 290. I. RM51000. 370. 260. I. RM52000. 370. 260. I. RM53000. 370. 260. I. RM65000. 450. 275. II. RMP1.
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important instructions - operating manual - Amre Supply 

DANS AUCUN CAS AIR KING N'ASSUME AUCUNE RESPONSABILITÃ‰ EXPRESSE OU TACITE POUR (I) DES DOMMAGES ACCIDENTELS OU INDIRECTS ...
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VP525A,C Pneumatic Radiator Valve - Amre Supply 

l'aide des dimensions Ã  la Fig. 1, dÃ©terminer l'espace nÃ©cessaire pour l'installation de la vanne. S'assurer de laisser un espace suffisant au-dessus de l'actionneur pour l'entretien de la vanne lorsqu'elle sera installÃ©e. 38. (1-1/2). 1. MF16449
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VP525A,C Pneumatic Radiator Valve - Amre Supply 

COVER FASTENER. BEFORE INSTALLATION. This normally-open, single-seated, straight-through, pneumatic valve provides two-position or proportional control .... 35 Dynamic Drive. Golden Valley, MN 55422. Scarborough, Ontario. M1V 4Z9. 95-5544EFâ€“1 B.B. 
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important instructions - operating manual - Amre Supply 

American Society for Heating, Refrigeration, and Air Conditioning. Engineers (ASHRAE), and the local code authorities. c) When cutting or drilling into wall or ...
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important instructions - operating manual - Amre Supply 

hélices bruyantes ou déséquilibrées, empêcher la poussière de cloison sèche ... minimum, que le rayon de chaque coude soit aussi grand que possible.
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white-rodgers 754-1, 755-1, 756-1 - Amre Supply 

Printed in U.S.A.. FAILURE TO READ AND FOLLOW ALL INSTRUCTIONS CAREFULLY. BEFORE INSTALLING OR OPERATING THIS CONTROL COULD ...
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Series 25AUB-Z3 and LF25AUB-Z3 - Amre Supply 

and performance. Note: 25AUB-Z3 or LF25AUB-Z3 valves are suitable for accessible outdoor or pit installations. Installation Instructions. Series 25AUB-Z3.
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77-5260EF - VP525A,C Pneumatic Radiator Valve - Amre Supply 

End Connections: NPT threaded inlet; male union outlet. Flow Characteristics: Modified ... ANGLE Å“ MALE. UNION OUTLET. M16449A. 1-1/2 in. (38 mm) MINIMUM CLEARANCE TO REMOVE. ACTUATOR. 2 1/2 in. (63 mm) MINIMUM CLEARANCE. TO FACILITATE .... RACCORDE
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77-9857EF - VP531A,C Terminal Unit Valves - Amre Supply 

Easily replaceable actuator assembly for convenience of service. • Compact size for ... Sunrise FL 33325 ... for Quiet Service and Normal Life of Disc and Seat:.
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S eries U5B-Z3 and LFU5B-Z3 - Amre Supply 

or consequential damages, including without limitation, lost profits or the cost of repairing or replacing other property which is damaged if this product does not ...
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Series 25AUB-Z3 and LF25AUB-Z3 - Amre Supply 

partir de la fecha de embarque original, que sus productos estÃ¡n libres de defectos en materiales y mano de obra ... Algunos Estados no permiten limitaciones en la duraciÃ³n de una garantÃa implÃcita y algunos Estados no permiten la exclusiÃ³n o l










 


[image: alt]





Installation and Wiring Manual Manuel pour l ... - Amre Supply 

United States 10048 Industrial Blvd. â€¢ Lenexa, KS 66215 â€¢ 1.800.747.1762 â€¢ www.fantech.net. Canada 50 Kanalfiakt Way â€¢ Bouctouche, NB E4S 3M5 â€¢ 1.800.565.3548 â€¢ www.fantech.net. Fantech, reserves the right to modify, at any time and witho
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Series 25AUB-Z3 and LF25AUB-Z3 - Amre Supply 

FAR AS IS CONSISTENT WITH APPLICABLE STATE LAW, ANY IMPLIED WARRANTIES THAT MAY .... Kit for Series 25AUB-Z3 includes all items shown above.
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LP914A and LP915A Penumatic Temperature Sensors - Amre Supply 

7/16. (11). 1-1/2. (38). 1/4 (6) DIA. 3 (76). M18353. Fig. 3. LP914A wall model mounting bracket. ... Use the template provided and drill a large center hole.
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Series 25AUB-Z3 and LF25AUB-Z3 - Amre Supply 

Limited Warranty: Watts Regulator Co. (the “Company”) warrants each product to be free from defects in material and workmanship under normal usage for a ...
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R841C, D, E, F and G - Amre Supply 

qroduct to make sure the product is suitable for your ?pplication. 3. Installer must be a trained, experienced service technician. 4. After installation is complete, ...
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battery warning! warning! - UserManual.wiki 

Plug the USB side of the power cable into any suitable adapter, laptop or other ... 9. Close the top cover to secure the cord in place and insert provided screw ...
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warning warning - Heatline 

of total cycle duration. Cycle Times. (durations) can be ... total ON time is selected using the rotary knob, which provides 30 separate .... The input is protected for up to 6000 volt. 3000 amp power surges. Over all dimensions: 3 1/2 inches x 6 5/8
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warning warning - Heatline 

installation and before servicing. â€¢ More than one circuit breaker or disconnect switch may be ... maximum of 4 hrs. with ON durations from 1 second up to 232 minutes. The percentage of ..... instrucciones, puede causar interferencias daÃ±ias en la
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warning 

(homologation UL) (piÃ¨ce numÃ©ro 4317824) pour utilisation avec lave-vaisselle. â–¡. Le cordon d'alimentation Ã©lectrique doit Ãªtre branchÃ© dans une prise Ã  trois ...
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