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W INE S T O R AG E



Customer Care



Important Note



The model and serial number are printed on the enclosed product registration card. Both numbers are also listed on the product rating plate. Refer to page 4 for rating plate location. For warranty purposes, you will also need the date of installation and name of your authorized Sub-Zero dealer. Record this information below for future reference.



To ensure this product is installed and operated as safely and efficiently as possible, take note of the following types of highlighted information throughout this guide:



SERVICE INFORMATION



Model Number Serial Number



IMPORTANT NOTE highlights information that is especially



important. CAUTION indicates a situation where minor injury or product damage may occur if instructions are not followed. WARNING states a hazard that may cause serious injury or death if precautions are not followed.



Date of Installation Certified Service Name Certified Service Number Authorized Dealer Dealer Number



If your product ever needs attention, be sure to use a Sub-Zero Factory Certified Service provider recommended by our Customer Care Center, or select one from our list of providers available at subzero.com/locator. All Factory Certified Service providers are carefully selected and thoroughly trained by us.



IMPORTANT NOTE: Throughout this guide, dimensions in parentheses are millimeters unless otherwise specified.



WARNING PROPOSITION 65 FOR CALIFORNIA RESIDENTS Cancer and Reproductive Harm— www.P65Warnings.ca.gov
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W INE S T O R AG E FE ATURE S



Wine Storage Features FEATURES 1



Product Rating Plate



2



Interactive Control Panel



3



Wine Storage Racks



4



Display Rack



5



Full-View Glass Door



6



Home Security Connection



7



Refrigerator Storage Drawer



8



Freezer Storage Drawer*



9



Water Filtration System*



10



Automatic Ice Maker*



6



5 2 1 4 3



*Not available on all models.



Column model
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5 2 1 4 3



7 10 8



Tall model (IW-30CI shown)
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I N T ER ACT IVE C ONTROL S



Interactive Control Panel For initial start up, touch and hold “power” on the control panel for 2 seconds. The temperature can be adjusted in one-degree increments on the home screen. The temperature on the left of the display represents the lower zone and the temperature on the right represents the upper. If applicable, the storage drawers temperature can be adjusted using the options screen. To change the temperature, touch the temperature being adjusted, then press + or – until the desired temperature is displayed. Refer to the illustration below. Once the temperature has been adjusted, additional features can be activated or deactivated from the options screen. Touch to view the options screen.



OPTIONS SCREEN



Touch to activate or deactivate the door/drawer alarm. Touch to activate accent lighting. Touch to activate the humidor feature.* Touch to adjust drawer temperature.* Touch to activate or deactivate the ice maker system and max ice feature.* Touch to view settings screen. *Not available on all models.



SETTINGS SCREEN



Touch to view model information. Touch to select temperature unit, Fahrenheit or Celsius.



Home screen (column model shown)



Touch to adjust control panel brightness and contrast. Touch to adjust door/drawer alarm volume and pitch. Touch to adjust door/drawer alarm duration. Touch to activate the humidor feature.* Touch to enter Sabbath mode. Touch to view troubleshooting and service information. Touch to set the clock. Touch to select smart home options. Touch to select language options. Touch to adjust soft on lighting. *Not available on all models.



subzero.com



|



5



S TO R AG E



Wine Storage W INE R ACKS



D I S PLAY R AC K



The full-extension wine racks provide easy access to 750 ml, half-bottles, and magnums. When storing magnums, the rack above must be removed.



The adjustable display rack is designed for wine to stay in contact with the cork at any position. Refer to the illustration below.



To remove a wine rack, pull out to full extension, tilt up, then lift up and out. Refer to the illustration below. The top two racks in the upper compartment and top rack (top two for tall model) in the lower compartment cannot be placed in any other position. These racks can be identified by the small square cut-out located in the right rear corner. Refer to the illustration below.



To remove the display rack, pull out to full extension, tilt up, then lift up and out.



The natural cherrywood facing on wine racks can be stained or replaced with wood to compliment cabinetry. For more information, refer to the Sub-Zero design guide, visit our website at subzero.com, or contact Sub‑Zero Customer Care at 800-222-7820. CAUTION Remove all bottles from the wine rack before removal. Display rack



CUT-OUT



Wine rack removal
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S TO R AG E



Storage Drawers—Tall Model D RAWER DIVIDERS



I C E C O N TA I N ER



To remove or adjust a short divider, flex the long divider slightly, then pull upward. Refer to the illustration below.



To remove the ice container, pull the freezer drawer open until it stops, then lift the container out. Refer to the illustration below.



To remove a long divider, the short dividers must be removed. Pull the divider up until it stops, rotate counterclockwise, then pull upward. To reinstall, align grooves with drawer tabs, rotate clockwise, then slide down. D RAWER R EMO VAL



when The ice maker must be turned off by touching the ice container is removed. The unit is equipped with a 3-minute delay after the ice container has been removed, to ensure cubes are not ejected before the ice maker can be deactivated or the ice container is reinstalled.



To remove, pull open until the drawer stops. Raise the drawer front and pull out the drawer. To reinstall, raise the front of the drawer and place onto the slides. Align the back of the drawer with hooks on the slide, then align the white pegs at the front of the slide with holes at the front of the drawer. Refer to the illustration below.



Ice container (IW-30CI)



Drawer dividers



Drawer removal
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O PER AT IO N



Water Filtration System For model IW-30CI, the water filtration system supplies filtered water to the ice maker. IMPORTANT NOTE: When using the water filtration system for the first time and after filter replacement, it is necessary to clear any air from the system and allow the filter to assist in cleaning the water lines. Discard the first two full containers of ice.



If the water filtration system will not be used, it can be placed in water filter bypass mode by removing the filter. The filter is rated for 750 gallons (2839 L) or one year, whichever comes first. “Change Water Filter” appears on the control panel when the cartridge needs to be replaced. Touch “Snooze” to delay the reminder for 24 hours or until the filter can be replaced.



WATER FI LTER R EP LAC EM EN T 1 To



access the water filter, pull out on the bottom edge of the access door and rotate upward. Refer to the illustration below.



2 To



remove the old filter, rotate counterclockwise onequarter turn, then pull out. It is normal for a small amount of water to drip when the filter is removed. It should be wiped up with a paper towel or cloth.



3 Remove



the new filter from packaging and remove the plastic cap.



4 Insert



the new filter into the manifold and turn clockwise.



5 Once



the new filter has been installed, follow instructions on the control panel. The filter life cycle will reset for approximately one year.



Replacement Sub-Zero water filters can be ordered online at subzerowolfstore.com. For questions, contact Sub-Zero Customer Care at 800-222-7820. ACCESS DOOR



WATER FILTER



Water filter removal (IW-30CI)
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O PER AT IO N



Ice Maker Operation



Sabbath



For model IW-30CI, to initiate ice production, touch on the options screen. A single highlighted cube indicates the ice maker is active. Three highlighted cubes indicate the max ice feature is active. Max ice increases ice production up to 30% for a 24-hour period. During that period, some components may run at a higher speed resulting in a unique audible tone. This is typical and will revert back after 24 hours or when the ice container is full. To deactivate the ice until no cubes are highlighted. After initial maker, touch start-up, discard the first few batches of ice. The ice may contain impurities from new plumbing connections.



This appliance is certified by Star-K to meet strict religious regulations in conjunction with specific instructions found on www.star-k.org. For Sabbath mode, from the settings screen, touch follow instructions on the control panel.



and



If ice is not used regularly it may fuse together. To avoid, discard the ice and allow the ice maker to replenish. when The ice maker must be turned off by touching the ice container is removed. The unit is equipped with a 3-minute delay after the ice container has been removed, to ensure cubes are not ejected before the ice maker can be deactivated or the ice container is reinstalled.
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C A R E R ECO MMENDATIONS



Cleaning I N T ER IO R CLEANING



To clean interior surfaces and all removable parts, wash with a mild solution of soap, water and baking soda. Rinse and dry thoroughly. Avoid getting water on the lights, control panel, and cherrywood facing on wine racks. Use a standard glass cleaner to clean the UV-resistant glass door. CAUTION Do not use vinegar, rubbing alcohol, or other alcoholbased cleaners on any interior surface.



S TAINLES S S T E E L E XTE RIOR



Use a nonabrasive stainless steel cleaner and apply with a soft lint-free cloth. To bring out the natural luster, lightly wipe the surface with a water-dampened microfiber cloth followed by a dry polishing chamois. Always follow the grain of stainless steel.



C O N D EN S ER C LEAN I N G



CAUTION Before cleaning the condenser, turn power off at the control panel. Wear gloves to avoid injury from sharp condenser fins.



The condenser is located behind the grille. Remove the kickplate by extracting the two mounting screws. Refer to the illustration below. Use a soft bristle brush and vacuum to remove dust and lint from the condenser. Clean the condenser every three to six months. IMPORTANT NOTE: To avoid damaging condenser fins, vacuum in the direction of the fins.



CAUTION Failure to clean the condenser could result in temperature loss, mechanical failure, or damage.



CONDENSER



SCREW



Condenser location
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T ECHNICAL DATA



Sub-Zero Water Filtration System Data R EPLACEMENT CARTRIDGE (4204490)



Tested and certified by NSF International against NSF/ANSI Standard 42 for the reduction of Chlorine Taste & Odor, Particulate Class I; and against NSF/ANSI Standard 53 for the reduction of Lead, Mercury, Atrazine, Benzene, Carbofuran, 1,4-dichlorobenzene, Lindane, Toxaphene, Turbidity, Cysts and Asbestos.



OPERATING SPECIFICATIONS This system has been tested according to NSF/ANSI 42/53 for reduction of the substances listed below. The concentration of the indicated substances in water entering the system was reduced to a concentration less than or equal to the permissible limit for water leaving the system, as specified in NSF/ANSI 42/53.



Substance Chlorine, Taste & Odor Particulate



Influent Challenge NSF Standard Concentration



Average Influent Concentration



Capacity: certified for up to 750 gallons (2,838 L); up to twelve months Pressure Requirement: 35 – 120 psi (2.8 – 8.2 bar) Temperature: 33 – 100°F (0.6 – 38°C) Flow Rate: 0.78 gpm (2.9 Lpm)



Product Water Concentration



Max Permissable Product Water Minimum Concentration



% Reduction



Average



Max Effluent



Average



42



2.0 mg/L ± 10%



1.88 mg/L



0.05 mg/L



0.06 mg/L



97.34%



96.80%



≥ 50%



42



At least 10,000 particles/ml



5,700,000/ml



30,583/ml



69,000/ml



99.46%



98.78%



≥ 85%



Lead at pH 6.5



53



0.15 mg/L ± 10%



0.153 mg/L
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IMPORTANT NOTE: Throughout this guide, dimensions in parentheses are ... Installation dimensions are the same ... all times when electrical power is applied.










 








Wolf 

must be tied down tightly and must not touch the grill fire box. Refer to the illustration below. 3. If connected, disconnect the transformer 4-pin con- nector at the ...
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WARNING states a hazard that may cause serious injury or ... The receptacle may also be located ... For flush inset installations, a minimum 1/8" (3) reveal is.
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trained by us. .... The cartridge will pop out and can be removed. 3 ..... The Living Kitchen, Great American Kitchens The Fine Art of Kitchen Design, Wolf, Wolf &.
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closed and protect any finished flooring. Uncrate ... The ice machine can be ordered with or without a drain ... Adjust the leveling legs close to the desired height.
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10-32 machine screws through the upper slots of the .... Refrigeration, The Living Kitchen, Great American Kitchens The Fine Art of Kitchen Design, Wolf, Wolf &.
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defrost, side-mounted freezer, and through-the-door ice. ... Eniever cette étiquette avant le premier achat au detail constitue une infraction (L.C. 1992, ch. 36).
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Verify electrical power is supplied to the cooktop. • If the cooktop does not ..... Une distance minimale de 2 po (51) est requise depuis le bas de la surface de ...
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FUNCTION. LIGHTS. Turns the interior accent lighting on or off for glass door models. ICE MAKER Turns power to the ice maker on or off. Use to dis- able the ice ...
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INDUCTION/ELECTRIC COOKTOP ... for induction and electric cooktops of the same width. WARNING ... Installation must comply with all applicable electrical codes. ... Electrical supply location only applies to installations with built-in oven.
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reinstall the four corner screws. PANEL INSTALLATION. SIDE PANEL. When installing a custom side panel, an accessory kit is required and is available through ...Termes manquants :
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Classic Features. FEATURES. 1. Product Rating Plate. 2. Electronic Control Panel and Display. 3. Freshness Cards. 4. Door Shelves. 5. Dairy Compartment. 6.
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of installation and name of your authorized Sub-Zero dealer. ...... Para garantizar que este producto sea instalado y operado ...... Le message « Change Water.
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Refrigerator. • Automatic Defrost. •Your cost will depend on your utility rates and use. Cost range based only on models of similar capacity with automatic defrost.
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We know you are eager to start cooking, but before you do, please take some time to read this use and care guide. Whether you are an occasional cook or an ...
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illustrations below. If service is necessary, contact Sub-Zero factory certified service and have the model and serial number of the unit. For the name of the ...
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The model and serial number are printed on the enclosed ... account using the serial number on your product. ..... Possible copper supply line corrosion. Contact ...
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If the unit will be connected to a home security system, run lead wires through the compressor compartment prior to positioning the unit. Refer to page 9.
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For a whole house LP gas connection, the LP gas pres- sure regulator is not .... back until the center block of the tool is flush against the front vertical flange of ...
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WARNING states a hazard that may cause serious injury or death if precautions are ... To protect against electrical shock, do not immerse cord or plug in water or ...
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The ENERGY STAR® mark on this EnerGuide label signifies that this is an energy-efficient appliance. Its energy performance meets or exceeds the.










 








Wolf 

Make the connections from the wiring harness located at the right rear of the grill to the transformer, then slide the grill back until it is fully engaged with the cart. 4.
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Do not try to light any appliance. .... The oven light turns on automatically when the door is open ... Convection modes are displayed in the black area of the bezel ...
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Screwdrivers—standard, Phillips and Torx. ..... Destornilladores: estándar, Phillips y Torx. • Taladro .... Puede ordenar la máquina de hielo con o sin una bomba.
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