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SECTION A



WARRANTY Consistent with The Wurlitzer Company policy of offering their products with fuU confidence in their performance, all parts of automatic phonographs and accessory equipment are warranted to be free from defects in material and workmanship under normal use as follow: (A)



Bonus A~cumulator(BO/AC), except pricing hoard, for a period of three years from date of delivery by Distributor to his customer.



(B)



All other parts for a period of one year from date of delivery by the Distributor to his customer.



The Company's liability under this wammty is limited to replacement, free of charge, F.O.B. North Tonawanda, New Yotk, of any part or parts returned to the Company's North Tonawanda plant for examination which prove defective and provided the phonograph has been serviced as recommended in the Service Manual and Lubrication Chart. This express Warranty excludes all implied warranties, and no promise or representation inconsistent herewith, which may be made by any person, firm or corporation, shall be binding upon The Wurlitzer Company. The Wurlitzer Company shall not be liable for damage of any nature due to delayed shipment.
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SECTION A



SPECIFICATIONS WURLITZER SUPER STAR SERIES 100 - 160 - 200 SELECTION PHONOGRAPHS



Height 52 1/2"



CABINET DIMENSIONS Depth 25 1/4"



Width 40 114"



:. . . RW 110 CASH BOX LOCK . . . . Ace WCX Series DOLLAR BILL CASH BOX LOCK . . . . Ace WCX Series DOME LOCK KEY



POWER REQUIREMENTS Standby 117 Volts 6 0 Hertz 200 VA (120 Watts)



Operational 117 Volts 6 0 Hertz 360 VA (230 Watts)



CABINET ILLUMINATION 1 - 36" 30W and 1 - 28" 25W Fluorescent (on Models with Dollar Bill Accepter) 2 36" 30W Fluorescent (on Models not equipped with Dollar Bill Accepter)



-



CREDIT EQUIPMENT Slug Rejector . . . . . . . . . National Simplex IV Dollar Bill Accepter. . . . . National Simplex 100 Credit Unit . . . . . . . . . Wurlitzer Electronic Bonus Accumulator RECORD CHANGER Wurlitzer Wnrlamatic Turntable Speed . . . . 33.3 and 45 Automatic Intermixed Records . . . . . . . . . 7" - 33.3 and 45 RPM Record Libran, 100 election Phonograph . . . . 5 0 record capacity 160 Selection Phonograph . . . . 80 record capacity 200 Selection Phonograph . . . . 100 record capacity



-



KEYBOARD 200 Selection Phonographs LP selections can be programmed in die A only or A and B sections 1 thru 0. Minimum LP programming 5 LP records, 10 selections. Maximum LP programming 10 LP records, 20 selections. Automatic Programmer (when phonographs are so equipped). Preset 1 Program selects records EI-E3-E5 and El-F3-F5, also E7-E9 and F7-F9 if so desired. Preset 2 Program selects records J1-J3-J5 and K1-K3-K5, also J7-J9 and K7-K9 if so desired. The Automatic Programmer can he optionally set for six, eight or ten selections in the E-F and J-K sections.
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SECTION A KEYBOARD - 160 Selection Phonographs LP selections can be programmed in the 1 only or 1 and 2 sections A thru V. Minimum LP programming 10 LP records, 20 selections. Maximum LP programming 20 LP records, 40 selections. KEYBOARD - 100 Selection Phonographs LP selections can be programmed in the A only or A and B sections 1 thru 0. Minimum LP programming 5 LP records, 10 selections. Maximum LP programming 10 LP records, 20 selections. SOUND SYSTEM Solid State Amplifier . . . . Wurlitzer Model 553 Power Supply . . . . Wuditzer Model 554 Pickup . . . . Astatic Stylus . . . . Dual Tip Diamond .7 Mil Power Output total . . . . 8 0 watts music power Output lmpedance . . . . Multiple tap low impedance plus constant voltage. CABINET SPEAKERS 2 - 12" Lower - Range Speakers 2 - 6" Upper Range Speakers



-



SUPER STAR ACCESSORIES Remote Volume Control Kit 219 Microphone Kit 220 Stepper, 100 and 200 Selection, Model 270 Stepper, 160 Selection, Model 271 Income Computer, Model 225 Wall Box, 200 Selection (with Speakers & Golden Bar), Model 5220 Wall Box, 200 Selection (without Speakers or Golden Bar), Model 5220A Wall Box, 100 Selection (with Speakers & Golden Bar), Model 5225 Wall Box, 100 Selection (without Speakers or Golden Bar), Model 5225A Wall Box Bar Mounting Bracket (Chrome), Kit 191 Wall Box Bar Mounting Bracket (Aluminum), Kit 192 Wall Box Mounting Plate, 5220.5225 Wall Box Mounting Plate, 5220A-5225A Wall Box Booster Transformer, Model 222C Speaker, Directional, Model 5126 Speaker, Wall, Model 5133
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SECTION A



COIN AND CREDIT EQUIPMENT
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SLUG REJECTOR ELECTRONIC BONUS ACCUMULATOR
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Reject Rod Adjustment Slug Rejector h.iuunting Plate Adjustment , Coil1 Switch Adjustments Electronic Bonus Accumulator Slug Rejector Mounti~lgAssembly Illustrated Parts List
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SECTION A



REJECT R O D ADJUSTMENT Open phonograph dome assembly and remove the program holder, then close dome assembly. Depress reject button f 1 1 y . Viewing SLUG REJECTOR through the dome assembly, verify that the BRACKET and CAM ASSEMBLY is fully depressed with 114" of the reject button remaining. Sllould adjustment of the REJECT ROD be necssary, loosen REJECT ROD ADJUSTING NUTS and position the REJECT ROD ns required for proper operation. Tighten REJECT ROD ADJUSTING NUTS.



REJECT ROD



RETAINING SPRING



MOUNT1NG SCREWS (Typical1



REJECT ROD ADJUSTING NUTS



-



BRACKET and CAM ASSEMBLY



SLUG REJECTOR



SLUG REJECTOR PLATE



C3 ANGLE and GUARD ASSEMBLY



SLUG REJECTOR MOUNTING PLATE ADJUSTMENT Be sure tl~atthe phonopph is positioned on n level surface prior to making any adjushents to the SLUG REJECTOR MOUNTING PLATE, Should it be necessary t o compensate For uneven footing, die following methods may be used. 1. Side to side leveling of the phonograph m a y be nccampfished by placing Mach or strips under the castera on the low side of the cabinet. Check SLUG REJECTOR for proper cain acceptance. 2. Front to back leveling of the SLUG REECTOR may be accomplished by loosening the seven MOUNTING SCREWS and positioning the SLUG REJECTOR MOUNTING PLATE as required. Tighten MOUNTING SCREWS. Check SLUG REJECTOR for proper coin acceptance.



NOTE



Acces t o all MOUNTING SCREWS is accomplished by lifting the RETdZNING SPRING, moving the top of the SLUG IEECTOR to the left then lifting out.
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SECTION A



COIN SWITCH ADJUSTMENTS Remove ANGLE and GUARD ASSEMBLY to obtain a c c m fa coin switch.



With coin switch pzddes resting flus11 against bottom of slug rejector, verify spacing between switch mounting bracket ant1 cover and cIip assembly is 114". Tension of the long movable biadcs must be sufficient to hold die c o i r ~switch paddles against bottom of slug rejector. The stiffener blades sllould be set to vrovide 1/32" opening between short and Iong movable contact blades,



T h e st~ortbIades must bear against siirfefeners with sufficient tension to prevent vibration. lliis sl~ouldbe approximntely one gram on the 10 cent blade and two to tllrec grams on the 5,35, and 50 cent blades.



-



-



-



The tension of the Iong nloveble blades should be adjusted so a tliin coin, when stopped on it's coin pnddle by l~oldingthe paddle up. will upon releasing die paddle. actuate tlle tnavable blade, close the contacts then dear paddle. 1. InstnU SLUG REJECTOR in phonopph and apply power.



2. Test each individunl coil1 track tell co~lsecutivetimes wid1 coins of varied wear. Tf a coin fails to register, that partictilar coil1 switul? sl~ouldhe e~a~nined :~nd,i f necessary, rmdjusted. Clieck SLUG REJECTOR for proper dipnerlt. A pulse of more t l ~ : u ~five seconds drrrntion should normany trip the circuit breaker i11 W U R LITZER
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SECTION A



ELECTRONIC BONUS ACCUMULATOR The Electronic Bonus Accumulator, hereinafter referred to as BOIAC, is a solid state eIectronic crdit accumulator designed to provide a method of credit accumulation, both standard and bonus, resulting from the depositing of coinage of alT denominn1 ions. It will a l ~ oaccumulate credits resuxllting from the depositing of dollar bilIs illPhonograpi~sequipped with Dollar BE11 Accepters. Tile coins antllor doItar bills may hc deposited in any sequence until tnaxi~nurncredits l~avebeen accumulated to permit the selection of tl~irty-onestandard plays. The amount of credits required for encll standard play are governed by the plug in Program Card shown in the illustrar ion. Program Fard, Part No. 138442, is supplied with the BOIAC. Any combination of coinnge equalling .25, -50, -75 ar 1.00, using this Program Card, wiIl provide the following:



@



-



and twelve for 1.00. b. LP's - One for -25, two for .50, three for -75 and four for 1.00, a. Singles Two for .25, Fne for .SO, eight for .75



provided the Phonograph is programmed for LP's and the Conversion Switches located 011thc Selector Switch AssernbIy are positioned to ON, c. Six or eight preselected singIes for -50 provided the Phonograph is equipped to play preselected programs.



Should a pricing changc be desired, additional: Programs are awilable thmugh your local Wurtitzer Distributor. Access to the k ~ g r a r nCard, installed in tlie I30/hC, is obt:dned by removing the PRICE AND BONUS PROGRAMMING CARD Cover located on the Cover nf the BOlAC. 4
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NOTE nre base of the Program Cards are slotted to prevent improper insertion when instnlling Program Cards in the ROIAC.
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Illustrated below, and on tlie following page, are the available Coin Denamisation aud Select L~beIs, Listed next to each segment of cncF~ Coin Denomination nnd Select Label is tlie Part No. of the specific Program Card required to provide the proper crediting for the various pricing outlined on each segment of each Coin Denominatinn and Select Label.
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Wurlitzer 3500 Jukebox Service Manual 

Check each tooth of the 10, 25 and 50 cent accumulator wheels far proper cancel action. ..... provide 1/32 " to 1/16 " apening of the nor - ...... The electrical sequence of operation has been especially prepared to assist in trouble shooting the ...
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Wurlitzer 3700 Jukebox Service Manual 

scquence until ~naximum credits have been accum- ulated to ~ C ~ I I T ... 138235. Thumbscrew (2). 35745. 16. Coin Switch. 131186. Plug, 9. 131174. Pin Terminal (5) ..... Turntable Drive Wheel Adjustment. Turntable Speed ...... Black. Purple. Black. 
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Wurlitzer 3800 Series Jukebox Service Manual - MAFIADOC.COM 

ove ANGLE and GUARD ASSEMBLY to obtain access to coin switch. --- ... by removing the PRICE AND BONUS PROGRAMMING CARD Cover located on the ...
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cisco 3600 repair service manual user guides dbid 6pys 
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Palermo" - Gazebo 3600 

Algunas piezas tienen bordes metÃ¡licos. Por favor, tenga cuidado al manejar los componentes. PÃ³ngase siempre guantes, zapatos y gafas de seguridad durante el montaje. No intente montar el Cenador cuando hace viento o bajo la lluvia. DeshÃ¡gase de t
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3600, rue f.-x.-tessier 

Cet avis de non-responsabilitÃ© est applicable Ã  CBRE LimitÃ©e, agence immobiliÃ¨re, et Ã  toutes les autres divisions de la SociÃ©tÃ©; incluant tous les employÃ©s et ...
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Service Manual 

Particular care being taken to the position of the customer controls. Failure to ..... R101. ERJ6GEYJ101. 0.1W. 5%. 100. S.M.CARB. R103. ERJ6GEYJ272. 0.1W.
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SERVICE MANUAL 

Jul 2, 1997 - To raise the safety side, first lift the side of the shower tray, folding the corners on the outside against the head and foot. Swing the safety side ...
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Service Manual 

Electrical Isolation. Always disconnect the board under test ..... Locate the line selector links adjacent to the power transformer and remove using suitable pliers.
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Service Manual 

If any such product proves defective during this warranty period, Tektronix, at its option, either will repair the defective product without charge for parts and labor, or will provide a replacement in exchange for ..... power cord into a properly wi
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SERVICE MANUAL 

Jul 2, 2000 - shown in the parts list of Service manual may cause shock, fire, or other hazards. 4. ... Some model's power circuit is partly different in the GND. ... SENSOR ..... SCREW TAPPTITE. TT2 RND 3X10 MFZN. I702. 1AT24C08PC. IC ..... POINT IN
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Service Manual 

Before replacing any of these components, read the parts list in this manual carefully. The use of substitutes .... text lines ( Packet 8/30 format 1 ). If such a code ...
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service manual 

Do not use a line Isolation Transformer during this check. Connect 1.5K/10watt resistor in parallel with a 0.15uF capacitor between a known good earth ground ...
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SERVICE MANUAL 

New chassis design enable use of an interactive on screen control. â€¢ The TELETEXT ... (3) Plug the power cord into the wall outlet and switch the power on.
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SERVICE MANUAL 

7-627-553-27 SCREW, PRECISION +P 2X2.5. #9. 7-627-850-28 SCERW, PRECISION +P 1.4X3. #10. 7-627-000-00 SCREW, PRECISION +P 1.7X2.2 TYPE 3.
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SERVICE MANUAL 

North European Model. SLV-E720NC/E725NC. Spanish Model. SLV-E720NP. UK Model. SLV-E720UX. German Model. SLV-E717VC/E720VC. Austrian Model.
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SERVICE MANUAL 

Jul 2, 1997 - 746-38-2. This manual is intended to be used by Huntleigh Nesbit Evans approved service technicians. ..... link (04-6) out of the frame just far enough to clear the castor stem. c) Bend the ...... springs or oil in household refuse.
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SERVICE MANUAL 

4. 5. 79. VS. HS. Q20,23. Q21,24. Q22,25. SWQ4. INVQ15. INVQ17. CVBS IN ...... FS. PJE YM PJE YS PJE B PJE G PJE R SP SW. SCL SDA. GND. 50-60 N.C..
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Service Manual 

Service Manual. Colour Television .... When servicing, observe the original lead dress in the high .... case a measurement is outside the limits specified, there is a ...... C1840. ECUV1C104KBX. S.M.CAP. 16V 0.10mF. C1843. ECUV1H104ZFX.
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Service Manual 

220 240 V AC, 50Hz. Power Consumption : 92W. Aerial Impedance : 75Î© unbalanced, Coaxial Type. Receiving System : PAL B/G, I, H PAL 60. SECAM L/L', B/G.
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SERVICE MANUAL 

matically (ACI system). In this case, the T. V. Broadcaster sends a menu in w ...... CN4401 * 1-564-522-11. PLUG, CONNECTOR 7P. CN4402 * 1-564-520-11.
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Service Manual 

L Rear suspension bracket nut. 115. 11.5. 83.0 ...... THERMOSTAT + RADIATOR + FAN + COOLANT. INJECTOR + FUEL ... Thermostat valve lift. 8 mm (0.31 in) ...
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Service Manual 

PLUG PHONE AS. SPC+3C-2WS=150MM. M361. 4853624803. TERMINAL ANT. HIPS BK. M361A. 7128261011. SCREW TAPPING. T2S WAS 2.6X10 MFZN ...
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SERVICE MANUAL 

Replace this Service Manual with "Revision Publishing" when it is issued. 2. REF. NO. PART NO. KANRI .... S5-850-11T-000 FUSE,1600MA 250V !F102.










 














×
Report Wurlitzed 3600 Jukebox service Manual





Your name




Email




Reason
-Select Reason-
Pornographic
Defamatory
Illegal/Unlawful
Spam
Other Terms Of Service Violation
File a copyright complaint





Description















Close
Save changes















×
Signe






Email




Mot de passe







 Se souvenir de moi

Vous avez oublié votre mot de passe?




Signe




 Connexion avec Facebook












 

Information

	A propos de nous
	Règles de confidentialité
	TERMES ET CONDITIONS
	AIDE
	DROIT D'AUTEUR
	CONTACT
	Cookie Policy





Droit d'auteur © 2024 P.PDFHALL.COM. Tous droits réservés.








MON COMPTE



	
Ajouter le document

	
de gestion des documents

	
Ajouter le document

	
Signe









BULLETIN



















Follow us

	

Facebook


	

Twitter



















Our partners will collect data and use cookies for ad personalization and measurement. Learn how we and our ad partner Google, collect and use data. Agree & Close



