






[image: PDFHALL.COM]






Menu





	 maison
	 Ajouter le document
	 Signe
	 Créer un compte







































Wurlitzer 3700 Jukebox Service Manual

scquence until ~naximum credits have been accum- ulated to ~ C ~ I I T ... 138235. Thumbscrew (2). 35745. 16. Coin Switch. 131186. Plug, 9. 131174. Pin Terminal (5) ..... Turntable Drive Wheel Adjustment. Turntable Speed ...... Black. Purple. Black. Gray. Black. White. Black. Tan. Black. Brown. Orange. Red. Orange. Tan. 

















 Télécharger le PDF 






 7MB taille
 22 téléchargements
 875 vues






 commentaire





 Report




















SPECIFICATIONS WURLITZER AMERICANA SERIES 100 - 160 - 200 SELECTION PHONOGRAPHS



CABINET DIMENSIONS Height



DOME LOCK KEY CASH BOX LOCK



....



....



-



Depth - 27 3f4"



52 1/4"



Width



-



40"



RW 110 Ace WCX S e r i e s



DOLLAR BILL CASH BOX LOCK



....



A c e WCX S e r i e s



POWER REQUIREMENTS Standby 117 Volts 60 Hertz 200 VA (120 Watts)



Operational



117 Volts 60 Hertz 360 VA (230 Watts)



CABINET ILLUMINATION 1 - 30" 1 8 W and 1 - 33" 25W F l u o r e s c e n t . CREDIT EQUIPMENT Slug R e j e c t o r D o l l a r Bill A c c e p t e r C r e d i t Unit



............ ......... ..............



RECORD CHANGER Wurlitzer Wurlamatic T u r n t a b l e Speed Records Record L i b r a r y 100 Selection Phonograph 1 6 0 Selection Phonograph 200 Selection Phonograph



........... ...............



WURLITZER



National Simplex IV National Buck P a s s e r W u r l i t z e r E l e c t r o n i c Bonus Accumu1a:or



3 3 . 3 and 45 Automatic Intermixed 7" - 3 3 . 3 and 45 RPM



....



.... ....



50 r e c o r d capacity 80 record capacity 100 r e c o r d capacity Page B



KEYBOARD - 200 Selection Phonographs LP s e l e c t i o n s c a n b e p r o g r a m m e d in t h e A only o r A t h r u K s e c t i o n s 1 t h r u 0 . Minimum LP p r o g r a m m i n g 5 LP r e c o r d s , 10 s e l e c t i o n s . Maximum LP p r o g r a m m i n g 50 LP r e c o r d s , 100 s e l e c t i o n s . Automatic P r o g r a m m e r (when phonographs are s o equipped). P r e s e t 1 P r o g r a m s e l e c t s r e c o r d s E l - E 3 - E 5 and F 1 - F 3 - F 5 , a l s o E 7 - E 9 and F 7 - F 9 if s o d e s i r e d . P r e s e t 2 P r o g r a m s e l e c t s r e c o r d s J1-J3-J5 and K1-K3-K5, a l s o J7-J9 and K7-K9 if s o d e s i r e d . T h e Automatic P r o g r a m m e r c a n b e optionally s e t f o r six, eight o r t e n s e l e c t i o n s in t h e E - F and J-K s e c t i o n s . NOTE If the Phonograph i s equipped with P r e s e t P r o g r a m s it i s not a d v i s a b l e t o place LP a l b u m s in the E, F , J o r K s e c t i o n s of the r e c o r d m a g a z i n e . However, LP Albums m a y b e placed in t h e A, B, C, D, G and H s e c t i o n s . KEYBOARD - 160 Selection Phonographs LP s e l e c t i o n s c a n be p r o g r a m m e d in t h e 1 only o r 1 t h r u 8 s e c t i o n s A t h r u V Minimum LP p r o g r a m m i n g 10 LP r e c o r d s , 20 s e l e c t i o n s . Maximum LP p r o g r a m m i n g 8 0 r e c o r d s , 1 6 0 s e l e c t i o n s . KEYBOARD - 100 Selection Phonographs LP s e l e c t i o n s c a n b e p r o g r a m m e d in the A only o r A t h r u E s e c t i o n s 1 t h r u 0 . Minimum LP p r o g r a m m i n g 5 LP r e c o r d s , 1 0 s e l e c t i o n s . Maximum LP p r o g r a m m i n g 25 r e c o r d s , 50 s e l e c t i o n s . SOUND SYSTEM Solid S t a t e A m p l i f i e r . .. W u r l i t z e r Model 556 W u r l i t z e r Model 554 Power Supply Astatic Pickup . Dual T i p Diamond .7 Mil Stylus 80 w a t t s m u s i c power Power Output t o t a l Multiple t a p low impedance plus constant v o l t a g e . Output Impedance . .



...



. ...



..



....



.... ..



CABINET SPEAKERS 2 - 12" Lower - Range S p e a k e r s 2 - 6" Upper - Range S p e a k e r s



-



AMERICANA ACCESSORIES Remote Volume C o n t r o l Kit 219-B Microphone Kit 220A Stepper, 100 and 200 Selection, Model 270 Stepper, 160 Selection, Model 271 Bill Validator (Buck P a s s e r ) Kit 235 Income C o m p u t e r , Model 225 Wall Box, 200 Selection (with S p e a k e r s & Golden Bar), Model 5220-L Wall Box, 200 Selection (without S p e a k e r s o r Golden Bar), Model 5220A-L Page C



Part Part Part Part Part Part Part Part



No. No. No. No. No. No. No. No.



141186 136931 138849 138850 140930 138673 125555 125557



WURLITZER



-



Wall Box, 1 0 0 Selection (with S p e a k e r s & Golden Bar), Model 5225-L Wall Box, 1 0 0 Selection (without S p e a k e r s o r Golden Bar), Model 5225A-L W a l l Box Bar Mounting Bracket (Chrome), Kit 1 9 1 Wall Box Bar Mounting Bracket (Aluminum), Kit 192 Wall Box Mounting Plate, 5220-5225 W a l l Box Mounting Plate, 5220A-5225A Wall Box Booster T r a n s f o r m e r , Model 222C Speaker, Wall, Rectangular Type, Model 5127 S p e a k e r , Wall, Wedge Type, Model 5128



WURLITZER



Part Part Part Part Part Part Part Part Part



No. No. No. No. No. No. No. No. No.



125547 125549 126469 126470 126984 126985 137182 140288 140189
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SECTION A



COIN AND CREDIT EQUIPMENT



k-



'



1'



.



..-... ..-k'



SLUG REJECTOR ELECTRONIC BONUS ACCUMULATOR Rejcct Hod hdjustmcnr



Page 2A



Slug Rejector Mounting Plate Adjustment



Pagc 2A



Coin Switch r l d j u s t m e n t s



Page 3A



Electrunic Bonus Accumulatar



Page 4A



Slug Rejec tar Mounting Assembly Illustrated Parts List



Page 5,4



I Y URLITZ E R



Page l A



SECTION A



REJECT ROD ADJUSTMENT Open pllonograph dame assembly and removc the program holder, t h e n close dome assembly. Depress reject button f i r m l y . View ing SLUG REJECTOR thrrrugh fhe dome assembly, verify that t h e BRACKET and CAM ASSEMBLY is frilly depressed with i / 4 ' h f t h e reject button r e m a i n i n g . Should adjustment of t h e REJECT ROD be necessary, loosen REJECT ROT) ADJUSTIhrG NUTS a n d position t h e REJECT ROD as required f o r proper opcsation. Tighten REJECT ROD ADJUSTING NUTS.



REJECT ROD ADJ USTING NUTS



REJECT ROD



RETAINING SPRING MOUNTING SCREWS (Typical)



BRACKET and CAM ASSEMBLY



SLUG REJECTOR



SLUG REJECTOR MOUNTING PLATE ANGLE and G U A m ASSEMBLY



SLUG REJECTOR MOUNTING PLATE ADJUSTMENT



Be sure that the phonograph is positioned an a level surface p r i o r t o making any adjustments to the SLUG REJECTOR MOUNTING PLATE. Should it be m e s s a r y to c o m p e n s a t e f o r uneven footing, the following methods may be used. 1.



Side t o side leveling of the phonograph may be accomplished by placing blocks o r s t r i p s under the casters on t h e low side of the cabinet. Check SLUG IIEJECTORfor proper coin acceptance.



2.



Fronttoback-lcvelingaftheSLUGREJECTORmaybeaccomplishedbylooseningthe seven MOUNTING SCREWS and positioning the SLUG REJECTOR MOUNTING PLATE as
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WUR LITZ E R



SECTION A required



.



acceptance



Tighten MOUNTING SCREWS. Check SLUG REJECTOR f o r proper coin



.



NOTE A c c e s s to all MOUNTING SCREWS is a c c n m p l i s h e ~ lby lifting t h e RETAmTmG SPRING, movirrg t h e top of rhe SLUG REJECTOR t u the left t h e n lifting out. COIN SNITCH ADJUSThTEiZTS



Rennove ANG ZE and GUARD ASSEMBLY to obtain access to coin s w i t c h . A.



With coin swicch paddlcs resring flush against bottom of slug rejector, verify spacing b ~ t w e e ns ~ itch v mounLing bracket and cover a n d cll13 a s s e n ~ b I y is 114".



I3.



Tensian of the long ~novableblades nluvt bc suffic ieilt to hold the c o i n switch paddles against botrom of slug r e j e c ~ o r



.



C.



D,



TliesrXfenerbladesshouldbcsctto p r o v i d e -060 t o -070 opening between contacts of s h o r t and long movable contact blades .



IF



The s h o r t blades m u s t bear against stifleners with sufficienr tension ro prcvetlt vibration. This shoulcl be 1 I/:! to 2 grams 011 t h e 5, 111 ancl 25 cent blades and 3 to 5 grams on t h c SO cent blade.



The tension of the long movable blades should be a d j u s t e d s o a thin coin, w h e n stopped on it's coin parldle by holding t h e paddIe up, w i l l upon releas ing t h e paddle, actuate the movable hladc, close t h e contacts t h e n clear p a d d l e .



1.



Install SLUG REJECTOR in pl~onographand a p p l y powcr



.



Test each i n d i v i d u a l coin crack [en consecutive t i m c s with coin of varied wear. If a coin fails to register, that particular coin switcll should be examined a n d , if necessary, readjus terl . Check SLUG RGJ EGTOR lor proper alignmenr



2.



.



ELECTROXIC BONUS A C C U M U J A T O R Tllc Electronic Bonus A c c u m u l a t u r , hereinafter referred to as UO/hC, is a solid state electronic creclit accumulator dcsigned to providc a method of credit: accumulation, brlth s t a n d a r d a n d bonus, resulting from t h c deptls iting of coi tlagc of all clcnominations Ir xv ill also a c c u ~ ~ ~ u lcreclits ate rest1 Iring f r o m the clepos iting of d o l l a r bills in Phonograplls



.



U'URLITZ E R
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SECTION A cquipped with Dollar Bill Accepters. The coins a n d / o r cIoIlar biIIs may be rlepos ired i n any scquence u n t i l ~naximumc r e d i t s have been a c c u m ulated to ~ C ~ IitI tTh e selection of tli i t t y -one s t a n d a r d plays The a m o u n t of credits requ ired f a r each standard play a r c governed by ~ I I E plug l a Program C:arrE.



.



Progra111 C a r d , Part No. L3S112, is s u p p l i e d with the BOJAC Any conlbinativn of coinage equrrlling .25, .5U, .7.5 o r 1 -00, us tng this Program Carrl, w i l l p r o v i d e the following:



.



PRICE AND BONUS



I.



3.



Singles - T w u f o r 2 5 , five Tor .SO, cighr f o r - 7 5 and twelve for 1.00.



b.



LP% - Onc f o r



I 1



1 I



I



u';;RL~~R"



so/AC MODEL NU. 555



c



.25, two for: .SO, tllrcc [or .75 and i u u r f o r 1.011, provided the Phonograpli is progl-arnmed f o r LP's and t h e C o ~ l v e r s i o n I'lug, 1r)ca~eclon the S e l e c t o r Switch A s s e m b l y , is s c t 11p lor ZT's.



.



Six, P ight or ten preseIcctcd singles for .50 pi:[)v idecl the Phonograpll is equipped ro play



preselected programs



.



Slinulcl a pricing change h e dcs ired, additional Programs a r e available t h r o u g h your local IVurlitzer D i s t r i b u t n r . Access t o the P r ~ g r a mCard, installed i n the B O J A C , is obtained by removing t h e PRICE AND BOWS PROGRAMMING CARD C o v e r located on the C o v e r of t h e BO/AC



.



NOTE



The base of the Program C a r d s a r c slotted t o prevent improper insertion when installing Program C a r d s in the BO/AC.



A list of additional Coin Denomination L a b e l s may be f o u n d on Page 813 of chis Service Manual. TI1is 1ist p ~ - o v i d e st h e Dcpos it Instructiens, Coin Dcnom ination Label Part Nurnbcrs, F r i u ing, Selections, a n d Program C a r d Part Nwnlber f o r each Coin Denomination Label.
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WURLITZ E R



SECTION A



1. Cover and Clip Assembly



2. 3. 4.



5. 6. 7. 8. 9.



10.



11. 12.



Cable Clamp (2) Locating Pin and Catch Assembly Actuator, Reject Button Pivot Pin, Lever Spring, Actuator Retaining Ring (2) Pivot Bracket and Bracket Assembly Pivot Shaft Retaining Ring Support Bracket, Reject Rod Spring, Return, Reject Rod Reject Rod Keps Nut, 1/4-20 Nut, 1/4-20 Lockwasher Coin Entry Chute Spacer (4) Screw, 8-32 x 1/2 HEX SWAGE Mounting Bracket, Lower Retaining Ring, Slug Rejector Washer



WURLITZER



1 3 . Mounting Plate and Bracket Assembly 1 4 . Mounting Plate, Slug Rejector 1 5 . Angle and Guard Assembly Thumbscrew (2) 1 6 . Coin Switch Plug, 9 Pin T e r m i n a l (5) Lockwasher (2) Screw, 6 x 5 HEX Z (2) Speednut 1 7 . Mounting Bracket and Guard Assembly Washer ( 2 ) 1 8 . ShaR 1 9 . Copper W a s h e r 20. Long Paddle 21. S p a c e r 22. Copper Washer 23. Copper Washer 24. Short Paddle 25. Iron Washer 26. Iron Washer



140711 138189 138235 35745 131186 131174 132000 73604-5 76626-5 74750-5 138233 54024 119107-C 119107-F 119107-A 119107-D 119107-F 119107-F 119107-B 119107-E 119107-E



'



-
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SECTION I3



KEYBOARD SELECTOR SWITCH ASSEMBLY



CONTROL BOX



SELECTOR SWITCH AND ELECTRIC SELECTOR



C o n n e c ~ a rLink Plate A d j u s t m e n t



Page 2 B



Larch Solenoid Stop Bracket, Latch Solenoid a n d Latch Solenoid Switch Adjustment
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Letter and Number Latch Lever A d j u s t m e n t



Page 3 B



Letter and Number Larch Switch Adjustrnenr



Page 5 B



Control Box Assembly Illustrated Parrs List



Page 6 B



Printed Board Assemblies - Cuntral Box



Page 7B-9B



Selector Switch Assembly Illustrated Parts List



Page 10B



Mounting Bracket, Switch and Cable Assembly Illustrated Parts List
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SECTION U



CONNECTOR LINK PLATE ADJUSTMENT A.



Loosen the LETTER and NUMBER LATCH LEVER ADJUSTDIG SCREWS.



NUM8ER LATCH LEVER ADJUSTING SCREW



LETTER LATCI-I LEVER ADJUSTING SCREW



B.



Loosen NUMBER a n d LETTER CONNECTOR LINK PLATE ADJUSTING SCREWS.



1 \



NUMBER CONNECTOR LINK PLATE ADJUSTING SCREWS



LETTERCONNECTOR LINK PLATE ADJUSTING SCREWS



NUMBER LTNK and LEVER ASSEMBLY



C



.



Fully depress a number button, t h e n position t h e KUMBER LINK a n d LEVER ASSEhlBLY in a vertical position. Tighten t l NUMBER ~ CONNECTOR LINK PLATE ADJUSTTXG SCREWS.



Page 2B



LETTER LINK and LEVER ASSEMBLY



D.



Fully depress a letter button, t11en position the LETTER LINK a n d LEVER ASSEMBLY in a vertical position. Tighten t h e LETTER CONNECTOR LINK PLATE ADJUSTING SCREWS.



WURLITZER



LATCH SOLENOID STOP BRACKET, LKTCH SOLENOID and LATCH SOLENOLD SWITCH ADJUSTMENT A.



B.



V e r @ t h a t t h e R E L E A S E L E V E R i s in its normal rest position.



LATCI-I SOLENOID STOP ERACKET ADJUSTING SCREWS



LATCH SOLENOID



LoosenthcLATGI-JSOLENOLDSTOP BRACKET ADJUSTTNG SCREWS.



LATCH SOLENOID SWITCT-I ADJUSTING



ACTUATOR



LATCH SOLENOID ADJUSTNG SCREWS



LATCH SOLENOID STOP BRACKET



LATCH SOLENOID



LETTER LATCH LEVER RIGI-IT HAND T R I P LEVER



1/64" t o 1/32" CLEARANCE



LEFT HAND TRIP LEVER



C



.



E.



1/64" t n 1/32" CLEARANCE



RELEASE LEVER



RELEASE LEVER ADJUSTING SCREW



Loosen LATOI SOLENOID SWITCH ACTUATOR ADJUSTING SCREW.



D.



Position LATCH SOLENOIl3 STOP BRACKET to provide 1/64" to 1/32" CLEARANCE between stud of t11c LEFT IiAND TRIP LEVER a n d t h e stop pad of the LETTER LATCH L E V E R .



SetrheLATCHSOLENOLDSWITCH



F.



Adjust t l ~ cRELEASE LEVER ADJUSTING SCREW as necessary t o provide 1/64" t o 1/32" CLEARANCE between t-he square s t u d of t h e NUMBER LATCI-I LEVER and the RIGHT HAND TRIP LEVER.



button in the extreme left position then position the right hand tab of the SOLENOID SWITCH ACTUATOR f i r m l y against the LATCH SOLEKOID SWITCH button. Tighten SOLENOID SWITCII ACTUATOR ADJUSTING SCREW.



G,



NUMBER U T C H LEVER



Loosen the LATCI-I SOLENOID ADJUS TmlG SCREWS.



1



Manually b o m ~ i nrile LATCH SOLENOID PLUNGER ancl a d j u s t the LATCH SOLENOID to position the LATCH SOLENOID SWITCH button to t h e extrc rn erl right Tighten LATCT-I SOLENOD ADJUSTING SCREWS.



.



NOTE: Excercise extreme care not t o over-travel the LATCH SOLENOLD SWITCH when performing Step H t o preclude damage to the switch.



WURLITZ E R
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SECTION 13



LETTER AND NUMBER U T C H LEVER ADJUSTMENT \krify t h a t the LETTER and NUhlt3E R LnTC3-I LEI'FR ADJUSTING SCREWS arc loase, t h e n manually o r electrically accuntc the LATCI-I S O L E N O D



.



A.



Manually hold a lettcr h u t t o n fully depressed, then actjust the L E T T E R LATCH LEVER so that its s t o p tab rests f i r m l y againsl: the square s t u d of t h e LEFT I - I h i D T R I P L E V E R .



\



13.



Maintain t h e seaing of Step A and tigliten the LETTER LATCH LEVER ADJUSTING SCREIV. Check each letter button l o r proper Iatclllrrg and selecror s w i t c h cantact engagement.



LETTER LATCH LEVER ADJUSTING SCREW



NUMBER LATCH LEVER IIDJUSTING SCREW



LETTER LA LEVER



LATCH SO1 NOID



LEFT H h V D TRIP LEVER C.



Manually hold a n u m b e r bunon f u l l y depressed, t l en ~ a d j u ~Tllc t NUMBER LATCH LEVER so that thc square s t ~ t d of t h e NUMBER LATCI-I LEVER rests f i r m l y against the stup tab of the RIGI-IT HAND T R I P L E V E R .



RIGHT HAND TRIPLEVER



D.



NUMBER LATCH



LEVER



h?aintairl the setting of St-ep C and rightcn tlie NLJMBER LATCH LEVER ADJUSTING S C R E W . C I ~ e c keach number bumon for proper latching and



.



selector switch contact engagetr~cnt



NOTE The contacts of t11c LETTl* 1-ntatii ICEC:OlZI3 MAGAZINE r r ~ l c 1i SIDE 1 READOUT SIY ITCH actuates, re leas i ~rgLOC'Kn'(l PIX ~VII ic:h shr~rrld strikc t.scapamont of REC'OIZD MAG,\ZTNE FLATE ur 1/4 01 ESCAPEhlEN'T SLOPE LRNGTI-I f r o m top r r f escapement as shr~wn.



.



l{eIe;lsc IIECORD MIIGAZINT: ancl v e r i l y t l l a ~RECORD M~lGr17_TNEis i n p u s ~ t i o n tn play selectintr A-1



.



1/4 OF ESCIIPEXIIE~~T SLOPE LENGTI I



RECORD MAGAZINE I'LAT t.=



LOCKING FIN LOCKING l l R M



0.



Sliould acljustmcnt be n e c e s s a r y , a d j u s t SIDE I READOUT SWITCH ADJUSTING S C R E W as rcquirucl t o sat~sfyrcqitiruments nf Steps M a n d N Tu r-11 XIlJ!TCSTI N G SCIpera'tiun v l SIDE 1 READOUT S\VITCl1.



1).



.



SIDE 2 READOUT S \\'ITCH AD] USTTNG SCIIEW



SIDE 2 IlEADOlJT S \VTTC1H hCTCT!1TO R



ST1315 1 RErlDOUT S\VTTYFl ACTUATOR



SIDE 1 READOCJT S \V"JITc:M IIDJ USTING SL1!II~iV



Q.



S



.



R.



M s ~ ~ u a l Irotate y REC:URD MAC;-AZTNE TU "Ifome" p o s i t i o n a n d m a n u a l l v cancel selected LATCII P I N .



Uhscrve LOCKTNG PIX and s l u w l j *



T.



rotate RECORD MrlGrZZINE u n t i l SIDE 2 ltEADOUT SLVITC-FI acmarcs, relcas ing LOCKING PTN w l icI1 ~ sli ou ld strike Pscapcrnenc o i IiECORD MAGAZIKE PLATE at I/-! OF E S C A P E h l E N T SLOPE LENGTH f ~ o mlop uI e s l - a l ~ c ~ l i c t ~ i t
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Pusi~ioi~Li~~eSwltc.ht~~OI~E'tl~e~~ON and sclcct X-2 ( U - 1 011 h)lodel J j b l l ) ,



Release RECORD XTrZGAZISE and



\.urifv that REYORI3 .\IAGi27,1NE pnsition tr) play sclectirrn :I-2 ( U - 1 on ModcI 37611).



is



111



WURLITZER



5.11- ETY S\\'T-I'C'l I .lP]!7[ 'S-I'hl E ? , T



1.



\\'it11 l ~ L ~ ~ ~ rC'IFILIILJC~' ~t:tl ill "I 1 1~ I I I U " 110sI L ~ I ~ I I . 111a~l~till1>. I I O ~ L ~ J I I I5Al: F3-i S\LrrTt'T I lTr:l-lY IR d g ; 111.5~ ~ sv.!irch . T l l o r u q I 1 l l 1 1 1 r l IIC I $2" I'LI::\li :1$1:111 IlcM1eun S.4 I-E'I'S S\\' ITC'I I ;iY SLr,\TL)R A I I L [ L ' L:\h1l7 PiS. 1'



13.



-



S l ~ o u l :~~ld j u s t m e i i thu ~ ~ e u u s s c ~ Irt\l o- ,s e n SA LrET\i' S'iVI'I'C'I 1 :iDJCSTISC; SC' Ill? WS nil i ~ r l j u sSA1t ET't' S!ZrI*TC'I I ,IS ~-clquired t t j s;lt1~1\/ t-ccl~iit-uinr_'nt r ~ l ' Step A . ' T ~ s l ~ t cSnt 1 I;E'Trr S \Z!ITt'li AD]L!S'I'IXC; SL-l?E\\lS.



UAI L AND BUS1 IING ASSEMLEfi'


SIDE 1 RECORD T U R N ARM I



,!
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WURLITZER



SECTION C RECORD TAKEOUT ARM STOP ADJUSTMEhTT Make the following adjustment with the Record Changer in "I-lorne" position.



A.



Position a straight edge on TURNTABLE as shown. There should be 1 / 8 " TO 5/32" CLEARANCE between straight: edge and h e a d of RECORD TAKEOUT ARM STOP ADJUSTMENT SCREW.



Adjust RECORD TAKEOUT ARM STOP ADJUSTMENT SCREW as required t o satisfy requirement of Step A .



l3.



RECORD TAKEOUT ARM STOP ADJUSTMENT SCREW



TURNTABLE



RECORD TAKEOUT ARM TURN ADJUSTMENT A.



Select A-2 ( B - l on Model 3760). Position Service Switch to OFF when selected record is in "Play" position. Remove record from TUIWTABLE



.



B.



Surface of TURNTABLE t o be 1/32 " TO 1/16 " below V of RECORD TAKE -



OUT ARM ROLLERS. RECORD TAKEOUT



ARM ROLLERS



I



i



/ TURNTABLE



!\rUR LIT Z E R



I J 3 2 ' T O 1/16" BELOW V OF RECORD TAKEOUT ARM ROLLERS
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SECTION C C



.



Should adjustment be neccssarv, adjust SIDE 2 RECORD TURN ARM ADJUSTMENT SCREW as required t o satisfy requirement of Step B



D



.



Place rcc ord back on TLTRNTABLE Pos itioo S e r v i c e Switch t o ON a n d cancel selected r e c o r d .



.



STDE 1 RECORD TURNARM ADJUSTING SCREW



.



SIDE 2 RECORD



Select A-3 ( C - 1 011 Model i3760). Posit ion S e r v i c e S w i t c l ~t o OFF when selected rccord is i n "Play" position. Remove selected r e c o r d f r o m TURNTABLE and repeat: Steps B, C ancl D using STDE I RECORD TURN ARM ADJUSTMENT SCREW.



TURNTABLE DRIVE WHEEL ADJUSTMENT F o r rhe following adjustment Record C h a n g e r m u s t be in "Homett position.



A.



Verify that clearance between T U R N TABLE DRIVE W H E E L and the 45 RPM partion of the TURNTABLE MOTOR S LEEVE is 1/64" t o 1/32" as shown.



TURNTABLE ADJUSTMENT PLATE



3.



Should adjustment: be necessary, looscn t h e TURNTABLE ADJUSTMEh'T PLATE MOUNTING SCREW and a d j u s t t h e TURNTABLE ADJUSTMENT PLATE as required t o satisfy the requirement of Step A . Tighten TURNTABLE ADJUSTMENT PLATE MOUNTFNG SCREW, I



TURYTAULP,



1/64"



TO 1/32"



CLEARANCE



TURNTABLE



TURNTABLE MOTOR SLEEVE
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SECTION C



TURNTABLE SPEED CHANGE ADJUSTMENTS



A.



S e l e c t a 3 3 1 / 3 R . P . M . r e c o r d . As record is positioned on TURNTABLE, TURNTABLfi SPEED CHANGE SWITCH should actuate with 1J32" t o 1/16" ovestxavel of ACTUATOR.



Should adjustment be necessary, loosen TURNTABLE SI%ED CI-LANGE SWITCH MOUNTING SCREWS and adjust TURNTABLE SPEED CHANGE SWITCH as xequired t o satisfy reqclu irerncnt of Step A . Tighten TURNTABLE SPEED CT-IANGE SWITCH MOUNTING SCREWS.



B.



TURNTABLE SPEED CHANGE SWITCFI



TURNTABLE SPEED CHANGE SWITCH MOUNTING SCREWS



C



.



Manually actuate TURNTABLE SPEED CHANGE SOLENOID PLUNGER.



\



D.



TURNTABLE DRIVE WEEEL should Yi£t 1/4" . TURNTABLE



TURNTABLE SPEED CHANGE SOLENOID



TURNTABLE SPEED CHANGE SOLENOID PLUNGER



TURNTABLE D W E WHEEL



WURLITZ E R
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E,



Verily that TURNTABLE PILOT is still i n 33 1/3 R. P . M . position. Reinstall TURNTABLE, TURNTABLE RING a n d TURNTABLE MOUNTING SCREWS. Tighten TURNTABLE MOUNTING SCREWS and v e r d y proper operation of TURNTABLE PILOT.



Should adjustment be necessary, cancel F. r e c o r d and manually collapse TURNTABLE PILOT t o 33 l J 3 " R . P. M. position. Remove TURNTABLE MOUNTING SCREWS, TURNTABLE RING and



TURNTABLE. Loosen TURNTABLE SPEED CHANGE SOLENOID MOUNTING SCREWS and adjust TURNTABLE SPEED CI-IANGE SOLENOID as required t o satisfy requirement of Step D Tighten TURNTABLE SPEED CHANGE SOLENOID MOUNTING SCREWS.



TURNTABLE PILOT



.



r-



TURNTABLE SPEED CHANGE SOLENOID MOUNlXNG SCREWS



?



TONE ARM LIFT ADJUSTMENT A.



Position Service Switch t o O F F . Select A-1



.



B,



Position Service Switch t o ON. When TONE ARh4 is d i r e c t l y over RECORD TAKEOUT ARM, position Service t o OFF,



1" C L E A M N C E I



RECORD TAJCEOUT ARM
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SECTION C



C



.



There should be 1" CLEARANCE between D TONE ARM a n d RECORD TAKEOUT ARM a s shown.



.



Should adjustment be necessary, adjust TONE ARM LIFT ADJUSTING S C M W as required to satisfy requirement of Step C .



TONE ARM TUBE



TONE ARM LIFT ADJUSTING SCREW'



E.



-



PositionServiceSwitchtoONandcancel selected record .



STYLUS BRUSH ADJUSTMENT A.



Position Service Switch t o O F F . -Select A-2.



B.



Position Service Switch to ON. When TONE ARM is directly over STYLUS BRUSH, pos ition Service Switch to OFF. STYLUS BRUSH HOLDER



1/64"TTO 1/32 " PENETRATION



S T Y L U S BRUSI-I



HOLDER MOUNTING SCREW



STYLUS BRUSI-I C



.



STYLUS shouId contact STYLUS BRUSH with 1/64" to 1J32" PENETRATION.



D



.



Should adjustment be necessary, loosen STYLUS BRUSH HOLDER MOUNTTNG SCREW and adjust STYLUS BRUSI-I HOLDER as required to satisfy requirement of Step C Tighten STYLUS BRUSI-I HOLDER MOUNTING SCREW.



.



WURLITZER
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SECTION C



TONE ARM RELEASE ADJUSTMEhT A.



Makc a record selection. Pos irion Service Switch t o OFF Lo stop Record Changer when T O N E ARM Iias started down on record, but prior to TONE ARM touching record



R.



.



There should bc ZERO CLEARANCE ( n o play) between ADJUSTMENT LEVER and BUSHING ASSEMBLY, LEVER and BUSHING ASSEMBLY, and PIVOT ARM a n d PIN ASSEhU3LY.



TONE ARM



LEVER a n d BUSHING ASSEMBLY



ADJUSTMENT LEVER and BUSHING ASSEMBLY E



* . _ I I."



TONE ARM RELEASE ADSUSTING SCREW



C.



There should be ZERO CLEARAlJCE bemeen hDJUSTh4ENT LEVER and BUSI-IING ASSEMBLY and TONE ARM RE LEASE ADJUSTING SCREW.



PIVOT ARM and PIN ASSEMBLY



D.



Should adjustment be necessary, adjust TONE ARM RELEASE ADJUSTING SCREW as required to satisfy requirernents of Steps B and C



.



TONE ARM FEED-IN and TRIP SWITCH ADJUSTMENTS A.



Makearecordselection. Position Service Switch t o OFF to s t o p Record Changer when TONE ARM h a s started down on record, but p r i o r to TONE ARM Couching r e c o r d . TONE ARM STYLUS should be 3 11/32" from t i p of TURNTABLE PILOT.



B



.



Should adf ustment be necessary, loosen TONE ARM LOCKING SCREW and adjust TONE ARM FEED-IN ADJUSTING SCREW as required to satisfy the requirement of Step A. Tighten TONE ARM LOCKING SCREW.



TONE ARM



2 3/32"



DIMENSION



3 11/32" DIMENSION



TONE ARM STYLUS
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SECTION C C



.



Position Service Switch t o ON t o play record TRIP SWITCH s h o u l d ac tuatc when TONE ARM STYLUS is 2 :3/32" f r o m tip oh TURNTABLE PILOT.



.



D.



Should adjustment be necessary, adjust T R P SWITCH ADJUSTING SCREW as required t o satisfy r e q u i r e m e n t of Step C .



T R I P SWITCH



TRIP SWI'lXXl ADJUSTING SCREW



TRIP SWTTOI ADJUSTING PLATE



TONE ARM FEED-rn ADJUSTLNG S C R E W ADJUSTING PLATE ADJUSTIXG SCREW



E



.



With Record Changer in "EIorne" pos ition, manually actuate TRIP SWITCH ACTUATOR. Slowly release



TONE ARM LOCKING SCREW F



.



ACTUATOR. When TRIP SWITCH



Should adjustment be necessary, loosen ADJUSTING PLATE ADJUS TNG SCREW and adjust TRIP SWITCH ADJUSTING PLATE as required t o satisfy t h e requirements of Step E



.



resets, ACTUATOR shauId be 3/32" t o 1/8" iron1 TRIP SWITCH ADJUSTING PLATE.



P U Y SWITCH ADJUSTMENT A.



.



Select A-1 Position Service Switcl-1 t o OFF when selection is in "Play" position.



B.



Verify that' PLAY SWETCH actuates with overtravel. The SWITCH ACTUATOR must not bottom on SWITCH BODY.



-



PLAY SWITCH MOUNTWG SCREWS



- PLAY SWITCH ACTUATOR SET SCREWS



C



.



Sl~ouldadjustment be necessary, loosen PLAY SWITCI-1 kIOUNTING SCREWS and adjust P-L9Y SWITCH as required t o s a t i s f y the r e q u i r e m e n t of Srcp B. Tigliten PLAY SWITCI-I MOUNTTNG SCREWS.



lVURLITZ E R



D.



Loosen SET SCREWS a n d position CAM LOBE as s h o w n . Tighten



SET SCREWS. E.



Pns ition Servicc S w i t c h r u ON ancl cancel selected record



,
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SECTION C



Wit11 u record on the turntable and T O N E ARM in playing pos 1tion, apply STYLUS GAUGE 3/8'"rom e n d of TONE ARM as sliown.



A.



R.



Stylus should break contact w ~ t hrecord at S to 7 Grams of u p w a r d prep a s ~asr ~ indicarccl on STYLUS GAUGE. Should a d j u s t m e n t be r e q u i r e d , proceed ta Step C .



STYLUS GAUGE



/ TONE ARM



6



C



.



T o a d j u s t STYLUS pressure, loosen STOP NUTS and adjust STYLUS



PRESSURE ADJUSTMENT WEIGHTS as required to satisfy t h e requirement 01 Step B. Tighten STOP NUTS.



STOP NU



t



STYLUS PRESSURE ADJUSTMENT W E IGIJTS



SECTION C



TURNTABLE PILOT RESET ADJUSTMENT A.



Make a selection. U s i n g Service Switch, stop Record Changer when TURNTABLE PILOT has been lifted t o maximum height



There should be 1/32" t o 3/64" CLEARANCE between PILOT LATCH LEVERS and TURNTABLE RLYG as shown.



B.



'TURNTABLE RING



\



1/32" to 3/64" CLEARANCE -"f5-



.-



TURNTABLE



TURNTABLE PILOT LEVERS C



.



Should adjustment be necessary, adjust TURNTABLE PILOT LIFT ADJUSTING SCREW as required ta satisfy requirement of Step 13.



D



TURNTABLE RESET LEVER and HUB ASSEMBLY



.



Fos ition Service Switch t o ON, t h e n select a 33 1/3 R.P.M. r e c o r d . With selected record in "PI&$" position, verify that there is VISUAL CLEARance between TURNTABLE RESET LEVER and HUB ASSEMBLY and PILOT TUBE WASHER.



\



PILOT TUBE WASHER



-



TURNTABLE PILOT LIFT ADJUSTING SCREW GVURLITZER
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SECTION C



INDEX TO PARTS DRAWINGS



R e c o r d Magazine A s s e m b l y



Page 3 1



Selection A c c u m u l a t o r



Page 32 -33



.



Page 34-35



R e c o r d C h a n g e r L.H



C a m and G e a r A s s e m b l y R e c o r d C h a n g e r R .H



.



Page 36-37 Page 38-39



T u r n t a b l e and Mounting Plate A s s e m b l y



Page 40-41



Tone A r m A s s e m b l y



Page 42



R e c o r d Takeout A r m



Page 43



Turntable Assembly



Page 44
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SECTION C



RECORD MAGAZINE ASSEMBLY 1. Label, Record Playing 2 . Label, Record Playing (Numbers 2 through 8) 3 . Label, Record Playing ( L e t t e r s C through K) 4 . Label, Record Playing (Number I ) Label, Record P l a y i n g ( L e t t e r s A and B) Label, Record Playing ( L e t t e r s F and G ) 5 . Label, Record Magazine Loading 6 . Label, Record Magazine Loading



WURLITZER



3700



136770



3760



136771



3710



136773



3760



136772



3710



136774



3710



136775



3700-3710



134714



3760



134873



7. 8. 9. 10.



Record S e p a r a t o r Assembly Casting, Record Holder Plate and G e a r Assembly F i l l e r , Record Magazine 3700-3760 F i l l e r , Record Magazine 3760 Support Assembly, 3760 Magazine F i l l e r Mounting Bracket Assembly 3760 Filler,Record Magazine(2) 3710 Support Assembly, Magazine F i l l e r ( 2 ) 3710 Mounting Bracket 3710 Assembly (2) 11. Record S e p a r a t o r and Counter Assembly



135982 136521 135958 136513 136514 138824 136516 136515 138823 136516 135979
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SECTION C SELECTION ACCUMULATOR ILLUSTRATED PARTS LIST 128321 1 . Latch Pin, Inside 128320 2 . Latch Pin, Outside Spring, Latch Pin, Selection Accumulator 128322 3 . Ring and S p a c e r Assembly 3700 133532 3760 134245 Ring and S p a c e r Assembly Ring and S p a c e r Assembly 3710 134082 S p a c e r (8) 128324 4 . Plate, Pin Stop 133348 5 . Shaft and Magnet A r m Assembly, Selection Accumulator 133499 6 . Bobbin and W i r e A s s e m b l y ( 2 ) 133375 7 . Shield and Support Assembly 138786 8 . Contact Plate and Blade Assembly (2) 138299 9 . T h r u s t Washer (2) 122630 1 0 . Ball R a c e 122631 11. Spacer, Selection Accumulator (8) 133886 1 2 . Contact Board and Cable Assembly 3700 138286 Contact Board and Cable Assembly 3760 138287 Contact Board and 3710 138288 Cable Assembly 131176 Plug, 12 132000 Pin T e r m i n a l (9) 131888 Receptacle, 1 5 Contact T e r m i n a l (15) 132001 Receptacle, 9 131173 132001 Contact T e r m i n a l (9) Receptacle, 12 131175 132001 Contact T e r m i n a l ( l o ) 1 3 . Casting and Bearing Assembly, Selection Accumulator 133531 Clutch Bearing 128638 73571 -64 1 4 . Screw, 1/4-20 x 3/4, Cap (3) Loc kwasher (3) 73605-9 1 5 . Spring Washer 128739 1 6 . G e a r and Hub Assembly, Selection Accumulator, Shaft 128305 73528-29 Set Screw, 8/32 x 3/16 1 7 . Motor Mounting Plate, Selection Accumulator 128291 1 8 . Motor and G e a r Assembly 135136 G e a r and Hub Assembly 128293 Roll Pin 73782-34 133420 1 9 . Support Leg, Selection Accumulator ( F o r S e r v i c e Only) 20. Mounting Bracket, Receptacles 138296 76201 -17 21. Capacitor, . 1 8 mfd . 75V (2) 22. Diode, Zenner (2) 128449 WURLITZER
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SECTION C RECORD CHANGER ILLUSTRATED PARTS LIST, L.H 1 . Record Support 136491 2 . Cam, Override 135922 3 . Drive A r m and Contact Blade Assembly 137318 (Part of Drive A r m and Support A r m Assembly, 137333) Roll Pin 73782-52 4 . Housing and Clutch Assembly 128643 Roller Clutch 128641\ Housing and Bushing Assembly 128384 Bushing 128383 5 . Guide, Ratchet 128367 Spacer (2) 135185 6 . Switch and Bracket Assembly 135959 Switch Assembly 138837 Retainer Plate 63014 Mounting Bracket 135924 7 . Ratchet Wheel and Hub Assembly 128363 8 . Spacer Stud (2) 1359389 . Cover, Override 136458 1 0 . Solenoid 133482 Gripring 76922.12 11. Spring, L e v e r and Link 136154 1 2 . Latch and Pin Assembly 135969 13. Spring, A r m a t u r e 136236 1 4 . Spring, Ratchet Wheel 128647-1 5 . Mounting Plate and Stud Assembly 135964 Spacer, Override 135937 1 6 . Lever Assembly, Override 135967 Retaining Ring 73724-15 17. Spring 135543 18. Counter, Lever and Hub Assembly 138027 Bracket and Pin Assembly 138024 1 9 . Window Plate and Rivet Assembly 134592 20. Plate and Silk Screen Assembly 141118 21. M i r r o r , Record Playing 141111 22. Lamp, No. 1847 138275 . , . 2 3 . Light Socket and W i r e Assembly 110454 Receptacle (6) 138838 Contact T e r m i n a l 132001 24. Light Bracket, Record Playing 136466 25. Spacer, Record Playing Plate 137026 26. Magnet and F r a m e Assembly 135771 74840-2 Resistor, 135 ohm, 5 Watt 27. Mounting Bracket, Window Plate 136462 28. Mounting Plate and S p a c e r Assembly 134003 29. Motor and G e a r Assembly 133487 Receptacle, 2 129381 Pin T e r m i n a l (2) 132000 30. Spacer, Selection Accumulator 133402 31. Mounting Bracket and Roller Assembly(4)135707 32. Circuit Breaker 140582 33. Contact Board and Wire Assembly, Std 138878 Plug, 6 131172 Pin T e r m i n a l (5) i32000 Contact Board and Wire Assembly, Deluxe 138879 131890 Receptacle, 15B



34.
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35. 36. 37. 38. 39. 40.



41. 42. 43.



44. 45. 46. 47.



48. 49. 50. 51.



52. 53. 54. 55.



.



132001 Contact T e r m i n a l (15) Receptacle, 15W 131888 Contact T e r m i n a l (10) 132001 Receptacle, 6 138838 Contact T e r m i n a l ( 3 ) 132001 Plug, 6 131172 Pin T e r m i n a l (5) 132000 Cancel Solenoid Assembly 133476 rnternal H a i r Pin (2) 77402-1 Cup Washer (2) 64766 Spring (2) 64780 Plunger (2) 133374 Spring, Readout Switch (2) 133426 Switch and Actuator L e v e r Assembly, Side 2 135803 P r e t r a v e l Bracket and Stop Nut Assembly 135499 (2) Bracket Assembly, Readout ('2.) 133475 Switch and Actuator L e v e r Assembly, 135802 Side 1 Support A r m and Stop Nut Assembly 137315 ( P a r t of Drive A r m and Support A r m Assembly, 137333) Roll Pin 73782.51 Retaining Ring 73724-39 Spring (2) 137330 Spring 133418 A r m , Readout 133535 Shaft, Drive A r m 135929 ( P a r t of Drive A r m and Support A r m Assembly, 137333) Bracket, Contact Plate 136039 74824-2 R e s i s t o r 175 ohm, 5W (2) Contact Plate and Blade Assembly, Dlx. 136438 Contact Plate and Blade Assembly,Std. 136472 Positioning Plate, Magazine. Lock 135212 Locking A r m and Link Assembly 136431 Spacer 129818 Stop Nut 4-40 74988-7 Spring 128748 Switch 128344 Tapping Plate 128283 Solenoid 128343 Channel and Spring Assembly Left Hand 140393 Spring 140805 Retaining R ~ i (not l shown) 140668 Retainer, C h a s s i s Spring (2), Part of Item 51. 136506 Spring (2), Part of Item 5 1 . 61059 Retainer, C h a s s i s Spring (2), Part of Item 5 1 . 134735 Mounting Plate 136076



Page 35C



SECTION C



WURLITZER



.



SECTION C



CAM AND GEAR ASSEMBLY ILLUSTRATED PARTS LIST 1. Plate and Pivot Pin Assembly



2. 3. 4. 5. 6. 7. 8. 9. 10. 11. 12. 13. 14. 15. 16. 17. 18. 19. 20. 21. 22.



137897 Actuating A r m and Hub Assembly 137928 Actuating A r m and Hub Assembly 137933 Spring, Record Takeout Segment G e a r 133096 Segment Gear, Record T r a n s f e r 137936 Roller Bracket Assembly 137937 Mounting Bracket, T r a n s f e r Switch 137954 Switch, T r a n s f e r 138772 Tapping Plate 128283 Shaft and Gear Assembly, Record T r a n s f e r 137905 73728-37 Retaining Ring (2) Cam Assembly 137943 Lever, Bearing and Pin Assembly, Record Clamp 137907 Spring, Clamp Lever 137911 Bushing, Side Plate (4) 137904 Tapping Plate (used with Item 16) (2) 128283 Play Switch 137952 Cancel Switch (not shown) 137952 Cam and Hub Assembly 137948 Set Screw, 8-32 x 3/16 CUP(2) 73511-29 Plate and Pivot Pin Assembly 137893 73724-25 Retaining Ring (2) Spacer (4) 137960 Lever Bearing and Pin Assembly, Tone A r m Lift 137917 Mounting Plate, Pin and Spacer Assembly 137913



WURLITZER



2 3 . Lever Bearing and Pin Assembly Tone A r m Feed-In 137918 73724-25 2 4 . Retaining Ring 25. Mounting Bracket and Spacer Assembly 137956 26. Motor and G e a r Assembly 136782 G e a r , Motor 135259 73782-32 Roll Pin Plug, 2 129377 Contact T e r m i n a l (2) 132001 2 7 . Motor Brake Assembly 136783 133484 Mounting Plate and Pin Assemhly L e v e r and Pad Assembly 133429 Spring, Motor Brake 133428 Locknut, 4-40 74988-7 Washer 53519 Roll Pin 73782-2 Solenoid 133483 Washer (2) 32629 28. Support, Shaft, Record T r a n s f e r 137926 2 9 . Shaft, Record T r a n s f e r 137927 73724-25 30. Retaining Ring 31. Lever Bearing and Pin Assembly, Record Release 137921 32. Retaining Ring 73724.18 33. Link, Record Release 138017



SECTION C
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SECTION C RECORD CHANGER ILLUS'TRATED PARTS LIST, R .H 1 . Switch, Service 121301 2 . Locating Plate, Record A r m Assembly 136366 3 . Pivot Bracket and Stop Nut Assembly 128611 73515-24 Set Screw, 6-32 x 1/2 Oval 128609 4 . Stop and Bearing Assembly, L.H. Spring Washer 73632-4 Washer 54024 Retaining Ring 73724-18 5 . Mounting Bracket. Safety Switch 137225 6 . Adjustment Plate, Safety Switch 137231 7 . Switch 138614 8 . Pivot Bracket 137988 Bushing 137967 9 . Stop and Bearing Assembly, R.H. 128610 Spring Washer 73632-4 Washer 54024 Retaining Ring 73724.1% 128611 10. Pivot Bracket and Stop Nut Assembly 73515-24 Set Screw, 6-32 x 1/2 Oval 1 1 . Shaft and Lever Assembly 137984 1 2 . Retaining Ring 73724-18 13. L e v e r and Shaft Assembly, Record C b m p 137977 1 4 . Spring, Record Release (7 1/2 oz. a t 1") 138033 15. Pivot Bracket 137988 Bushing 137967 16. Link, Turntable Shift 137990 17. Spring, Turntable Release (1 5/16 o z . a t 2 5/16") 65096 135165 1 8 . Bulb '305 Light Socket 122358 19. Link, Turntable Shift 137989 Retaining Ring 73724-18 20. Adjusting Plate, T r i p Switch 136175 21. Mounting Plate and Stop Nut Assembly 136412 2 2 . T r i p Switch and Plug Assembly 133974 Switch, T r i p 121229 Plug, 3 137254 Pin T e r m i n a l (2) 132000 23. Spring 134759 2 4 . Bracket and Stop Nut Assembly, Tone A r m 132991 25. Support, Record Changer (4) ( F o r S e r v i c e Only) 134906 26. Retainer, C h a s s i s Spring (2), Part of Item 29 134735 61059 2 7 . Spring (2), Part of Item 29 2 8 . Retainer, C h a s s i s Spring (2) 136506 Part of Item 29 140392 29. Channel and Spring Assembly, R.H Spring 140805 Wing Nut 76623-4 3 0 . Receptacle, 6 131171 Contact T e r m i n a l (3) 132001



.
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31. Spring, Turntable Return ( 6 1/2 02. a t 1 1/2") 32. Bracket and Stop Nut Assembly, Turntable Stop 3 3 . Link, Tone A r m Lift Retaining Ring (2) 34. Spring 3 5 . Lift L e v e r Assembly. Tone A r m Lift 36. Spring 3 7 . Plate and Pin Assembly Cable Assembly Retaining Ring (2) 38. Thumbscrew 39. Brush Holder Brush 40. Record A r m Rest and Nut Assembly 41. Clamp Bracket and Handle Assembly 42. Shaft and L e v e r Assembly Turntable Reset Spring 43. L e v e r and Hub Assembly Turntable Reset Spring 44. Mounting Bracket and Eushing Asseml Mounting Bracket and Bushing Assembly (not shown) 45. Link Assembly, Playmeter Link, Playmeter Link, Offset, Playmeter Screw. Red (2) Washer (2) Retaining Ring (2) Counter Lever, Hub and Pin Assembly (not s h a v n ) Bracket and Pin Assembly. Playmeter (not shown) 46. Link and Pin Assembly Retaining Ring (2) 47. Link and Pin Assembly Retaining Ring 48. Spring 49. Solenoid, Side I Link, Solenoid Shoulder Screw Spacer Stop Nut, 4-40 Bracket, Solenoid 5 0 . Switch (2) Tapping Plate .51. Mounting Bracket 5 2 . Adjustment Plate and Pivot Assembly 5 3 . Ball Race 5 4 . Mounting Plate and Pin Assembly
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SECTION C



TURNTABLE AND MOUNTING PLATE ASSEMBLY ILLUSTRATED PARTS LIST "0"Ring Retaining Ring Drive Wheel Assembly Shim Washer Retaining Ring Cup Washer Spring, Shift, Turntable Drive Spring, Drive Wheel A r m ( 6 1/2 oz. a t 1 1 / 8 " ) 9 . A r m , Hub and Link A s s e m b l y 10. Shaft, Pivot, Bell Crank 11. S p r i n g , Turntable Return ( 6 1/2 o z . x 1 1/8") 1 2 . Retaining Ring (2) 13. Bell Crank and Hub Assembly, L.H. 14. Spring, Solenoid A s s i s t (8-10 oz. a t 2 5/16") 1 5 . Retaining Ring (2) 1 6 . Shaft, Solenoid, Bell C r a n k 1 7 . Plunger, Solenoid 1 8 . Solenoid and Plug Assembly Solenoid Plug - 3 Pin T e r m i n a l (2) 19. Retaining Ring 20. Washer 21. Washer, F e l t 1. 2. 3. 4. 5. 6. 7. 8.



WURLITZER



2 2 . Receptacle - 3 Contact T e r m i n a l (2) 23. Micro Switch Tapping Plate Plug - 3 Pin T e r m i n a l (2) 24. Mounting Plate, Speed Change 25. Motor and Sleeve Assembly Plug - 2 Pin T e r m i n a l (2) 2 6 . Oil Tube Washer Cable Clamp 27. Mounting Bracket, Turntable Plate 2 8 . Rubber Mount (4) Nut (8) Lockwasher (8) 29. Motor Mounting and Pivot Bracket Assembly 30. Mounting Bracket, Turntable Plate 31. Bell Crank and Hub Assembly, R.H. 32. Mounting Plate and Roller Assembly Spacer, Cover (2) Lockwasher (2) Washer (4) 33. Cover, Turntable
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TONE ARM ASSEMBLY ILLUSTRATED PARTS LIST



1. T o n e A r m and



2.



3.



4.



5.



6. 7.



Pivot Rod A s s e m b l y Tone A r m Balance Bracket and Weld S c r e w A s s e m b l y Pivot Stud Pivot S c r e w Sleeve Bushing (2) Weight (2) Nut, 10-32 (2) W i r e and Plug A s s e m b l y W i r e and C l i p A s s e m b l y Plug (6) Pin T e r m i n a l (3) Speed Nut (4) Speed Nut Mounting Bracket and Stop Nut A s s e m b l y Pivot S c r e w , T o n e A r m Adjusting Bracket and Stop Nut A s s e m b l y Set Screw, 8/32 x 3/16 Cup (2) Spring ( l l h . 12 o z . a t 15/16") W a s h e r (2) Ball Race, Tone A r m Shaft



8 . Support C a s t i n g and Bushing A s s e m b l y 128069 132928 9 . Mount;ng Bracket, T o n e A r m 1 0 . Spring ( 3 1 / 2 o z . a t 1 1/8") 59710 11. Adjustment L e v e r and Hub A s s e m b l y 133127 1 2 . W a s h e r (2) 59864 1 3 . Spring ( I lb. 12 o z . at 15/16") 59615 1 4 . L e v e r and Bushing A s s e m b l y 133074 73727-50 1 5 . Retaining Ring 1 6 . Retaining Ring (3) 73724-25 1 7 . Pivot A r m and Pin A s s e m b l y 136410 Set Screw, 73511-29 8/32 x 3/16 Cup (2) 1 8 . Cup Washer 128030 1 9 . Spring 128008 20. Cup Washer 124530 76922-12 2 1 . G r i p r i n g (2) 139929 2 2 . Link, T o n e A r m F e e d -In 73724.18 2 3 . Retaining Ring (2) 2 4 . Tube, Tone A r m 140346 2 5 . Shaft, Tone A r m 135795 26. Cartridge 138662 Needle, Double T i p Diamond 139008 Needle, S a p p h i r e 139009 WURLITZER
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RECORD TAKEOUT ARM ILLUSTRATED PARTS LIST



-



-



-



1. Gripring (4) 2 . Roller, Record A r m (2) Shaft, Record A r m Roller (2) 3 . Record A r m Casting 4 . Bevel Gear, Record A r m 5 . Washer, Record A r m 6 . Spring Washer 7 . Retaining Ring 8 . Spacer, Record Takeout A r m 9 . Mounting Bracket, Record Guide 10. Record Guide (2) 11. Mounting Bracket and Pin Assembly 1 2 . Magnet A r m Assembly Magnet (2) 1 3 . Spring 1 4 . Washer 1 5 . Retaining Ring (2) 1 6 . Gripring (4) 1 7 . Pin, Coupling (2) 1 8 . Coupling Connector 1 9 . Coupling (Part of Item 31) Roll Pin 20. Pivot Bracket and Bushing Assembly 21. Spring, Record A r m 22. Bail and Bushing Assembly S e t Screw, 6-32 x 3/16 (2)
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76922-12 135351 135797 136401 128092 128093 73632-36 73727-56 138240 136441 136292 136448 136445 136447136452 27787 73724.18 76922-12 136937 136936- .128170 73782-35 136407 128533 128590 73511 -19



23. 24. 25. 26. 27. 28. 29. 30. 31. 32. 33. 34. 35.



-



36.



37. 38. 39. 40. 41.



Washer, Pivot Casting Retaining Ring G e a r and Plate Assembly Connecting Rod, Bail Retaining Ring Washer Spring Washer Washer, Record A r m Pivot Casting Assembly Sleeve, Pivot Casting G e a r and Plate Assembly Retaining Ring Washer, Pivot Casting Bail and Bushing Assembly Set Screw, 6-32 x 3/16 (2) Screw (Special) Nut, 5-40 (Small) Holdout C a m Set Screw (2) Pivot Bracket and Bushing Assembly Mounting Plate and Pin Assembly Spring, Record Clamp Record Clamp and Pin Assembly Retaining Ring



SECTION C



TURNTABLE ASSEMBLY ILLUSTRATED PARTS LIST



1. Ring, Turntable 128022 Screw, 6-32 x 3/8Truss(3) 76719-68 Lockwasher (3) 73604-5 2 . Turntable 128038 3 . Pad 128042 4 . Pilot Guide and Shaft Assembly, Turntable 136022 5. Washer 128015 6 . Support Casting and Bushing Assembly, Turntable 128023 73727-43 7 Retaining Ring 124530 8 . Cup Washer (2) 128007 9. Spring, Pilot 73724-25 10. Retaining Ring (2) 11. Washer 128004



.



12. 13. 14. 15. 16. 17. 18. 19. 20. 21. 22. 23. 24.



Gripring (2) Washer (2) Spring, Pilot Lever (2) Washer, Felt Retaining Ring (2) Mounting Plate Assembly, Clamp Levers Tube, Pilot Spring, Cam Cup Washer Gripring Shaft, Cam Cam, Clamp Lever Pilot, Turntable
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CABINET
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SECTION D



CABINET



-



EXTERIOR VIEW



1 . T r i m , Moulding, T o p 2 . Moulding, T o p C o l l a r 3 . E x t r u s i o n , U p p e r D o o r Hinge 4 . Light D ~ f f u s e ra n d Silk S c r e e n A s s e m b l y Llglit D i f f u s e r , S e l e c t o r Pane1,R.H. Light D i f f u s e r , S e l e c t o r Pane1,L.H. 5 . Digital Display P a n e l ( D i g i t a l only) Wilidow Blank, D e s i g n , Selector (all others) Glass Clamp, Top G l a s s C l a m p , Bottom 6 . C a s t i n g , S e l e c t i o n Panel 3700 C a s t i n g , Selection Panel 3760 C a s t i n g , Selection Panel 3710 7 . * C o i n Denomination Plate Window Blank, Coin Denomination Light D i f f u s e r , Coin Denomination Window C l a m p 8. Top, Overlay 9 . T o p Plate a n d Latch R a i l A s s e m b l y 10. S u p p u r t B r a c k e t a n d Muuntlng Bracket, R .H . S u p p o r t Bracket and Mounting Bracket, L .H . ( n o t shown) 11. "*Instruction Pancl G l a s s C l a m p , Bottom, S e l e c t o r Panel G l a s s C l a m p , S i d e s , S e l e c t o r Panel(2) Light Housing and C a b l e A s s e m b l y ~3500-.176!1



139863 139730 139744



12. 13. 14. 15.



16. 17. 18.



19. Extrusion, Lower, Upper Door 20. S i d e O v e r l a y Panel, R.H



.



21.



140332 140411 140412 139726 139727 139728



22. 23. 24.



-



140261 140260 139821 139720 140506 140590 14059 1



25. 26. 27. 28.



29. 30.



140299 140278 140778
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141147 139815 139816 110331
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Wurlitzer 3500 Jukebox Service Manual 

Check each tooth of the 10, 25 and 50 cent accumulator wheels far proper cancel action. ..... provide 1/32 " to 1/16 " apening of the nor - ...... The electrical sequence of operation has been especially prepared to assist in trouble shooting the ...
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Wurlitzer 3800 Series Jukebox Service Manual - MAFIADOC.COM 

ove ANGLE and GUARD ASSEMBLY to obtain access to coin switch. --- ... by removing the PRICE AND BONUS PROGRAMMING CARD Cover located on the ...
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Wurlitzed 3600 Jukebox service Manual 

provided the phonograph has been serviced as recommended in the Service ...... Record Takeout Arm Stop Adjustment. Page 16C. Turntable Drive Wheel ...... White. Black. White. Brown. Tan. Orange. YeUow. Lt. Green. Lt. Blue. Purple. Gray.
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Wurlitzer 3400 Series Service Manual 

The component parts of automatic phonographs and accessory equipment manu- factured by the Wurlitzer .... D . Position CANCEL SOLENOID whlle manual- ly actuating the ...... C . Position Phonograph Line Switch to OFF,. D. M.l;~nually ...
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3700 User's 

Auto Release : Command the camera to follow an object for a set duration and ... Auto Tracking Using Group Command ... appears in the center of the screen.
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AD 3700 - RT Events 

Amplification setting for RG 58 cable / GZL 1019. Amplification setting for very low-attenuation 1/2 " cable. Amplification setting for RG 213 cable / GZL5000 b b.
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Early Wurlitzer amplifier schematics - Flippers.com 

T-3. 5041. POWER TRANSFORMER. 20764. 150,000. VOLUME CONTROL. R-L. 20750. 500,000. -20% 1/2 ...... C-1521993| .0S MFD E10% 400 v.v, Tâ€¢2 2 5416.
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Service Manual 

Particular care being taken to the position of the customer controls. Failure to ..... R101. ERJ6GEYJ101. 0.1W. 5%. 100. S.M.CARB. R103. ERJ6GEYJ272. 0.1W.










 


[image: alt]





SERVICE MANUAL 

Jul 2, 1997 - To raise the safety side, first lift the side of the shower tray, folding the corners on the outside against the head and foot. Swing the safety side ...
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Service Manual 

Electrical Isolation. Always disconnect the board under test ..... Locate the line selector links adjacent to the power transformer and remove using suitable pliers.
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Service Manual 

If any such product proves defective during this warranty period, Tektronix, at its option, either will repair the defective product without charge for parts and labor, or will provide a replacement in exchange for ..... power cord into a properly wi
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SERVICE MANUAL 

Jul 2, 2000 - shown in the parts list of Service manual may cause shock, fire, or other hazards. 4. ... Some model's power circuit is partly different in the GND. ... SENSOR ..... SCREW TAPPTITE. TT2 RND 3X10 MFZN. I702. 1AT24C08PC. IC ..... POINT IN
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Service Manual 

Before replacing any of these components, read the parts list in this manual carefully. The use of substitutes .... text lines ( Packet 8/30 format 1 ). If such a code ...
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service manual 

Do not use a line Isolation Transformer during this check. Connect 1.5K/10watt resistor in parallel with a 0.15uF capacitor between a known good earth ground ...
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SERVICE MANUAL 

New chassis design enable use of an interactive on screen control. â€¢ The TELETEXT ... (3) Plug the power cord into the wall outlet and switch the power on.
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SERVICE MANUAL 

7-627-553-27 SCREW, PRECISION +P 2X2.5. #9. 7-627-850-28 SCERW, PRECISION +P 1.4X3. #10. 7-627-000-00 SCREW, PRECISION +P 1.7X2.2 TYPE 3.
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SERVICE MANUAL 

North European Model. SLV-E720NC/E725NC. Spanish Model. SLV-E720NP. UK Model. SLV-E720UX. German Model. SLV-E717VC/E720VC. Austrian Model.










 


[image: alt]





SERVICE MANUAL 

Jul 2, 1997 - 746-38-2. This manual is intended to be used by Huntleigh Nesbit Evans approved service technicians. ..... link (04-6) out of the frame just far enough to clear the castor stem. c) Bend the ...... springs or oil in household refuse.
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SERVICE MANUAL 

4. 5. 79. VS. HS. Q20,23. Q21,24. Q22,25. SWQ4. INVQ15. INVQ17. CVBS IN ...... FS. PJE YM PJE YS PJE B PJE G PJE R SP SW. SCL SDA. GND. 50-60 N.C..
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Service Manual 

Service Manual. Colour Television .... When servicing, observe the original lead dress in the high .... case a measurement is outside the limits specified, there is a ...... C1840. ECUV1C104KBX. S.M.CAP. 16V 0.10mF. C1843. ECUV1H104ZFX.
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Service Manual 

220 240 V AC, 50Hz. Power Consumption : 92W. Aerial Impedance : 75Î© unbalanced, Coaxial Type. Receiving System : PAL B/G, I, H PAL 60. SECAM L/L', B/G.
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SERVICE MANUAL 

matically (ACI system). In this case, the T. V. Broadcaster sends a menu in w ...... CN4401 * 1-564-522-11. PLUG, CONNECTOR 7P. CN4402 * 1-564-520-11.
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Service Manual 

L Rear suspension bracket nut. 115. 11.5. 83.0 ...... THERMOSTAT + RADIATOR + FAN + COOLANT. INJECTOR + FUEL ... Thermostat valve lift. 8 mm (0.31 in) ...
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Service Manual 

PLUG PHONE AS. SPC+3C-2WS=150MM. M361. 4853624803. TERMINAL ANT. HIPS BK. M361A. 7128261011. SCREW TAPPING. T2S WAS 2.6X10 MFZN ...
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