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Xbox One Motherboard Replacement



Xbox One Motherboard Replacement Use this guide to replace the motherboard in your Xbox One.



Rédigé par: Andrew Optimus Goldberg
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Xbox One Motherboard Replacement



INTRODUCTION Follow this guide to replace the motherboard in your Xbox One. Note that separating the heat sink from the CPU compromises the original thermal compound. You'll need to clean off and replace the thermal paste with a new application. See this guide for directions on how to do this .



OUTILS:



PIÈCES:



Spudger (1)



Xbox One Chassis (1)



iFixit Opening Tools (1)



Xbox One Motherboard and Paired Optical Drive (1)



T10 Torx Screwdriver (1)



Xbox One Bottom Case (1)



T9 Torx Screwdriver (1) Arctic Silver Thermal Paste (1) Arctic Silver ArctiClean (1)
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Xbox One Motherboard Replacement



Étape 1 — Upper Case 



To open your Xbox, you're going to have to cut or peel up this tamperevident tape. This will probably void your warranty. Have fun!



Étape 2







Use a plastic opening tool to pry up and remove the plastic vent that surrounds the side USB port.







The vent is fairly flexible, and held in place with weak plastic clips—start prying from the back and peel it out.
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Xbox One Motherboard Replacement



Étape 3



 There is a small plastic tab that reinforces the front corner of the Xbox. 



Slide the tab straight back and remove it.
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Xbox One Motherboard Replacement



Étape 4







Insert the flat end of a spudger between the upper and lower case where they meet at the rear of the side vent opening.



 There is a strong plastic clip connecting the two case halves (the first of many), so you'll need to use quite a bit of force.



 Leave the spudger in place until you open the case completely. The clips are very springy and may cause the case to snap shut while you're working.
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Xbox One Motherboard Replacement



Étape 5



 The interface between the upper and lower cases is secured by several clips along the rear and remaining side of the Xbox. 



Insert a plastic opening tool between the upper and lower case to separate the clip over the rear vent.
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Xbox One Motherboard Replacement



Étape 6







Keep moving along the rear of the Xbox, prying up clips.



 Make sure the spudger stays in its blocking position—even if the case opens up enough for the spudger to fall out, the remaining clips are springy and may pull the case completely shut. Keep the spudger in the gap to protect your progress.
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Xbox One Motherboard Replacement



Étape 7







Keep popping clips. It may help to slide the plastic opening tool across the clips.



 By the time you get to the far edge of the rear case, the top case should be ready to come off. If not, run your plastic opening tool around the corner and pop the clips along the side without the USB port.



Étape 8







Starting with the spudger you left in the crack, pry the upper case up to free the last few clips.



 Use a plastic opening tool to pop any straggler clips that weren't freed.  Do not try to remove the upper case yet, as it is still connected by the front panel button cable. 



Lift the upper case slightly and shift it to give access to the front panel board.
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Xbox One Motherboard Replacement



Étape 9



 The front button cable has a unique ZIF connector—pay attention to the next few steps to safely disconnect it. 



Use tweezers to lift the plastic retaining loop over the connector on the board.







Use the tip of a spudger to push the connector's locking tab toward the cable to unlatch it.



Étape 10







Use tweezers to pull the cable straight out of the connector on the board.







Remove the upper case.
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Xbox One Motherboard Replacement



Étape 11 — Reassembly Instructions



 The next 4 steps are directions for reassembly. Skip them to continue with disassembly. 



Use the flat end of a spudger to free the clips securing the front panel to the upper case.







Remove the front panel from the rest of the upper case.



Étape 12







Replace the top part of the upper case.







Line up the clips and press firmly to re-seat them around the perimeter.
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Xbox One Motherboard Replacement



Étape 13







Support the front panel near the front of the Xbox.







Use tweezers to replace the front button cable in its ZIF socket.







Use the flat end of a spudger to push the ZIF lock to the left to secure the cable.



Étape 14



 The lower edge of the front panel has plastic hooks that interlock with plastic hooks on the front edge of the lower case. 



With the front panel at a 45 degree angle, interlock its plastic hooks with those in the lower case.







Push the top of the front panel into the Xbox, like closing a mailbox. Press firmly so that the clips securing the front panel to the upper case lock securely.
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Xbox One Motherboard Replacement



Étape 15 — Upper Metal Case







Gently pull up on the speaker cable connector to disconnect it from the front panel board.



 Be careful to pull up on the cable's connector and not the connector on the board. It's pretty flimsy and you might accidentally pull it off the board entirely. 



Use the flat end of a spudger to disconnect the antenna cable from the front panel board.



Étape 16







Remove the two 9.5 mm T9 Torx screws from the WI-Fi board.







Lift the Wi-Fi board straight up from its socket in the upper metal case.







Leaving the Wi-Fi board antenna cable in place, move the Wi-Fi board aside, exposing the screw labeled "C3" that was beneath it.
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Xbox One Motherboard Replacement



Étape 17 



Remove the eight 65 mm Torx T10 screws from the top of the upper metal case.



Étape 18







Lift—but do not remove—the upper metal case.



 The Wi-Fi board interconnect cable connects the upper metal case to the motherboard.
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Xbox One Motherboard Replacement



Étape 19







Disconnect the Wi-FI board interconnect cable from the motherboard.



 Remove the upper metal case. Étape 20 — Hard Drive Assembly







Disconnect the hard drive SATA power and data cables from the motherboard.
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Xbox One Motherboard Replacement



Étape 21 



Lift and remove the hard drive tray from the Xbox.



Étape 22 — Optical Drive Assembly







Disconnect the optical drive power and SATA data cables from the motherboard.
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Xbox One Motherboard Replacement



Étape 23 



Remove the optical drive assembly from the Xbox.







Lift the motherboard assembly out of the lower case.



Étape 24 — Front Panel Board
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Xbox One Motherboard Replacement



Étape 25 



Remove the three 9.5 mm T9 Torx screws securing the front panel board.







Disconnect the front panel board from its socket in the front of the motherboard.



Étape 26
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Xbox One Motherboard Replacement



Étape 27 — Motherboard



 Two black plastic screw posts posts are attached to the frame with springy plastic barbs. 



Pinch the arms together and pull the barbs out through the frame to remove the posts.



Étape 28







Remove the 8.3 mm T9 Torx screw securing the white plastic screw post to the lower metal frame.







Remove the white plastic screw post from the frame.
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Xbox One Motherboard Replacement



Étape 29



 Flip the lower metal frame and motherboard assembly over, to rest on the fan. 



Remove the following screws from the bottom of the lower frame: 



Four 11.2 mm T10 Torx screws







Four 9.5 mm T9 Torx screws



Étape 30



 Two small plastic plugs protrude through the rear metal case—one beneath the side USB port, and another beneath the AC in port. These plugs get caught on the lower metal case and make it hard to remove the motherboard. 



Push the two plugs through the lower metal case.
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Xbox One Motherboard Replacement



Étape 31 



Lift the motherboard and heat sink/fan assembly out of the lower metal case.



Étape 32







Disconnect the fan cable from the motherboard.
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Xbox One Motherboard Replacement



Étape 33







Insert the tip of a small flathead screwdriver between the post and the outer edge of one arm of the X-clamp.







Gently rotate the screwdriver, lifting the arm of the X-clamp up and off of the post.



Étape 34







Use the same rotating technique to free one more arm of the X-clamp from its post.







Remove the X-clamp.
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Xbox One Motherboard Replacement



Étape 35







Lift the motherboard off of the fan/heat sink assembly.



 When you're reassembling your Xbox, follow our Applying Thermal Paste guide at this point to apply a new layer of thermal paste to the CPU.



To reassemble your device, follow these instructions in reverse order. Don't forget to apply a new layer of thermal paste to your CPU. Follow this guide to learn how. Ce document a été généré pour la dernière fois le 2017-10-30 11:30:49 PM.
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Xbox Controller One Wireless Boutons de remplacement 

De-souder les fils noir et gris qui sont attachés à la carte mère supérieure. ... Soyez prudent lorsque vous utilisez le fer à souder à ne pas endommager d'autres ...
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Remplacement Xbox One Wi-Fi Conseil 

Remplacement Xbox One Wi-Fi Conseil. Utilisez ce guide pour remplacer le conseil d'une connexion Wi-Fi dans votre Xbox One. RÃ©digÃ© par: Andrew Optimus ...
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Xbox One Kinect infrarouge Blasters remplacement 

Vous avez maintenant accÃ¨s Ã  la coque intÃ©rieure du kinect, ainsi ... Soulevez le boÃ®tier mÃ©tallique interne de la coque en plastique entourant l'assemblage du.
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Xbox One Stereo Headset PrÃ©sident Remplacement 

Remplacer un haut-parleur cassÃ© dans la droite ou Ã  gauche du casque du casque Xbox One stÃ©rÃ©o. RÃ©digÃ© par: Shannon Prouty. Xbox One Stereo Headset ...
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Remplacement du lecteur optique de la Xbox One 

11 janv. 2018 - Suivez ce tutoriel pour remplacer le lecteur optique de votre Xbox One. .... Ã‰tape 12. Remettez la partie supÃ©rieure du boÃ®tier supÃ©rieur.
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Xbox One Kinect Teardown 

21 nov. 2013 - Samsung K4B1G1646G 1 Gb (128 Mo) DDR3 SDRAM.. Xbox One Kinect Teardown. Â© iFixit â€” CC BY-NC-SA. /Www.ifixit.com. Page 9 de 15 ...
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Remplacement du BoÃ®tier SupÃ©rieur de la Xbox One 

personnaliser, ou pour rÃ©paration. RÃ©digÃ© par: Andrew Optimus Goldheart. Remplacement du BoÃ®tier SupÃ©rieur de la Xbox One. Brouillon : 2019-04-16. ID de ...
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Xbox One S Teardown 

Étape 17. Popping au large de ces panneaux en plastique révèle ce qui ressemble à un petit assemblage soigné, avec quatre moteurs de rétroaction haptique.
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Remplacement du contrôleur Xbox One Wireless Trigger Rumble Motor 

Wireless Trigger Rumble Motor. Remplacer les moteurs rumble situés dans les déclencheurs du contrôleur. Rédigé par: Tommy. Remplacement du contrôleur ...










 


[image: alt]





Xbox lecteur de disque de remplacement 

T20 Torx (1). Xbox lecteur de disque de remplacement. Â© iFixit â€” CC ... Retirez les six vis T20 Torx de fixation du capot supÃ©rieur pour le couvercle infÃ©rieur.
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Xbox 360 lecteur optique de remplacement 

Dans les prochaines Ã©tapes, vous allez utiliser la pointe d'un spudger ou le doigt d'un outil d'ouverture Xbox 360 pour libÃ©rer les clips sur les cÃ´tÃ©s gauche et ...
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Xbox 360 Carte mère de remplacement 

Étape 6. Utilisez le bout de votre spudger pour libérer les clips sur la fente de ventilation inférieure plus proche de l'arrière de la Xbox.. Xbox 360 Carte mère ...
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Xbox 360 Wireless Controller Déclenche Remplacement 

INTRODUCTION. Feu loin en remplaçant les déclencheurs sur votre Xbox 360 Wireless Controller. OUTILS: Spudger (1). Bit T8 Torx de sécurité Tournevis (1).
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Xbox 360 Controller USB Remplacement du cordon 

Xbox 360 Controller USB Remplacement du cordon. Remplacez le cordon USB sur un contrÃ´leur Xbox 360. RÃ©digÃ© par: Sam Bahl. Xbox 360 Controller USB ...
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Remplacement Xbox 360 du panneau avant E 

Remplacement Xbox 360 du panneau avant E. Retirez le panneau avant de la Xbox 360 E. RÃ©digÃ© par: Sarah. Remplacement Xbox 360 du panneau avant E.
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Xbox Un remplacement du disque dur 

Xbox Un remplacement du disque dur. Utilisez ce guide pour remplacer le disque dur dans un Xbox One. RÃ©digÃ© par: Andrew Optimus Goldberg. Xbox Un ...
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HTC One Mini 2 Plaque de remplacement 

HTC One Mini 2 Plaque de remplacement. Utilisez ce guide pour remplacer le boÃ®tier arriÃ¨re en aluminium, communÃ©ment appelÃ©e la plaque arriÃ¨re.
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OnePlus One Un remplacement de la batterie 

Soyez très prudent autour de la fente de la carte SIM ou d'autres points ... intérieure supérieure du téléphone qui abrite la carte mère et les caméras. Voir note.
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Manette sans fil Xbox 360 Boutons de remplacement 

Appuyez sur le bouton batterie de déverrouillage sur le haut du contrôleur.. Retirez le support de la batterie du contrôleur.. L'option standard pour Xbox 360 ...
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HTC One X Bouton de remplacement 

Le HTC One X dispose de 3 boutons durs, puissance, volume vers le haut, et le volume vers le bas, ainsi que 3 boutons capacitifs au bas de son Ã©cran. Suivez ...
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Bouton TomTom One XL remplacement de puissance 

Ce guide va vous apprendre comment dÃ©monter votre TomTom One XL et ... Ce document a Ã©tÃ© gÃ©nÃ©rÃ© pour la derniÃ¨re fois le 2017-07-10 06:48:40 AM.
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Remplacement HTC One V Batterie 

Retirez votre carte SIM.. Retirez les quatre vis ... Utilisez l'outil de jimmy pour soulever jusqu'Ã  OEM carte SIM et de lecteur de carte SD contact.. Soulever de ...
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Nexus One Cover Lower remplacement 

28 sept. 2016 - Nexus One Cover Lower remplacement. Ce guide est pour enlever le couvercle infÃ©rieur sur le Nexus One. RÃ©digÃ© par: Niklas Johnson.
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Case arrière contrôleur Xbox 360 sans fil de remplacement 

31 déc. 2016 - Case arrière contrôleur Xbox 360 sans fil de remplacement. Boîtier arrière de remplacement. Rédigé par: Brett Hartt. INTRODUCTION.
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