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system electronics, the reset gate (Ï†R) is clocked to remove the signal and FD ... unwanted optical signal at the expense of lower response in the adjacent photo ... 
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1.1 Ÿ Ÿ Ÿ



Features



Ÿ Ÿ Ÿ Ÿ



2-Phase Register Clocking



The sensor is built with a true two-phase CCD technology. This technology simplifies the support circuits that drive the sensor and reduces the dark current without compromising charge capacity. The transparent gate results in spectral response increased ten times at 400nm, compared to a front side illuminated standard poly silicon gate technology. The sensitivity is increased 50% over the rest of the visible wavelengths.



1.3M Pixel Area CCD



1280H x 1024V (16 µm) Pixels Transparent Gate True Two Phase Technology (Enhanced Spectral Response) Ÿ 20.248mm H x 16.38mm V Photosensitive Area



Total chip size is 22mm x 17.1mm and is housed in a 36pin package with an integral copper-tungsten back plate providing excellent thermal conductivity.



Anti-blooming Protection 70% Fill Factor Low Dark Current ( 
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AT Rev. B - Argo 

Maintain a minimum clearance of one inch to hot ... source and have electrically isolated end switches .... RTD sensor, check that all safety end switches are.
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AT Rev. B - Argo 

room from the front of the unit to a door or wall to remove cover - at least 12 inches minimum. Install unit with a minimum clearance from top of unit to ceiling of 16 ...
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AYR202_ZW_INSTAL_FUL Rev B 

PSE. FE. Enrolling/Unenrolling the Network Module: This device is a security enabled Z-Wave Plus product that is able to use encrypted Z-. Wave Plus messages to communicate to other security enabled Z-Wave Plus products. This device must be used in c
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CD4504B TYPES (Rev. B) 

The CD4504B types are supplied in 16-lead hermetic dual-in-line ceramic packages (F3A suffix), 16-lead .... www.ti.com/broadband. Interface interface.ti.com.
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CD4504B TYPES (Rev. B) 

The CD4504B types are supplied in 16-lead hermetic dual-in-line ceramic packages (F3A suffix), 16-lead dual-in-line plastic packages (E suffix), 16-lead ...
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AT Rev. B - Argo 

installed on the supply side (pumping away). 6. ...... Turn off hydronic unit circuit breaker at service entrance and/or disconnect switch. ..... If fuse is blown,.










 


[image: alt]





318203628en (rev B).indd - Frigidaire 

ModÃ¨l B. Ã€ propos des Ã©lÃ©ments de surface radiants. La tempÃ©rature des ..... Major Appliances North America, une division de Electrolux Home Products, Inc. Au ...
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CD40109B TYPES (Rev. B) - Octopart 

N (R-PDIP-T**). PLASTIC DUAL-IN-LINE PACKAGE. BB. AC. AD. 0.325 (8,26). 0.300 (7,62). 0.010 (0,25) NOM. Gauge Plane. 0.015 (0,38). 0.430 (10,92) MAX.
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AT Rev. B - Argo Industries 

The Electric Hydronic Block is a heating device that converts electrical ... recovery times. The control ..... NOTE: Read the data name plate before connecting unit ...
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NOTE. Apposez ici votre reÃ§u pour toute rÃ©fÃ©rence future. Inscrivez ci-dessous les numÃ©ros de modÃ¨le et de sÃ©rie de votre appareil. NumÃ©ro de modÃ¨le:.
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AT Rev. B - Argo Industries 

element operation - no excess water is stored which would cause undersirable thermal losses and longer recovery times. The control system is assembled in a ...
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A01704501fr (rev B).indd - Frigidaire 

aÃ©rosol. Les produits inflammables pourraient exploser et allumer un feu ou causer des dommages matÃ©riels. ... CAN/ACG et aussi conformÃ©ment Ã  la derniÃ¨re.
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A01704501fr (rev B).indd - Frigidaire 

moins d'une recommandation précise dans les guides. Toutes les réparations .... L'air sera aussi bloqué, ce qui entraînera des problèmes de combustion.
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(HI). Pour dÃ©buter la cuisson, pour faire bouillir de l'eau, pour faire griller de la viande. Flamme moyenne ..... Electrolux Canada Corp. 5855 Terry Fox Way.
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des matériaux inflammables. Ceci inclut des papiers, plastiques, tissus, livres de cuisine, objets en plastique et torchons, ainsi que des liquides inflammables.
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KAF-0401 Rev C Preliminary - A Darker View 

Jan 5, 2000 - Description. Symbol. Min. Nom. Max. Units. Notes. Ï†H1, Ï†H2 Clock Frequency. fH. 10. 15. MHz ... Ï†V1, Ï†V2 Clock Pulse Width. tÏ†V. 4. 5 us. 2.
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db 

3 NOVEMBRE / NOVEMBER 3, 2018. 33. REID, G. *. 24. HEATH, T.J. *. 30. CRANSTON, T. 23. CAMPBELL, TO. *. 26. CAMPBELL, TE. 40. CALVER, B. 52.
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ZigBee-Ready RF Transceiver (Rev. B) 

Wireless sensor networks ... 21. MAC Security Operations (Encryption and Authentication) ...... single byte instructions to CC2420. By ...... For lab testing only.
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35000 BOE Shield Schematic rev B 
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ZigBee AYR202_ZB_INSTAL_FUL Rev B - FCC ID 

Enter the 4-8 digit Master PIN code followed by the key. â€¢ Press the key followed by the key. â€¢ Press the key ... receiver. Å¸. Connect the equipment into an outlet on a circuit different from that to which the receiver ... not expressly approved
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MLB rev b 4-3-09 

OWNERS AND SERVICE MANUAL. INNOVATIVE CONCEPTS IN ENTERTAINMENT INC. Major League Baseball. Page 2. 2. Page 3. 3. TABLE OF CONTENTS.
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DB-20DF 

LOUDNESS CONTOUR. NOTE: VOLTAGES ARE ALL DC. USE A VACUUM. TUBE LTI MEGOHM VOLT METER.VALUES. ARE PIN TO GROUND. NO SIGNAL.
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Preliminary Flights's! 

Nov 12, 2007 - 30 ALMEIDA Xavier. ECU. 458.2. 0. 0. 0. 458.2. 31 PAYSANT-LE ROUX Benoit. FRA. 521.4. 0. 521.4. 0. 0. 32 CARRIER Stephane. FRA. 546.8.
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Preliminary Results 

Aug 23, 2007 - has to be taken into account. C. Animals on Road. Animals are ... Some car manufacturers (GM and BMW) already offer thermal imaging inside ...
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